
DEPARTMENT OF HEALTH AND HUMAN SERWCES nrrxlrrcI”IIcI -. “we’- “. .~ j ., ‘“A^ 

Food and Drug Administration 

21 CFR Part 1020 

[Docked No. 2001 N-02751 

RIN 0910-AC34 

Electronic Products; Performance Standa,rd for Diagnostic X-Ray Systems 

and Their Major Components 

AGENCY: Food and Drug Administration, HHS. 

ACTtON: Final rule. 

SUMMARY: The Food and Drug Administration (FDA) is issuing a final rule to 

amend the Federal performance standard for diagnostic x-ray systems and their 

major components [the performance standard). The agency is taking this action 

to update the performance standard to account for changes in technology and 

use of radiographic and fluoroscopic x-ray systems and to fully utilize the 

International System of Units to describe radiation-related quantities and their 

units when used in the performance standard. For clarity, and ease of 

understanding, FDA is republishing the complete contents, as amen 

three sections of the performance standard regulations and is amending a 

fourth section without republishing it in its entirety. This action is being taken 

under the Federal Food, Drug, and Cosmetic Act (the act), as amended by the 

Safe Medical Devices Act of 1990 (SMDA), 

DATES: This rule is effective [insert date 1 year after date uf pubkxztion in 

the Federal Register]. 
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FOR FURTHER INFORMATION CONTACT: Thomas 13. Shope, Center for Devices and 

Radiological Health (HFZ-1401, Food and Drug Administration, 9200 Corporate 

Blvd., Rockville, MD 20850, 301-443-3314, ext. 132. 
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I. Background 

The SMDA [Public Law iOl-629) transferred the provisions of the 

Radiation Control for-Health and Safety Act of 1968 (RCHSA) (Public Law 90- 

602) from title III of the Public Health Service Act (PHS Act) (42 U.‘S,C. 201 

ef seq.) to chapter V of the act (21 U.S.C. 301 et seq.); Under theact, FDA 

administers an electronic product radiation control program to protect the 

public health and safety. As part of that program, FDA has au~~~i~y to issue 

regulations prescribing radiation safety performance standards for electronic 

products, including diagnostic x-ray systems (sections 532 and 534 of the act 

(21 U.S.C. 360ii(a) and 360kk)). 

The purpose of the performance standard for diagnostijc x-ray systems is 

to improve the public health by reducing exposure to and the detriment 

associated with unnecessary ionizing radiation while assuring the clinical 

utility of the images produced. 

In order for mandatory performance standards to continue to provide the 

intended public health protection, the standards must be modified when 

appropriate to reflect the changes in technology and pro uct usage. When the 

performance standard was originally developed, the only means of’producing 

a fluoroscopic image was either a screen of fluorescent material or\an x-ray 

image intensifier tube. Therefore, the standard was written with these two 

types of image receptors in mind. A number of technological developments 

have been implemented for radiographic and fluoroscopic x-ray systems, such 

as solid-state x-ray imaging [SSXI) and new modes of image recording [e.g., 



digital recording to computer memory or other media). These developments 

have made the application ofzthe current standard to systems incorporating 

these new technologies cumbersome and. awkward. FDA is therefore a”mending 

the performance standard for; diagnostic x-ray systems and their major 

components in $5 1020.30, lOZO.31, and 1O~Q.32 (21 CFR lO20.3O,lOZO.31, 

and 1020.32) to address the recent changes in technology. In addition, we are 

amending § 1030.33(h) (21 CFR 1030.33Ch)) to reflect the change in the quantity 

used to describe radiation. 

These amendments will require that newly-manufactured x-ray systems 

include additional features that physicians may use to minimize x-ray 

exposures to patients. Advances in technology have made several of these new 

features feasible at minimal additional cost. 

In the Federal Register of August 15, 1972 (37 FIX 2646X), FDA issued 

a final rule for the performance standard, which became effective on August 

I, 1974. Since then, FDA has made several amendments to the performance 

standard to incorporate new technology, to clarify misinterpreted provisions, 

or to incorporate additional requirements necessary to provid.e for adequate 

radiation safety of diagnostici x-ray systems. [See, e.g., amendments published 

on October 7,1974 (39 FR 3kO8); February 25,1977 (42 FR 10983); September 

2,1977(42 FR 44230); November&1977 (42 FR 58167);May22,2979(44 

FR29653);August 24,1979@4 FR 49667); November 30,1979(44 FR 68822); 

April 25,1980(45 FR 27927):; August 31,1984 (49 FR 34698); May 3, 1993 

(58 FR 26386); Mayl9, 1994,(59 FR 26402); andJuly 2,2999 [64Fi% 35924)). 

In the Federal Register of December 2 I,1997 f62 FR 65235), FDA. issued 

an advance notice of proposed rulemaking (ANYRM) requesting comments on 

the proposed conceptual changes to the performance standard. The agency 
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received 12 comments, from State and local radiation control agencies, 

manufacturers, and a manufacturer organization. FDA considered these 

comments in developing the proposed amendments. In addition, t 

embodied in the amendments were discussed on April 8, 1997, during a public 

meeting of the Technical Electronic Product Radiation Safety Standards 

Committee (TEPRSSC). TEPRSSC is a statutory advisory committee that FDA 

is required to consult before the agency may prescribe any electronic product 

performance standard under rthe act (21 USC. 360~(~(1)(~))~ The proposed 

amendments themselves were discussed in detail with the TEPRSSC during 

a public meeting held on September 23 and 24,1998. At that meeting, 

TEPRSSC approved the content of the proposed amendments and concurred 

with their publication for public comment. 

FDA proposed the amendments for public comment in the Fe 

Register of December 10, 2002 (67 FR 76956). Interested persons were given 

until April 9, 2003, to comment on the proposal. FDA received comments from 

12 organizations and individuals in response to the proposed amendments. 

These comments were generally supportive of the proposed changes to the 

performance standard, although some expressed concern about specific aspects 

of some of the proposed amendments. 

II. Highlights of the Final Rrile 

In this final rule, FDA ismaking a number of changes to the performance 

standard for diagnostic x-ray’ systems and their components, inclu 

following: 

l In 5 1020.39 of the performance standard, the final rule makes the 

following changes: 
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Adds a number of new definitions ta address new technologies and to 

further clarify the regulations. One notable amendment to the definitions is 

the addition of the terms air kerma and kmna to reflect a change in the 

quantity used to describe radiation emissions from diagnostic x-ray systems 

(~lo20.3o(b)); 

Requires manufacturers to provide users (e.g., physkians) with certain 

information regarding the ney features of fluoroscopic syste,ms in order to 

better protect their patients from unnecessary x-radiation exposure 

(§ UXzMo(h)); 

Requires additional warning.label language designed to alert users and 

facility administrators to the need to properly maintain and calibrate their 

diagnostic x-ray systems (§ 1~20.3O(j)); and 

Modifies existing beam quality requirements by increasing the required 

minimum half-value layer (HVL) values for radiographic and fluoroscopic 

equipment. This increase in $WL values will bring FDA requirements into 

agreement with the performance already provided by systems that are 

kompliant with corresponding international standards. Therefore, 

manufacturers currently complying with the international standards should not 

be impacted by this change ($1020.30(m)). 

l In § 1020.31 of the performance standard, which addresses radiographic 

x-ray equipment, the following changes are being made: 

A number of minor, technical corrections to sections appkabla to 

mammographic x-ray systems that were made necessary by an oversight that 

occurred when this performance standard was amended in July 1.999 

(§ lo20.3l(fj(3) and(m)). 
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0 The provisions in 3 1020.32 pertain to fluoroscopic equipment. Key 

changes being made to this section of the performance standard include the 

following: 

Amending the x-ray field limitation and alignment requiremerits to 

promote the addition of features designed to reduce the amount of radiation 

falling outside the visible area of the image receptor, thereby preventing 

unnecessary patient exposure (§ ItCMI32(b)); 

Amending the requirement concerning maximum limits on entrance air 

kerma rates (AKR) in order to clarify the circumstances under which the 

maximum limits would apply (§ lOZO.32(d) and (e)); 

Establishing a minimum source-skin distance requirement fur certain small 

“C-arm” type fluoroscopic systems. FDA traditionally has granted variances 

from minimum source-skin d&.nce requirements for small, portable C-arm 

systems when such systems were intended only for the limited use of imaging 

extremities. The amendment establishes the conditions under which variances 

have been granted as part of the standard and removes the need for 

manufacturers to continue to Irequest variances of this type and makes explicit 

the requirements for these systems (5 1020.32(g)); 

Requiring the incorporation of a feature that will co~t~~uou~~y display the 

last fluoroscopic image taken, prior to termination of exposure (last-image-hold 

feature). This permits the us& to conveniently view fh.roroscopic images 

without continuously irradiating the patient (§ 1020.32(j)); and 

Requiring the incorporatron of a feature that will display critical 

information to the fluorosco@st regarding patient irradiation, including the 

duration, rate (AKR), and amount (cumulative air kerma) of exposure 

(§ zozo.sz(k)); 
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l Section 1020.33 addresses computed tomography (CT) equipment. With 

regard to CT systems, the final rule makes the following changes: 

Amends the requirements pertaining to beam-on and shutter status 

indicators to reflect the change in quantity used to describe x-radiation from 

exposure to air kerma. This rirodification does not alter the level of radiation 

protection provided by the existing standard (5 1020.33(h)). 

III. Summary and Analysis df Conunents and FDA’s Resptlinses 

A. General Comments 

(Comment 1) FDA received 12 comments on the proposed amendments 

to the performance standard,:many of which addressed multiple issues, In 

general tone and content all $2 individuals or organizations th& commented 

supported the need for amendments and,the approach proposed by FDA. A 

number of the comments provided suggestions or critiques regarding specific 

aspects of the proposed changes or suggested additional changes or additions 

for FDA consideration that were not part of the FDA proposal. The specific 

comments and FDA’s responses will be discussed in the following paragraphs 

for each section of the performance standard. 

Seven of the comments provided general comments that did not address 

specific proposed changes. Some of them addressed the i,mpact analysis or the 

estimate of the potential benefits that would likely result from the 

amendments. All seven comments were generally supportive of the changes 

proposed by FDA. Two comments suggested that the benefits of the proposed 

changes would be greater tha$r estimated,by FDA. One comment, from a State 

agency, suggested that the patient dose reductions would be greater than 

estimated by FDA, based on the State agency’s experience with programs that 

have improved the information provided to facilities regarding patient 
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radiation doses. Another comment suggested that the benefit of any dose 

reduction resulting from the Amendments would greatly exceed FDA’s 

estimates and criticized FDA for suggesting that the risk from x-ray radiation 

is much less than the commeSlt believes it to be. Two of the comments 

complimented FDA on its analysis of the. potential impact of the regulation. 

(Response) We acknowledge and appreciate the supportive comments. 

This rule includes important!modifications to the Federal performance 

standard for diagnostic x-ray systems to address recent -changes in the 

technology and usage of radiographic and fluoroscopic x-ray systems. These 

modifications will help ensure that the performance standard will continue 

to protect and improve the public health by reducing exposure to unnecessary 

ionizing radiation while assuring the continued clinical utility of images 

produced where these new technologies are in use. 

(Comment 2) Two comm&nts questioned the need to apply several of the 

requirements to all fluoroscopic x-ray systems, noting that the benefit of the 

requirements such as for display of dose information and a last-image-hold 

feature would largely result from fluoroscopiG equipment used for 

interventional procedures. At least five other comments explicitly supported 

application of the requirements to all fluoroscopic systems. 

(Response) FDA notes that performance requirements must be tied to 

equipment characteristics and not to the potential manner in whit 

equipment may be used. Because interventional procedures may be performed 

using many types of fluoroscopic equipment, and because the added costs of 

the requirements are not expected to be overly burdensome, FDA has 

determined that the requirements should-apply to all fluoroscopic equipment 

as proposed. 
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(Comment 3) Two comments supported the che.nge in the quantity 

proposed for the description of radiation in the standard from exposure to air 

kerma. One of these comments was fairly general, while the other expressed 

specific support for the approach taken in the proposal that will maintain all 

of the various limits on radiation contained in different requirements of the 

standard at the same effective level as in the limits in the current standard 

where they were expressed using the quantity roentgen. 

(Response) FDA believesthat the radiation limits contained in the existing 

requirements remain appropriate. Although the change from exposure to air 

kerma will result in different inumerical values that may no longer be integer 

numbers or multiples of 5 or 10 as was previously the case, the level of 

radiation protection will effectively be the same. 

(Comment 4) FDA received comments in response to questions posed by 

the agency in the preamble of the proposed rule. FDA invited comments on 

several questions regarding agproaches that could be taken.to assure the 

radiation safety of fluoroscopic systems through performance requirements. 

These questions, which were :nut associated with specific proposed 

amendments, were intended to gather information that might guide FDA in 

considering any future modifmations to the performance standard. Among the 

questions FDA presented for comment was whether there are any clinical 

situations that could require entrance AKRs greater than those currently 

permitted. FDA also invited comment on whether limits should be established 

for the entrance AKR at the entrance surface of the fluoroscopic image receptor 

and, if so, how these limits might be determined and established. 

FDA received three comments in response to the questions about entrance 

air kerma rates. Two commetits recommended that limits should not be 



established for the entrance air kerma rate at the entrance surface,of the 

fluoroscopic image receptor. A third comment suggested that .a mode of 

operation that would permit momentary imaging with entrance air kerma rates 

exceeding current limits should be considered if limits we~to be established 

for the entrance air kerma rate at the entrance to the fluoroscopic image 

receptor. This comment also hoted that any consideration of limits should 

involve the corresponding fluoroscopic image quality, and suggested that this 

is an area for further consideration by FDA in collaboration with interested 

parties. However, these comments did nut make specific suggestions for 

requirements or provide data, or evidence regarding such requirements. 

(Response) FDA appreci&es these suggestions. Although FDA has decided 

not to implement them at this time, FDA will involve interested parties in 

discussions about such requirements if modifications such as these are 

undertaken in the future. : 

(Comment 5) Two comments supported the need to modify the 

performance standard to address. newly-evolving technoIogies. Although both 

comments agreed with FDA’s proposed approach, they suggested that any 

future efforts. to further address new technology with additional performance 

requirements, beyond the current proposed changes, would benefit from 

additional consultations between FDA and interested or affected parties. One 

of these comments suggested; that consideration of further retirements to 

address additional characteriistics of digital detectors or solid state x-ray 

imaging devices would benefit from interactive consultations with professional 

and scientific organizations. The other comment, suggested that these areas 

could be addressed through the International Electroteehnical Commission’s 

(EC) standards development5 process. 
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(Response) FDA agrees with these suggestions and will encourage and 

facilitate such discussions shiould the future development of additional 

amendments be undertaken. 

B. Comments on Proposed Cl;langes to § 2020.30 

1. Definitions (§ ‘1020.3OCb)) I 

As discussed in the preamble to the proposed rule, FDA proposed the 

inclusion of a number of new definitions in 5 1020.30(b) to address new 

technologies and to further clarify the regulations, In addition to the changes 

to definitions proposed by FDA, a number of comments suggested 

modifications of additional, existing definitions or noted that new definitions 

were needed for clarity. 

[Comment 6) One comment suggested that the definitions in the standard 

be harmonized to the extent possible with those used by the IEC. 

(Response) FDA declines to make this change. The definitions in the U.S. 

standard were developed and finalized before the developmentof the IEC 

standards for x-ray equipment. Complete adoption of the EC definitions would 

require FDA to overhaul the entire U.S. standard to bring it in line with the 

different structure and approach used in the XEC standards. In addition, the 

U.S. standard reflects differences in common usage. For example, the J[EC 

standard uses the term “radioscopy” instead of the term ‘~‘fh.roroscopy” as 

commonly used in the United States. For- these reasons, FDA does not believe 

that such wholesale revisions are warranted at this time. 

(Comment 7) FDA received a comment concerning the definition of 

attenuation block that noted that the current size specified is not large enough 

to accommodate the large x-ray field sizes used in conjunction writh some 



current fluoroscopic image receptors that are significantly larger than earlier 

image receptors. 

(Response) In response to this comment, FDA has modifi,ed the definition 

to indicate that an attenuation block with. dimensions larger than currently 

specified is allowed. The new definition reads: 

Attenuation block means a block or stack of type 1100 aluminum alloy or 

aluminum alloy having equivalent attenuation with dimensions 20 centimeters or 

larger by 20 centimeters or larger by 3.8 centimeters. When used, the attenuation 

block shall be large enough to intercept the”entire x-ray beam. 

(Comment 8)One comment suggested the need for clarification of what 

the term C-arm fluoroscope means as used in the standard. 

(Response) FDA agrees that clarification would be useful and has included 

a new definition for this term in the final rule. The new ~~f~niti~n reads: 

C-arm fluoroscope means al fluoroscopic x-ray system in which the image 

receptor and x-ray tube housing assembly are connected br coordinated to maintain 

a spatial relationship. Such a system allows a change in the direction of the beam 

axis with respect to the patient without moving the patient. 

Note that this definition will include some systems in which the x-ray tube 

and the fluoroscopic imaging: assembly are not connecte by,a C-shaped 

mechanical connection. The distinguishing feature of a C-arm fluoroscope is 

the capability to change the orientation of the x-ray beam. 

(Comment 9) In the preamble to the proposed rule, FDA not&that the 

word “exposure” is used in the standard with two different meanings. One 

comment suggested adding the second meaning of exposure to the definition 

for clarity. 
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(Response) FDA agrees with this comment. Accordingly, the definition of 

exposure is revised to read: 

Exposure (X) means the quotient of dQby dm, where dQ is the absolutevalue 

of the total charge of the ions of one sign produced in air when all the electrons 

and positrons liberated or created by phutons in air of mass dm are completely 

stopped in air; thus X=dQ/dm,, in units of C/kg. Exposure is also used with a second 

meaning to refer to the process or condition during which the x-ray tube produces 

x-ray radiation. 

(Comment 10) One comment suggested that the definition of image 

intensifier be modified to add a comparison to a simple fluorescent screen. 

(Response) FDA has conoluded that such a change is not warranted. 

However, this comment prompted further review of the definition. of 

fluoroscopy. As a result of this further review, FDA believes tbe proposed 

definition of fluoroscopy should be modified to remove the description that 

the images are presented instantaneously to the user. The word 

“instantaneously” is unnecessarily restrictive and ambiguous. It could’result 

in confusion in certain situations such as when some short but finite. time is 

required to process digital images before displaying them to the user. A .further 

clarification has been added TV note that, whereas “fluoroseopy” to 

common usage in the United States,, it has the same meaning as “radioscopy” 

in the EC standards. Therefore, the definition of fluuroscopy is changed to 

read: 

Fluoroscopy means a technique for generating a sequence of x-ray images and 

presenting them simultaneously and continuously as visible images, This term has 

the same meaning as theterm ‘radioscopy’ in the stand,a.rds of the International 

Electrotechnical Commission. 



(Comment 11) One comment suggested that FDA clarify the meaning of 

the term “C-arm gantry” as used in the proposed definition of isocenter. 

(Response) FDA agrees that clarification of this term would be useful and 

has revised the proposed defmition of isocenter to read: 

Isocenfer means the center ]of the smallest sphere through which the beam axis 

passes when the equipment moyes through a full range of ratations about its common 

center. 

(Comment 12) Several comments suggested that F-DA ckrify the proposed 

definition of mode of operation. 

(Response) FDA agrees that clarification is needed and hasmadified this 

definition. Mode of operation is defined for the purpose of assuring that 

adequate instructions are provided to the user on how to operate the 

fluoroscopic system. A mode, of operatien is intended to describe the state of 

system operation in which a set of several technique factors or other control 

settings are selected to perform a specific type of imaging task ur prucedure. 

Within a specific mode of operation, a variety of anatomical.or examination- 

specific technique selectionsmay be provided, either pre-programmed, under 

automatic control, or manually-selected. 

(Comment 13) One comment suggested that the proposed definition of 

mode of operation would allow wide variations in AKR within a given mode 

of operation and that such variations woiuld cause canfli~t with several. items 

in $$102&30(h). The comment suggested that FDA consider using the definition 

and information requirements of the IEC standard IEC 60601-2-43, “Parti~cular 

Requirements for the Safety of X-Ray Equipment for Interventiona 

(Ref. 1). 



(Response) FDA disagrees that the proposed definition will conflict with 

items of information required by § lQZ0.30(h). It is true that specification of 

a mode of operation does not: in itself determine the AKR produced by the 

mode, as variations of technique. factors or other controls within a given mode 

of operation can produce wide variations in the amount of radiation emitted 

by the system. Such variation, however, does not conflict with § lOZO.3Q(h). 

Proposed 5 1020.30(h)(5) would require a description of each m<ode of 

operation, and +$1020.30(h)(@) would require information about the AKR and 

cumulative air kerma displays. These sections do not require dose data for each 

mode in the information to be provided to users under 3 1020.3~~h~. The IEC 

standard IEC 60601-243 does require providing certain dozxinformation 

regarding some of the operating modes for fluoroscopic systems intended for 

interventional uses, but this IFC requirement would not conflict with the 

proposed changes to the performance standard. 

FDA notes that the definition it is adupting for “mode of operation” differs 

from the definition used in paragraph 2.107 of the IEC standard IEC 60601- 

243. The IEC standard defines a mode of operation for interventiobal x-ray 

equipment as “* * * the technical state defined by a configuration of several 

predetermined loading factors, technique factors or other settings for 

radioscopy or radiography, selectable simultaneously by the operation of a 

single control.” FDA does, not think it necessary to limit a mode of operation 

to system operation selected by operation of a single -control. The definition 

in this final rule includes methods of system operation that have specific or 

unique features or intended purposes about which the user should be informed 

in detail. The term mode of oberation in ~&is rule addresses only the 

information that must be provided to the user under § ~0~~.3~(h~(~], which 



1 
requires that users receive complete instructions regarding the operation and 

intended function of each mode of operation. 

FDA does not require information related to the reference .A for modes 

of operation as does the IEC +uadard. FDA notes that the required display 

of AKR will directly inform users regarding atztual entrance AKRs during use. 

FDA has determined that it is important that users receive complete 

descriptions in the user’s mainual of all the different modes of operation and 

their intended purposes or types of imaging procedures for which they are 

designed. / 

The definition of mode of operationhas therefore been mo ed to read: 

Mode of operation means, for fluoroscopic systems, a distinct, method of 

f’Iuoroscopy or radiography provided by the .manufacturer and selected with; a set 

of several technique factors or other control settings uniquely associated with the 

mode. The set of,distinct technique factors and control settings forthe mode may 

be selected by the operation of a single control. Examples of distinct modes of 

operation include normal fluoroscopy [analog or digital), high-level control 

fluoroscopy, cineradiography (analog or digital), digital subtraction angiography, 

electronic radiography using @e fluoroscopic image receptor, and photospot 

recording. In a specific mode of operation, certain system variables affecting air 

kerma, AKR, or image quahty, such as image magnification, x-ray field size, pulse 

rate, pulse duration, number of pulses, SID, or optical aperture, may be adjustable 

or may vary; their variation per: se does not comprise a mode of open&ion different 

from the one that has been selected. 

(Comment 14) One comment suggested that FDA change the definition of 

a solid-state x-ray imaging device to make it less specific and therefore more 

likely to accommodate changes in technology. 

(Response) FDA agrees. The definition has been modified to read: 
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Solid-state x-ray imaging device means an assembly, typically in a rectangular 

panel configuration, that intercepts x-ray photons and converts the photon energy 

into a modulated electronic signal. representative of the x-ray image., The electronic 

signal is then used to create an image for display and/or storage. 

(Comment 15) One com@ent suggested that the existing definition of 

visible area needs clarificatiqn with respect to its use with solid-state x-ray 

imaging devices. The comment suggested that the definition clarify that the 

visible area can include both: active and inactive elements of the detector when 

inactive elements are within ‘the outer barders of the ovBzal1. area. 

(Response) FDA has detgrmined that modification of this d&inition is not 

necessary. FDA notes that thy “area” cited in this definition is the overall area 

defined by the external dime&ions of the area over which p.hotons are detected 

to form an image. It includes,any inactive elements that might be located 

between active elements of the image rec.eptor. 

(Comment 16) FDA also received comments sugggsting changes to some 

of the existing definitions thtit were not proposed for modification in the 

proposed amendments, including the definitions for beam axis., cradle, pulsed 

mode, source-image receptor: distance (SED), portable x-ray equipment, and 

stationary x-ray equipment. i 

(Response) FDA carefully reviewed the suggestions and has determined 

that no changes to these defi&itions are warranted at. this time. However, as 

FDA reviewed the comments; receivbd regarding proposed.changes to the 

definitions, it became apparent to the agency that several additional definitions 

would be useful to further clarify some of the terms used .in the performance 

standard. Therefore, FDA had added new definitions for the terms air kerma 

rate, cumulative air kerma, and fluoroscopic irradiation time. These definitions 

are not intended to impose ;uiy new requirements. 



The new definitions read as follows: 

* Air kerma rate (AICR) means the air kerma per unit time. 

l Cumulative air kerma means the total air kerma accrued from the 

beginning of an examination’or procedure and includes all contributions from 

fluoroscopic and radiographic irradiation. 

0 Fhoroscopic irra&afi~Jn time means the cumulative duration during an 

examination or procedure of ‘operator-applied continuous pressure to the 

device enabling x-ray tube activation in any fluoroscopic mode of operation. 

2. Information to Be Provided to Users ($ IOZI.XI(h)) 

(Comment 17) Three comments suggested an expansion of the scope of 

information required to be provided to users by manufacturers. These 

comments suggested that thelmanufacturer be required to provide: (1) A full 

set of system schematics to permit the user or a third party to troubleshoot 

electronic problems and perform repairs; (2) system-specific hardware and 

software tools to permit a qualified individual to accomplish quality assurance 

tests without the need for service support; or (3) appropriate tools and 

instructions for their use, either as part of the system or as required accessories, 

to permit any “physics measurements” needed to assure system performance, 

(Response) An expansion of existing information requirements was not 

contemplated in the proposed rule. Such requirements c,ould~have significant 

impact on manufacturers of diagnostic xrray equipment and neither should be 

established without a full opportunity for affected parties to comment on 

specific proposals, nor should such requirements be established withaut a 

thorough assessment of the potential benefits and impacts of such 

requirements. Therefore, FDA is not incorporating then suggested requirements 

into the amendments at this &me. 
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(Comment 18) One comment supported the proposed requirement that 

manufacturers provide additional, detailed information regarding the variety 

of fluoroscopic system modes of operation. This comment suggested that 

manufacturers be required to provide data on the entrance AKR for each mode 

of operation and further suggested that such a requirement could be less costly 

than the proposed requirement for’a display of air kerma info’rrnation on 

fluoroscopic systems. The comment suggested that users could infer 

approximate patient doses from such information with a degree of:accuracy 

comparable to that of the displayed air kerma information. 

(Response) FDA considered the approach described in this comment when 

developing the proposal andidetermined that providing the user with 

information on patient doses: through data on typical entrance air kerma rates 

for each mode of operation tias not practical and would not have.the benefits 

associated with a real-time display of AKR and cumulative air kerma 

information. In FDA’s opinion, either the entrance AKR-is highly variable 

within a given mode of operation or there are so many different modes of 

operation, which would require separate AKR data, as’ to make this approach 

ineffective in informing phy$cians about the doses delivered to a patient in 

a procedure. For systems with a number of operating modes, it would be 

difficult for the user to remember all of the various entrance 

time display provides this information on a continuous basis for every patient, 

independent of the specific mode selected. For example, intervtintianal 

procedures, with their associated long exposure times, may be un 

a variety of types of fluoroscopic systems. It does,not app,ear feasible to ’ 
distinguish the type of system that should have the reaLtime display from 

those for which such a display would not be useful. 



22 

The real-time displays are anticipated to have dose-reduction benefits even 

in noninterventional procedures. Providi~ng users with immedia’te information 

related to patient doses is expected to have an impact on use of the equipment. 

In addition, the uncertainty in estimating an individual patient’s specific 

radiation dose from a reference AKR provided for a mode of operation is 

expected, typically, to be much greater than the uncertainty in the~real-time 

values displayed. This incregsed uncertainty is due to th-e wide variation in 

AKR possible within a given’mode of operation because of var’iations in 

technique factors or other control factors, patient size and attenuation, and the 

specific beam orientations of an individual procedure. 

(Comment 19) One comment suggested that the current -tvording of 

§ lozo.3o(h)(l)(i) b e modified to emphasize that the adequate instructions 

required by the section be suitably written for .physician operators. 

(Response) FDA does not believe that modification of the current wording 

is needed. The requirement for adequate instructions embodies the concept 

of being adequate for the intended audience. Since diagnostic x-ray systems 

are prescription devices, there is a presumed level of knowledge regarding the 

use of x-ray equipment on the part of the users. 

(Comment 20) A comme+t questioned the preamble statement regarding 

unique features of equipment that requirp adequate instructfons regarding 

radiological safety procedurqs and the pEecautions neede&because of these 

features. FDA noted that anyimode of operation that yields q entkanee AKR 

greater than 88 mGy/min sheuld be considered a unique mode, and sufficient 

information should be provided to enable the user to under&a&the patient 

dose implications of using thkt mode. Th! comment questioned whether an 

88 mGy/min threshold should be applied to radiographic modes and further 



suggested that there be a requirement thait: any fluoroscopic mode capable of 

delivering more than 88 mGy/min be explicitly listed as a mode of operation 

and that standardized information regarding entrance AKR be provided for 

each such mode. 

(Response) FDA disagrees with this comment. As noted in the preamble 

of the proposed rule, data regarding the doses from specific modes of operation 

are not being required in the information for users. Rather,, the newly-required 

AKR and cumulative air kerma displays will be relied on to provide users real- 

time information on air kerrna at the reference location tihich can be related 

to patient dose. Values of the: AKR and cumulative air kerma displayed in real- 

time do not necessitate adjustments for particular imaging technique factors 

or patient size as would standardized tabulations af AKR information printed 

as user information for each mode. 

(Comment 21) The same ;comment. also suggested that manufacturers be 

required to provide standardized AKR d&a for fluoroscopic modes of operation 

as required in EC standard LEG 60601-243, including information regarding 

the AKR for each available frame rate possible during the normal mode of 

operation. 

(Response) FDA did not accept this suggestion, which .is also addressed 

in the discussion in the previous paragraphs about the definition of mode of 

operation. FDA notes that proposed $1020.32(k) is being revised as described 

in the following paragraphs te clarify the conditions under whichthe display 

of AKR is required. Proposed ;§ ~020.3O(h)(S) has been relriseld to require that 

information be provided to uiers for. all modes of operation, that produce 

images using the fluoroscopic, image receptor regarding the impact of the mode 
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selected on the resulting technique factors. This includes any mode that 

produces radiographic images from the fluoroscopic image receptor. 

(Comment 22) One comment suggested several changes to the performance 

standard that were not included in the proposed rule. These suggestions were 

that in several sections of the performance standard, where specification of 

the maximum kilovolts peak i(kVp) or a specified kVp is stated, there should 

be a specification of the characteristics of the kV waveform. Inparticular, the 

comment suggested that a waveform having a voltage ripple of less than or 

equal to 10 percent be required. One of thesesections is ~O~,O~3O(h~(Z~(i)~ which 

requires the specification of the peak tube potential at which the aluminum 

equivalent of the minimum qltration in the beam is determined. The other is 

the requirement in § 2020.30(m) for the kVp at which the,minimum I-IVL 

values are determined. The comment addresses the requirement that” 

manufacturers provide information regarding the peak tube potential at which 

the aluminum equivalent of the beam filtration provided by the tube housing 

assembly or permanently in the beam is determined. The comment points out 

the fact that the determination of the aluminum equivalent is also 

on the voltage waveform as well as the peak tube potential. 

(Response) FDA will further consider this comment and if it determines 

that such a modification to the standard is warranted, a proposal tiill be 

published for public comment. Without specification of the tiaveform, 

uncertainty can be introduced into the specification of the a~~i~um 

equivalence of the filtration because this determination depends on the voltage 

waveform and the resulting energy spectrum of the beam, FDA notes that the 

IEC standard IE6 60601-l-3 (Ref. 2) that establishes the minimum IWL 

requirements for diagnostic x-ray systems does not specify the voltage 
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waveform as part of the test method for determining the aluminum 

equivalence. Rather, the requirement is specified as a function of the selected 

operating x-ray tube voltage over the normal-range of use and is therefore 

dependent on the waveform of the specific x-ray generator being tested. 

When the method for determining HVL was initially-established, there 

were fewer generator designs; and voltage waveforms than there are currently. 

It is correct that a complete specification of equivalent filtration would require 

a spe,cification of the voltage waveform with which it was determined, as well 

as peak tube potential. Howeker, there are no tolerances or specifications given 

in the standard regarding the,accuracy with which the filtration equivalent is 

to be specified. FDA notes that ane might conclude that since no requirements 

exist in the standard for the accuracy of tshe statement regarding filtration 

equivalent, it does not need to be so precise as to requiredescription of or 

limitation on the waveform used. Note that a similar requirement exists in 

1020.30(h)(4)(ii) for beam-limiting devices. 

(Comment 23) One comment strongly supported the consohd&ion of 

instructions for use of the various modes of operation of fluoroscopic systems 

into a single section of the user’s instructions. The comment further suggested 

that the instructions be required to include a description c&all of the controls 

accessible to the operator at the normal working position, 

(Response) FDA does not believe that .such a requirement is necessary, as 

FDA expects that any user’s instructions will include a complete description 

of all controls, including any ~controfs available at the operatoYs working 

position. 

(Comment 24) Three comments expressed concern regarding I . 
requirement in proposed 5 lo2&3o(h)(s) that manufacturers descri 



clinical procedures or uses for which a specific mode of operation is designed 

or intended. The concern ex$ressed was that the clinical use of the 

fluoroscopic system should not be limited by any statements required of the 

manufacturer regarding the purposes of any mode of operation. 

(Response) FDA agrees that clinical use of the system should not be 

limited to the examples provided by the manufacturer. The manner of use and 

the decision to use a,particular mode of operation are medical decisions. In 

addition, the requirements of the performance standard apply only to 

manufacturers and do not impose requirements on the users of such systems. 

The requirement at 5 1020.36(h][5)[ii) has been modified~to reflect that a 

manufacturer’s descriptions of particular clinical procedures exemplifying the 

use of specific modes of operation do not limit when or how any mode may 

be used in actual clinical pratitice. 

In addition, FDA has revised 5 lO2636(h)(5)(i) tofurther elabarate the type 

of information required to bei provided to users with respect to the description 

of modes of operation, FDA believes it is important for users to understand 

the manner in which a given,mode of operation controls the system technique 

factors and that this information should be included in the des~~~ti~n of the 

mode of operation. 

(Comment 25) An error in the proposed rule, which was detected by FDA 

following publication, was pointed out by one of the comments. 

§ 1020.30(h)(6)(‘) I would have required a,statement by the m~ufa~t~er of the 

maximum deviations of the values of AKR and cumulative air kerma from their 

displayed values. 

(Response) This requirement should have .been removed from the proposed 

rule as it was replaced by the; requirement in.proposed $1020.32~~~~~~ 



specifying the maximum deviation allowed. Proposed § ~~2~.3~[h~(6~(i} has 

been removed and § 1020,32(k)(7) has been revised to be $1~2~.32(k~~6). This 

revision of § 1020.32(k) is described in section III.D.8 of this document. 

(Comment 26) One comment suggested that, in addition to requiring 

instructions and schedules for calibrating and maintaining any instrumentation 

required for measurement or.evaluation ,of the AKR and cumulative air kerma, 

§ 1020.30(h)(6)(ii) should also require manufacturers toprovide any hardware 

or software tools or accessories necessary to accomplish such calibration or 

maintenance. 

(Response) FDA is not aGding such a requirement to the standard at this 

time, but will consider it along with the other suggestion regarding information 

or equipment features that should be included in the performance standard. 

3. Beam Quality-Increase in Minimum E-3[alf-Value Layer (5 1,020.3-O(m)) 

(Comment 27) One comment objected to the revision-of the requirements 

for minimum half-value of the x-ray beam in !$ ~0?0;3~~rn)(l~ on the grounds 

that the new minimum requirements for all systems should not be based on 

what the comment considered to be state-of-the-art equipment. The comment I 
suggested a set of reduced minimum values. 

(Response) It appears that the comment misunderstood the basis for the 

FDA proposal and the intent ;of the increased HVL values, Currently; to comply 

with paragraph 29.201.5 of the IEC stand&d IEC 606O~~I--3, al1.x~r.ay systems 

other than mammographic and some dental x-ray systems m~~t,~o~-tain total 

filtration material in the x-ray beam that provides a quality equivalent filtration 

(using IEC terminology) of not less than 2-5 millimeters of aluminum [mm Al). 

Thus, all currently manufactured’x-ray systems should be m~ufa~t~red in a . 
manner that assures this amount of filtration in the beam if compliance with 
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the IEC standard is claimed. The proposal to increase the HVL requirements 

in the FDA standard, which must be expressed as a performance standard 

rather than as a design standard for a given thickness of filtration, is intended 

to provide WVL values that correspond to those that result from the use of 

a filtration corresponding to the 2.5 mm A3 required by the,durrent IEC 

standard. Therefore, the changes proposed for HVL will simply bring FDA’s 

requirements into agreement w.ith the performance provided by systems 

complying with the IEC stan!ards IEC 60602-l-3 and IEC 60601-2-43. 

Manufacturers currently complying with the IEC standard should experience 

no impact from this change as all of their production should already meet the 

requirement. Therefore, the change suggested by the comment is not necessary. 

FDA notes that several values in table 1 in proposed Q ~029.3~~rn)(l) are 

being revised in order to fully agree with existing and proposed IEC stand’ards 

that address the minimum HVL for diagnostic x-ray systems. The values of 

HVL in table 1 in proposed §I 1020.3O{m)(l) for several tube voltages in the 

column heading “II-Other X-Ray Systems”are being changed. -The changes 

will have no significant impact on the radiation safety provided by the 

amendment. 

(Comment 28) In conjun&ion with the proposed revision of the 

requirements for the minimum IIVL of the x-ray beam, one qomment suggested 

a 60 kVp lower limit for intraoral dental x-ray systems. The comment suggested 

that systems with lower kVp,capabilities are not dose efficient. 

(Response) FDA notes that a previous amendment to the performance 

standard in 1979 increased the beam quality requirements for x-ray systems 

manufactured after December 1,198O. The increased beam quality required of 

these systems was intended to preclude,systems from operating below 79 kVp, 
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while complying with the beam quality requirements. FDA believes that the 

modified requirements that became effective in 1980 hmited the-ability of 

dental intraoral x-ray systems to operate at lower voltages. FDA is not aware 

of information indicating that there are significant numbers ,of newly- 

manufactured systems that operate with such low voltage capability; Should 

FDA become aware that the c;urrent requirements are not effective in limiting 

the beam quality of intraoral dental x-ray syitems to appropriate values, future 

consideration will be given to proposing an appropriate amendment. 

(Comment 29) Two comments suggested, that 5 102~.3O(m~(2) contain a 

requirement that the system provide an indication >to the user of the amount 

of additional filtration that is in the beam at any time during system use. The 

comments did not express a preference for the location for this display, 

indicating that it could be at the system control console or at the .operator’s 

location. A third comment supported the addition of $ ~~20.3~(rn~~2~, noting 

the impact of the requireme@ in reducing patient dose and-maintaining image 

quality. 

(Response) FDA agrees that there should be a requirement for a display 

of the amount of additional filtration in use because it is important that the 

operator of the system be able to easily determine the added filtration that is 

currently in use during any procedure. An active display ,of this information 

will assist the operator. Manufacturers of systems that currently do not provide 

such a feature will be required to redesign to implement the capability to select 

and add filtration. 

Accordingly, FDA has m!odified proposed § 1tO20.3O(m)(2) to require an 

indication of the additional filtration in the beam. FDA has also clarified the 

requirement to state that the selection or insertion of the,additiu~~ filtration 



can be either at the option ofthe user or automatically accomplishe 

of the selected mode of operation. FDA notes that automatic selection and- 

concurrent modification of the technique factors‘to maintain image quafity is 

the preferred method of operation. Efficient manual use of.~dd~t~o~al filtration 

requires that the user make appropriate technique changes to preserve 

optimum image quality. 

FDA notes that, through an oversight, no effective date was proposed for 

the new requirement in § 1o2o.30(ni)f2). This new requirement was intended 

to become effective, along with all of the other new requirements, 1 year after 

the date of publication of the amendments in” the Federal Register. FDA has 

modified proposed § 1020.3?(m)(2) -to reflect the effective date. 

4. Aluminum Equivalent of IvIaterial Between Patient and Image ‘Receptor 

($1020.30(n)) 

[Comment 30) One comment noted that the values given in table 2 in 

$5 lKXI.W(n) need to be revisied as a result of the revision of $ ~02013@(m)(l). 

According to the comment, if the values of the~maximum aluminum 

equivalence given in table 2 are not revised to reflect the increase 

quality required by § 1020.3~$n)[2) for the test voltage of 200 kVp for 

determining compliance with Q 1~2O.&[n), the current requirements of table 

2 in § lOZO.3O(n) would in effect require that items between the patient and 

the image receptor provide less attenuation than currently required, 

(Response) The comment is correct that FDA’s proposal was not intended 

to reduce the limits on the maximum allowed aluminum equivalence of 

materials between the patient and the image receptor. The comment is also 

correct that the values in table 2 in § 1&&&30[n) were based on the beam 

qualities associated with the.current values in table 1 in §10~~.3U~~)(l), 
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reflecting a beam quality of 2.7 mm of aluminum HVL, and not the beam 

quality described in the proposed revision of § lOZO~.311fli), which is an HVL 

of 3.6 mm Al at 100 kVp. Ho&ever, the comment’s reference to the values 

in table z in § 1020.30(n) as HVL values was incorrect, although that does not 

invalidate the concern raised; by the comment. Therefore., FDA is revising the 

values in table 2 in § 1020.30(n) for the.maximum aluminum equivalent of 

materials between the patient and image receptor to reflect requirements that 

are met by current products that comply. with the present standard. These 

revised limits are consistent with the maximum l-imits used in current IEC 

standard IEC 60601-l-3 (Ref. 2). This change continues the current 

requirement for maximum aluminum equivalence, but has no impact on 

current products and will not require changes in design 

5. Modification of Certified @agnostic X-Ray Components and Systems 

6 1020+30(q)1 

(Comment 31) Two comments suggested that a party other than the owner 

be required to certify the continued compliance of any certified s$stem that s 

is modified in accordance with 5 lWWW(q). 

(Response) The current requirement was not proposed for, change and no 

change is considered necessary by IDA. As discussed in the preamble to the 

proposed rule, the requirement in 5 102@.3O(q](2) states that the owner of an 

x-ray system may modify the, system, provided that the modification does not 

result in a failure of the system to comply with an applicable requirement of 

the performance standard. In: accomplishing -such a modification, the owner 

may employ a third party with the requisite skills and knowledge to 

accomplish the modification:in a manner that does not result in 

noncompliance. As the responsible party, the owner should assure that any 
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modifications are accomjplished appropriately. This can be don-e through 

contractual arrangements with the party performing the modifications to assure 

compliance is maintained or through any other means that satisfies the owner 

that compliance has not been compromised by the modification. Section 

1020.3O(qf does not require that owners themselves perform the modification, 

but rather that owners be responsible for assuring the,comphance of the 

modified system. 

(Comment 32) One comment suggested that the party performing the 

modification be required to certify and report the~modification in a manner 

similar to that required of anassembler of a new x-ray system. Another 

recommended that the party performing the modification submit a report as 

required by subpart B of 23. CFR part lOd2 to the owner of the x-ray system. 

(Response) FDA does not see a need.for the reportin 

modification. The reporting of the assembly of an x-ray system is required to 

provide a mechanism for the:assembler of the system to complete the 

certification that the system has been assembled according to the 

manufacturer’s instructions and therefore complies with the standard. The 

compliance of any modified system can be verified during a routine inspection 

by Federal or state authorities. FDA also notes that the contractual arrangement 

between the owner and a party engaged by the owner to perform a.~modification 

can be structured to provide the owner with the necessary assusaacesthat the 

party performing the modifioations is responsible to the owner for assuring 

the continued compliance of:the system. FDA concludes-that there is no need 

to describe these arrangements in the standard beyond the requirement that 

the owner be responsible for jassuring thie continued kompliance of any 

modifications to its system, 



Upon reviewing the cotiments relating to $ IOZQ.M(q), FDA decided, on 

its own initiative, to add a phrase to 5 1020.30(q)(2) that -was not described. 

in the proposed rule. This phrase clarifies where the retarded information 

regarding an owner-initiatedimodification is to be maintained. The phrase 

specifies that the information is to be maktained with the system records. 

C. Comments on Proposed Changes to $1020.31---Radhgraphic Equipment 

1. Field Limitation and Post Exposure Adjustment of Digital Image Size 

(Comment 33) One comment suggested a change in the requirement for 

beam limitation on radiographic x-ray systems that was not proposed. This 

comment recommended that automatic collimation be required fur digital 

radiographic systems to prechrde what it referred to as “d,igital m-asking” of 

images obtained with the x-ray beam limiting device (collimator) adjusted to 

produce an x-ray field largerlthan the sensitive area of the digital image 

receptor. This comment expressed a concern about the operation of digital 

radiographic systems and the manner in which the x-ray field size is adjusted. 

Because digital radiographic, systems permit ,the opportunity for post-exposure 

image manipulation, the comment expressed concern that adjustment 

following image acquisition of the area imaged or “image croppin 

occur, obscuring the fact that the x-ray field was not adjusted. appropriately 

and therefore not limited to the clinical area of interest. 

(Response) FDA agrees that digital imstge croppixig in lieu of appropriate 

x-ray field limitation could be a concern for systems that produce digital 

radiographic images with a digital image receptor used in place. of a film/screen 

cassette, or for ffuoroscopic systems when use,d to produce a radiographic 

image via the fluoroscopic image receptor, analogous to use of a photospot 

camera for analog images. For fluoroscopy and radiography using the 
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fluoroscopic imaging assembly, proposed § IOZO.3Z(b)f4)~ and (b)(S)’ require that 

the x-ray field not exceed the visible area of the image receptor by ,more than 

specific tolerances. These requirements for the fluoroscopic imaging assembly 

are intended to prevent imaging with the x-ray field adjusted to a size greater 

than the selected visible area’ of the image receptor. However, it may not be 

clear how this requirement applies to radiographic images at the time of later 

storage or display. 

For radiographic imagesj obtained directly using a digital radiographic 

image receptor, such as a solid-state x-ray imaging device, or from the 

fluoroscopic image receptor, ,the comment raised the question of whether some 

control is needed to assure that x-ray fiel’ds are not ,used when they are larger 

than necessary for the ultimate size of the either stored or displayed image. 

Neither the current standard nor the proposed amendments address the 

issue of post-exposure image cropping of the original image at the time of 

image display or image storage. In the case of a radiographic system, including 

a purely digital system, the current standard requires that the x-ray field size 

not exceed the size of the image receptor, meaning that portion of the image 

receptor area that has been preselected during-imaging such as when using 

a spot-film device. 

The comment addresses ,the concern that the x-ray field might be larger 

than necessary to capture the area of clinical interest an& that the individual 

obtaining the image could “hide” this fact by elecZronically .cropping the 

digital image for storage and jdisplay. Thus, it would not. be possible for 

someone reviewing the image later to determine that the image was obtained 

with an x-ray field size larger than necessary, resulting in unnecessary patient 

exposure. The comment suggests some type of automatic collimation to prevent 
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this possibility, but does not describe the automatic system envisioned. If 

electronic cropping of digital,imaging is available post exposure, it does not 

appear possible to have an automatic col4imation system that could anticipate 

how such cropping might be done to the exposure. 

FDA notes that the question of electronic image cropping ‘is a questian 

that requires further exploratjon and discussion with the equipment users to 

determine if a requirement to; address this issue is needed. The agency will 

review this issue and determine what the current equipment design and usage 

practices are. If FDA determines that a limitation on the ability to’crop digital 

images is warranted and feasible, it will be addressed in a future proposed 

amendment. 

2. Policy Regarding Disabled Positive Beam Limitation Systems 

(Comment 34) One State radiation control agency submitted a co-nnment 

expressing disappointment that FDA did not propose an ~e~dment that 

would have codified its polic$ regarding application of the standard to x-ray 

systems that are reassembled rand that contain positive beam limit&ion systems 

that may have previously been disabled by the owner of the system. 

~[Response) FDA did not propose amending the standard- to.ir&ude this 

clarification because it is not ia performance requirement and the standard 

clearly states the performance required of stationary; general-purpose systems 

and the obligations of assemblers to:instalf certified components according to 

the manufacturer’s instructions. The performance standard originally required 

that stationary, general-purpose x-ray systems be equipped with beam limiting 

devices that provided positive beam limitation (PBL). The standard was 

amended in 1993 (58 RR 26386) to remove the requirement thzkstationary, 

general-purpose systems be equipped with a beam limiting device providing 
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PBL and permitting instead beam limiting device that provides continuous 

adjustment of the x-ray field. IQuestions arose regarding the performance 

required of beam limiting devices that were designed and certified to provide 

PBL when assembled into x-r&y systems that were no longer required to 

provide PBL. 

The standard requires, in § ~020.30~d), that assemblers df diagnostic x-ray 

systems must install certified, componentsaccording to the instructions of the 

component manufacturer when these certified components are installed in an 

x-ray system. Thus, the standjard requires that, when an assembler installs a 

beam limiting device, including on@ designed to provide PE$L, the beam 

limiting device must be installed according to the manufacturer’s instructions. 

That is, the beam limiting dei7ice must be installed such that the~P 

functions as designed and ackording to the manufacturer’s ~nst~ct~~ns. FDA 

clarified this issue via commQnications to manufacturers; State rtidiaticm 

control agencies and others that emphasized the continui:ng Fequirement that 

any certified component be installed acctirding to the manuf&cturer’s 

instructions. Although the in&&ation of .a beam limiting device providing PBL 

became optional for station&y general-purpose systems, FlC)A~nc&ed t.h.at &e 

requirement to install any certified comwnent according ta meufartturer’s 

instructions remained. Thus,1 a PBL.system, if installed, must be installed fin 

a manner such that it functiops as designed, even though therm? is no longer 

a requirement that all stationary, genera&purpose x-ray systems be provided 

with PBL. FDA, therefore, has concluded that the suggested amenc$ment is not 

appropriate for a performance standard. 
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D. Con-men ts on Proposed Changes to $ I U.Z?.~&--Fh~roscop~c Equipment 

1. Testing for Attenuation By! the Primary Protective Barrier 

(Comment 35) One comment on 5 1020.32(a)(2) pointed out differences 

between FDA’s testing proce&res for determining compliance with the 

requirements for a primary protecti-\?e barrier as part @ the fluukoscopic 

imaging assembly and the teSting procedure described in paragraph 29.207.2 

of IEC standard IEC 606014~3. The comment noted’ that the area of the ’ 

attenuation block may be insufficient for some modern,~u~r~s~op~~ image 

receptors that accommodate F-ray field sizes greater that 2.0 centimeters (cm) 

by 20 cm. 

(Response) FDA acknowfedges there may be a need fur a larger attenuation 

block in some circumstances; and, as described previously ip the discussion 

of changes to definitions in 3 1020.30(bf,-has modified- the -definition to 

accommodate a larger size foi the attenuation block. 

(Comment 36) The comment also expressed concern-that, because FDA 

and IEC compliance testing procedures are different, manufacturers will need 

to perform two separate tests: in order to .meet both standards. 

(Response) F’DA notes t&at itsperformance standard does not require the 

manufacturer to determine compliance in .any particular ‘way. Section 

1020.32(af(2) describes how FDA will measure compliance. The manufacturer 

is free to use any test method that-provides assurance that the product 

complies and is free to develop a single testing procedure that would assure 

compliance with both standards. The comment is incorrect, therefore, in 

stating that the manufacturer is required.to perform two different sets of 

measurements to satisfy both standards. 
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FDA also notes that the requirements for the thickness of the attenuation 

block and the quantitation of lthe amount;of radiation transmitted by the 

protective barrier are different. in the performance standard,and the IEC 

standard. The thickness differences most likely arise from the, conversion of 

linear dimensions in inches (as originally used in the st&rdard):to centimeters. 

FDA considers these differences minor and notes that a manufacturer may 

develop a single test method that assures compliance with ,both requirements. 

[Comment 37) The comment ~also suggested that FDA adopt the.complete 

wording from the IEC standard related to the attenuation lofthe primary beam 

by the primary protective bariier in lieu of the current FDA standard, 

(Response) FDA does no! beheve-that adoption of the IEC wording 

regarding the attenuation of the primary beam by the primary protective barrier 

is necessary. Although the tvvo standards employ different approaches, 

including different terms, definitions, and organizational structure, t 

not appear to be a significant!conflict between the two standards with regard 

to this issue. 

2. Field Limitation for Fluoroscopic Systems 

(Comment 38) One comment opposed proposed § ~0~~,3~~)(4] and FDA’s 

intent’to promote continuously adjustable, circular field ~irn~~at~,~~~ in all types 

of fluoroscopic systems. The comment expressed doubts .about”the need for 

such a requirement, especially for systems designed for extremity imaging 

only, and was concerned that the requirement would add to maintenance costs. 

The comment suggested that @ stricter requirement would be effective only if 

States modify their regulations to enforce identical requirements during the 

useful life of the equipment. 
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(Response) The proposal 1 encouraged the pro,vision of circular or nearly 

circular collimation for fluoroscopic systems having Greular image receptors, 

but does not require it. The comment provided no information about why, a 

collimator providing nearly ciircular collimation would be .more expensive to 

maintain than rectangular collimation. If adopted, the-proposed requirement 

in § 102&32(b)(4) would apply to affected equipment, regardless of when 

inspected or who is performing the.inspection. FDA does not understand the 

assertion made in the comment that, und>er State regul-ations, the under-framed 

fluoroscopic field would be enlarged to fill the input, phosphor. Review of the 

State regulations of the party ,who submitted the comment indicates no such 

requirement. Rather, this State’s regulations require that the x-ray field not 

exceed the visible area of the: image receptor. There is no ‘requirement that 

the field be enlarged to match the size of.the image receptor. The State% 

regulations do not appear to prohibit an under-framed image. FDA expects that 

State regulations will be modified to con-form to the Fedora1 standar 

under section 542 of the act (kl U.S.C. 36Oss), States may not impose different 

requirements on an aspect of :performance of an electronic product that is 

addressed by the Federal staodard. FDA acknowledges that the benefit,of the 

requirement will not be as great for fluoroscopic systems~intencled~for 

examination of extremities only as it will be for general-purpose fluoroscopic 

systems. Nevertheless, improved collimation for these systems can reduc 

operator exposures from scattered .radiation and improve image quality. The 

proposal does not require circular collimation for equipment designed only 

for extremity use. Systems with rectangular collimation will me& the 

requirement of this standard., Accordingly, no change to,the proposed 

requirement was made in resbonse to this comment. 
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(Comment 39) One comment from a radiology professional organization 

stated that the proposed requirements for field limitation and alignment of 

fluoroscopic systems were acceptable. Another comment which specifically 

addressed !$1020.32(b)(4)(ii)~A) and (b)(&ffii)(B) asserted that the clarity of 

these proposed requirements: would be improved by the addition of the words 

“any linear dimension of’” before the words “the visible area.” 

(Response) FDA agrees with the suggestion to add these words and has 

incorporated the change into! the final performance standard. 

3. Air Kerma Rates 

(Comment 40) One comment suggested a change to the wording of 

proposed !$1020,32~d>(z)(iii)~B). The comment suggested adding the phrase 

“archive of the’? before the tiords “image[s) after termination of exposure” to 

clarify that the presence of a last-image-hold feature is not sufficient to invoke 

the exception to the limit on lmaximum~entrance AKR, 

(Response) FDA agrees that suggested language.more accurately reflects 

the intent of the proposed piragraph. The presence of the last-image-hold 

feature, without storage of the images for later viewing,~ is not sufficient for 

the exception to apply. The Gording of proposed § 1020.32/d)(2)Ii~i~fB) has 

been modified accordingly. ’ 

The agency has also decided to remove the proposed requirement that,the 

limitation on the maximum AKR apply when images are recorded in analog 

format with a videotape or video-disc recorder. The proposed hmitation on 

maximum AKR cannot be justified solely-on the basis of recording technology 

used. The display of air kerma information will directly inform the user of 

the AKRs delivered by different modes. Because of the different meth0d.s and 
. 

mechanisms for recording flvoroscopic images and the differences in the 
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amount of incident radiation jon the image receptor required fur different 

clinical tasks, there is no consensus. on appropriate’maximum AKRs during 

recording of fluoroscopic im;ges. FDA has concluded that, until such a 

consensus is developed, it is not apprbpriate to establish such limits. 

Therefore, the list of exceptions in § 1020.32/d)(2)(iii) specifying when the 

limitation on maximum AKR: does not apply .has been modified to remove the 

exclusion of analog recording. Thus, thelimit on maximum AKR in the 

amended standard does not a.pply to any’mode of op~ra~ion.i~vo~v~n,g 

recording from the fluoroscopic image receptor for ~~0ros~~pi.c systems 
: 

manufactured after the effective date of the amendments. 

(Comment 41) One comment supported what it described as the attempt 

to establish an upper limit on AKRs during both normal and high-level control 

modes of fluoroscopy. : 

(Response) This comment reflects confusion regarding the proposed 

amendments and the revision of $j lU20.32[d) and (e), Limits .a~ready exist on 

AKRs duringnormal and high-level co$roi fluoroseopy. The sections are being 

revised for clarity; the only change is to the applicability of the.exce$tion to 

the maximum AKR limit to systems operated in a pulsed mode as described 

in the following paragraphs. i 

(Comment 42) One comment noted that the distinction between recording 

fluoroscopic images via analeg or digitalmeans is not a reasonable means of 

differentiating between recording methods that could have different patient 

dose implications. 

(Response) FDA agrees that this is a legitimate concern. The limitation on 

the exception to the maximum AKR limit originally proposed in 

!$102032(d)(Z)(iii){B) would not be an effective way ‘to limit AKR as there are 
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now available digital ,recording products that could perform the function of 

previous analog recording devices. The requirements of current 

5 lOZO.3Z[e)(Z)(i) and proposed 5 lozo.32fd)(z)(iii)lBI were Intended to prevent 

bypassing the limits on maximum entrance AKRs by the .addition ‘of image 

recording devices to fhroroscopic systems. Rather than at~~empting to limit 

entrance AKRs in this manner, FDA has concluded that the,display of AKR 

and cumulative air kerma will inform operators about the amount of radiation 

being delivered during fluoroscopic procedures and that limitsduring 

recording cannot be appropribtely justified at this time. FDA>has therefore 

revised proposed § lOzo,32(ctj)(2)fiii)(B) to remove the la& sente&e that would 

have imposed limits during recording of fluo~oscopi~c images with an analog 

format. The standard, as amended, will not place any limitson ATWduring 

the recording of images from ,the fluoroscopic image receptor. Instead, the 

display of AKR and cumulative air kerma at the reference facation, as required 

by § 1020.32(k), will be relied on to inform the user regarding radiation 

incident on the patient during fluoroscopic procedures. 

[Comment 43) One comment noted that the value for the maximum limit 

on AKR given in proposed § ‘lo20.32(d)iz)(iii)fC) was expressed as.180 mGy 

per minute, not 176 mGy per; minute, which is twice the rate of 88 mGy per 

minute as specified for normal fiuoruscopy mode. 

(Response) FDA agrees with this comment and has revised the limit to 

be 176 mGy per minute for consistency. 

(Comment 44) One comment suggested that additional information be 

provided to permit the AKR at the reference location forpt3m.A display to 

be determined for the maximum permitted A.KRs where the latt~er are 

determined at the measurement points specif’ed in § ~O2~.32~-d)~3). The 
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comment also suggested that ;the measurement point for mini C-arm systems 

be specified at the minimum source-skin distance (SSD), which is, in fact, the 

measurement point specified! in proposed 5 102032(d)(3~(iv). 

(Response) The requirements in § 1020.32(d) address the limit on the 

maximum AKR permitted for fluoroscopic x-ray systems. There is no 

requirement that the values obtained for .AKR at the compliance measurement 

points specifi,ed in 5 lOZKGQd](3) be provided or displayed to the user. The 

comment appears to request that some comparison be made available to the 

user regarding the AKR at the compliance measureznent point and -the reference 

location for the AKR that is displayed according to proposed 5 1~02&32(k), 

Providing information to the user regarding the maximum AKR that could 

result at the fluoroscopic reference location could provide additional 

information to the user prior to the use of a system. However, as this 

information will be displayed in real-time to the user during the use of the 

system, FDA does not see the need to add an additional requirement of the 

type suggested. 

(Comment 45) One comment suggested that additional language be added 

to ensure that the entrance AjKR limits are met at all times by systems that 

permit variation in the source-image receptor distances. 

(Response) FDA notes that the current standard already in&r&s such a 

requirement and, like all other requirements in § 1W0;32, this requirement 

applies to all fluoroscopic systems unless there is a specific exception stated. 

FDA, therefore, does not believe the suggested addition is needed. 

4. Minimum Source-Skin Distance 

[Comment 46) One comment noted the difference in limits on the 

minimum source-skin distance permitted in the FDA performance standard 
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and the limits specified in IEC standard 60601-l-3, The sequiremenlts 

addressed by the comment are thuse for fluoroscopic systems not intended for 

special surgical applications.~ Since its inception in 1974, the performance 

standard has required a minimum source-skin distance of 38 cm for stationary 

fluoroscopes. The IEC standard has a minimum of 30 cm for fluoroscopic 

systems that are not intended for use during surgery. The comment suggested 

a limit of 30 cm for systems labeled for interventional uses. It was suggested 

that a minimum of 38 cm for;the source-skin distance can limit the manner 

of clinical use of C-arm fluoroscopes. The comment also a~~o~~.edged the 

provisions in both the U.S. performance standard and the IEC standard for a 

smaller minimum source-skin distance of.20 cm for systems intended for 

surgical applications. The comment noted that, although interventional uses 

might be considered surgicallapplications, the limit of 20 cm for surgical 

systems was too short for interventional uses, 

(Response) FDA d i d not bropose a change to the minimum source-skin 

distance. Furthermore, no other comments suggested that the current minimum 

source-skin distance should be modified* FDA will consider.the issue further 

and, if it determines that the standard should be modified, the agency will 

propose the amendment at a future time. 

5. Display of Cumulative Irradiation Time 

(Comment 47) Six comments expressed very different views on the 

requirement to display the cumulative irradiation time ,at the fluoroscopist’s 

position, as proposed in § 1020.32(j)(Z). Two comments- from manufacturers 

and one from a State suggested that such:information was not needed at the 

user’s working position and, ;in fact, could be confusing to the user. In contrast, 

comments from two medical :professional associations whose members are 
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users of fluoroscopy systems; a medical physicist, and a State agency strongly 

endorsed the proposed requirements to display the cumulative irradiation 

time, along with the AKR and cumulative air kerma, at the user’s working 

position. 

(Response) FDA agrees with the comments from the users of fhroroscopic 

systems and, accordingly, the final standard retains this requirement. 

(Comment 48) One comment emphasized the importance for the user of 

the uniformity and consistency of the display of information and two 

comments suggested that FDA require that the units of measurement and 

manner of display be specified. 

(Response) In response to these comments, FDA‘has, revised 

§ 1620.32(h)(2) to specify the;following requirements: The display must show 

the irradiation time in minutes and tenths of minutes and such information 

must be displayed continuou$ly; updated.every 6 seconds, displayed within 

6 seconds of termination of exposure, and displayed until reset. ltil addition, 

as noted in the discussion of Definitions mentioned previously in the 

document, FDA has added a definition of “fluoroscopic irradiation time” to 

§ 1020.30(b) to further clarify the meaning of this term. 

6. Audible Signal of Irradiation Time 

(Comment 49) Five comments ad’dressed the proposed requirement that 

an audible signal sound every 5 minutes.during fluoroscopy .to alert the 

fluoroscopist to the passage of irradiation time. Three of these comments 

supported the proposed approach of a fixed, s-minute interval between audib 

signals. Two of the comments specifically addressed the question of whether 

the interval between audible signals should be selectable by the userand 

recommended against such an approach, suggesting that a var~~~le~~terva~ 
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could lead to confusion. One.comment from a manufacturer’s assokiation 

suggested complete elimination of the audible signal in view of the display 

of the AKR and cumulative air kerma.to the operator and the potential for 

the audible signal to be distracting to the user. However, users of fluoroscopic 

systems supported retaining the requirement of an audible signal as a feature 

of the equipment. One manufacturer commented that the proposed 

requirement of an audible signal’would lead to a potential conflict with the 

IEC standard 60601-Z-7, “Particular Requirements For the Safety of I-Iigh- 

Voltage Generators of Diagnostic X-Ray Generators,” which contains a 

requirement for an audible signal that sounds continuou$ly untilreset. The 

manufacturer’s comment also raised a question regard~ing the specification of 

the interval between reset of the signal and the time of the negt audible signal. 

(Response) FDA notes the potential ,conflict with IEC standard~66661-Z- 

7, and further notes that this requirement for an audible warning of elapsed 

fluoroscopic time predates the use of fh~~oscopy in interve~tiona~ procedures, 

which often require much more than 5 minutes of irradiation ti-me. The need 

to continually reset the 5-minute timer and the lack of inforniation about the 

cumulative fluoroscopic time under those circumstances indicate, at the 

current IEC requirement should also be revised. FDA will work wi*th the 

appropriate IEC committee responsible for the maintenance of IEC 60601-Z- 

7 to encourage that it be revised to be consistent with the FDA proposal, 

(Comment 50) One comment suggested that the audible .si al should be 

required to be reset manually because a signal of l-second duration would 

likely be ignored. 

(Response) In view of the additional requirement for a display of air kerma 

information during a procedure, FDA does not think that a manual reset of 
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the audible signal is needed or that such a requirement would add’significantly 

to the safety of these systems. The users of fluoroscopic systems will have both 

the display of air kerma information and the ,period~~ally recurring audible 

signal to remind them of the passage of fluoroscopic irradiation time. 

Nevertheless, the standard should not prohibit a manualreset if the user 

desires such a feature. Therefore, $j 1@20.32[j)/2) has been-modified tr3 permit, 

at the option of the manufacturer, the signal to be au~om~t~~all-y terminated 

after 1 second or to continue kounding u,ntil manually.reset. Manufacturers 

may provide both options for user selection if they wish. 

7. Last-Image-Hold (LIH) Feature 

(Comment 51) Six comments supported the proposed ~eq~~r~~e~t for the 

LIH feature on fluoroscopic systems. One of these comments q~es~~o~ed 

whether the LIH feature was necessary for small, extremity-only fluoroscopic 

systems, in view of their 1ow:radiation output. 

(Response) FDA believes: that, even for the small, extremity-only 

fluoroscopic systems, the LIH feature can reduce exposslre to the patiem and 

operator. Many of the current extremity-only systems,’ which are digital 

systems, already provide the iLIH feature>. FDA has determirred that this 

requirement should apply to ;a11 fluorosc,opic systems, 

[Comment 52) In response to the pruposed requirement- that images that 

are the result .of the LIH display be clearly labeled as LIH images, two 

comments stated that there are other conditions during t\rhibh confusion might 

exist regarding whether a displayed image is the result of concurrent 

fluoroscopic irradiation or is Ia display of a stored image. This could be a 

concern with systems with more than one image-dis,play device. A similar 

concern expressed in the comments was that, when systems-may. display stored 
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is activated. These comments suggested that the standard include additional 

requirements, not contained in the proposal, fur a visible ind.ication of when 

fluoroscopic irradiation is in$iated and when irradiation is occurring. In 

addition, the comments suggested that the replay of stored images also be 

accompanied by a clear indication that the image is a repjay of a stored image 

and not a live fhroroscopic image. 

(Response) FDA agrees it; is important that the fluoroscopic system provide 

a clear indication of when x-rays are being produced. FDA notes that 

§ 1020.31[j) requires radiographic systems provide a visual ““beam-on” 

indicator whenever x-rays are produced. Such a requirement was not included 

in the performance standard applicable to fluoroscopic systems in the past 

because the production of the fluoroscopic image was previously a-.direct 

indication of the production of x-rays. H,oMrever, witb,tha introduction of LIH 

features and the serial replay;of stored images, the disglay ofan image on the 

fluoroscopic display is not necessarily an indication of x-ray production. 

FDA also agrees it is important that users be able to ‘e.as2l-y distinguish 

between display of a previously recorded image(s) and live-time image..& could 

be a safety issue if a recorded image were mistaken~for a “‘live” image (or vice 

versa). However, FDA needs to further consider w.het.her the-requirements 

suggested by the comments should be added to the performance standard. 

.The relevant IEC standard 60601-2-7, “Particular Req~~rern~~t~ for the 

Safety of High-Voltage Generators of Diagnostic X-R&y Cenertitors’” (Ref. 3) [see 

29.2.102 Indkation of Operational States, @) Loading state) requires a yellow 

light on the control panel of the high voltage generator that indicates the 

loading state and that there b;e a means for connecting a remote indication of 
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the loading state in continuous mode. This IEC standard also requires that 

there be a means of connecting an audible signaling device toindicate the 

instant of termination of loading (radiation exposure). However,, these IEC 

requirements do not address the comment’s concern that there be a 

requirement for a visual signal visible from anywhere in the room. 

The adequacy of the approach iaken in the IEC standard is open to 

question if, in fact, there is a need for an indication of x-ray production during 

fluoroscopy at the user’s posi@ion. One could ask if it is sufficient for systems 

to provide only the means for connecting a signal device’that would 

in the procedure.room or if means for actually producing such a signal sbuuld 

be required as part of the sysiem. If only the means far conrwction is provided, 

State or local authorities would have to require that it be used. 

The cost of adding such +I display would also have to be considered, 

although FDA expects that t&e cost would be minor because the change would 

only require adding an indi&tor if the “means for connection’: required by 

the IEC standard is already iricorporated in the design. ~anuf~~tur~r~ are 

encouraged to provide such indicators, and FDA will urge the development 

of an appropriate requirement in an IEC standard. In addition, FD.A will 

consider whether such a feature should tie included in Amy fixture endments 

to the performance standard that FDA may develop. 

8. Display of Values of Air Kerma Rate and Cumulative Air Kerma 

(Comment 53) Eight comments addressed the proposed requir&ment for the 

display of AKR and cumulative air kerma at the fluoroscapist’s working 

position. None of these comments opposed the proposed, requ~irement. One of 

the comments supported the;concept, but questioned whether it is necessary 

to impose the requirement on small, extremity-only fluoroscopes. Qne 



professional association specifically suggested that the requirement should 

apply to all fluoroscopic systems. 

(Response) FDA notes that even small, extremity-only systems can be used 

for extended surgical or interventional procedures and that the radiation 

output of some of these systems currently is significantly larger than the output 

from early versions of these types of systems. For these reasons, FDA,has 

concluded that the requiremelnt for air kerma display is a~pr~~riat~ for all 

fluoroscopic systems. : 

(Comment 54) Four of the comments raised questions or made suggestions 

regarding the technical details and specifics of how the air kerma information 

should be described or displayed. One ofxthecomm,ents referenced-the IEC 

standard 606~1-2-43 and the manner of .air kerma display required by that 

standard, but it incorrectly cited the requirements of that standard. 

(Response) In response to these comments, FDA has modified proposed 

$1020.32(k) to require display of the AKR at the ~uoros~~pist’s.w~~king 

position when the x-ray tube is activ,ated .and the number of images produced 

is greater than six images per second. Furthermore, the value displayed is 

required to be updated at least once every second. The value of the cumulative 

air kerma will be required to be displayed either within 5 seconds of 

termination of an exposure, or it can be displayed conti.n~ously. and upda.ted 

at least once every second. The displayedvalues of MR and cumulative air 

kerma must be clearly distinguishable from each .other, The details. of the 

specific display means are left to the manufacturer, except that the AKR must 

be displayed in units of mGyAmin and the cumulative air kerma in mGy. 
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(Comment 55) A comment from a radiology satiety suggested that the 

cumulative air kerma be displayed continuously at the operator’s position at 

all times while fluoroscopy is used. 

(Response) This comment, from an organization representing users of 

fluoroscopic systems, indicates that these users desire a simuhaneous display 

of both AKR and cumulative air kerma. FDA originalliy had envisioned a single 

display that would alternate between AKR and cumulative ajir kerrna, ,, 

depending on the state of the ix-ray generator. However, this ,physician group 

indicates a preference for continuous update and display of the cumulative 

air kerma. FDA agrees that suEh a display is feasible and not likely to add 

significant costs to meeting the requirement. 

There is a potential advantage to displaying the cumulative air kerma only 

at the termination of exposure. This would provide an incentive to stop or 

interrupt the exposure to learn or view t.he cumulative exposure and thereby 

perhaps minimize exposure time. However, during.most fluorosco 

procedures, the exposure is cbntinually interrupted and thus the.cumulative 

air kerma would often be displayed. 

After reviewing the comments received from the radiology society and 

others regarding the proposed requirement for the display of AKR and 

cumulative air kerma at the fhroroscopist’s working ‘position7 $X&has 

determined that the method of display of cumulative air kerma can be left to 

the manufacturer. Either a continuous display of cumulativft air kerma or a 

display following termination of exposure will provide the wser with the 

necessary information. 
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[Comment 56) One comhent suggested that a statement be added to 

explain that the information displayed would represent the air kerma measured 

without scatter. 

[Response) FDA notes that this information was contained in the proposed 

requirement and is in revised §~%020.32(k)(4). 

(Comment 57) One comment sn,ggested that an alternative requirement was 

needed for the description of the reference location for fluoroscopic systems 

that have variable source-image receptor distance. 

(Response) FDA notes thbt the reference location is specified with respect 

to the table or the isocenter for a C-arm system and that, urrder 

3 lozo.zz(k)(#“) u , a manufacturer may describe an alternate reference location 

if appropriate, Therefore, FDA has concluded that the addition suggested,by 

this comment is not needed. I 

(Comment 58) One comment recommended that manufacturers be 

permitted to adjust or change the reference location for A and cumulative 

air kerma to a point specifiedj by the clinical user of the system. 

(Response) This comment .appears to su:ggest that some cbnical users might 

wish to have the air kerma display indicate the air kerma at locations other 

than the location identified by the manufacturer in the initial design of the 

system. Users might desire this alternative if they consider &me atier point 

to be more representative of the dose to the patient. RIIA notes that the air 

kerma at any other location aan be obtained by the use of .a ~~~t~p~~~ative 

factor that is the square of the ratio of distance from the source to the reference 

location to the distance from]the source to the new location. Such a factor 

can be easily calculated. Also, it is ,permissible for the Owner of an x-ray system 

to modify (or cause to be modified) the x-ray system ‘as long as the. modification 
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does not cause the system to fail to comply with the performanc~,sta~d~~d. 

Therefore, an owner could recprest that a system be modified to display the 

air kerma at a point different ‘from that originally specified- by the 

manufacturer, under § 1020.30(q),, provided the user instructions for that 

specific system are also appropriately modified to indicate the Zoca$ion of the 

new reference location to which the air kerma display is referenced. FDA 

would encourage that, for any system so modified, the, modification be clearly 

posted or labeled so that all users are aware of the rn~d~f~cat~on~ Such a 

modification would be possible only if the manufacturer’s design of the air 

kerma display system provides a means by which the ca~~b~~t~on of tke air 

kerma display could be adjusied by a factor to provide: the requested-display. 

FDA does not believe that it ib necessary to require that all systems have such 

a capability. 

(Comment 59) Four comments expressed concern about the tolerance of 

225 percent for the deviationof the displayed values of A;= and cumulative 

air kerma from the actual values. Several of these comments asserted that the 

accuracy of the corresponding display requirement~in IEC standard 60601-2- 

43 is rt50 percent. They also pointed out that accuracy required of ionization- 

chamber-based dose-area-product meters specified by IEC standard IEC 605’80 

(Ref. 4) is f25 percent, and thbt other sources of error would combine with 

the basic uncertainties of a measuring instrument such as a dose-area-product 

meter to determine the air kerma at the reference location. 

(Response] FDA agrees that the standard should not require accuracy 

greater than is technically feasible. FDA discussed this tofermce with the 

TEPRSSC advisory committee during a public meeting and members of the 

committee expressed the opinion that the display of dose information should 
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be as accurate as possible to provide a meaningful indieatipn of the patient 

dose. These members suggested that -an accuracy of better than t_5d percent 

should be possible. After considering factors that could contribute to the 

uncertainty of the display of FKR and cumulative airkerma, and the 

importance of having as accurate an indication as technically feasible, FDA 

has concluded that a tolerance of -E35 percent is appropriate. Accordingly, 

proposed § 162632(k)(7) has been revised as $j 1~2~.32~k)[6j end specifies a 

maximum uncertainty of 43!?peccent and a range of AKRs and cumulative air 

kerma over which this accuracy is to be met. Manufacturers will need to 

provide a schedule of maintenance sufficient to keep the:air kerma d,isplay 

values within these tolerances. 

Also, in conjunction with considering the accuracy of the dose display, 

FDA noted a need to better describe the conditions under which compliance 

would be determined. Therefore, FDA has also included in $$ PQ20.32(k)(6) a 

specification that compliance with the accuracy requirement shall be 

determined with measurements having an irradiation time greater than three 

seconds. This condition is sufficient to aglow for any minimum response times 

associated with measuring instruments. 

IV. Additional Revisions of Applicabil3~ Statements and O&m Corrections 

In section I1.B of the proposed rule (62 FR 76pSS at 76059); FDA described 

the need to modify the applicebility statements in S;$$lU2$G3,1- and $626.32 to 

clearly distinguish between radiographic and fluoroscopic imaging and to 

identify the type of equipment to which each section applies. This clarification 

was needed in conjunction with modifying the performance standard to 

address the new types of image receptors that have been introduced for 
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fluoroscopy and radiography. As part of this clarificatioll, definitions of 

radiography and fluoroscopyi were also proposed. 

Although no comments vvere received on the proposed modifications to 

the applicability statements for 5s 1020.31 and 1020.32, FDA has concluded 

that additional modifications of the applicability statemonts for both sections 

are necessary for clarity. These changes, which are dtescribed in the following 

paragraphs, are not substantitie changes to thee wording ofboth-sections as 

contained in the proposed rule. 

The proposed rule contained a propo-sed !$ ~020”3~~~~[~~[~,~~~) that added 

image receptors that are electricallq! powered or connected to the’x-ray system, 

to the list of components to tihich the performance standard applies, This 

addition was proposed because FDA determined that it was necessary to 

include new solid-state x-ray: imaging devices, which are b.eing used for both 

radiography and fluoroscopyi in the list of components subject to the 

requirements of the performance standard. 

FDA inadvertently failed to discuss the addition. of proposed 

§ 1020.30(a)(l)(i)(F) in the preamble to the proposed rule; Wowever, the 

application of the performance standard to the new types ofimage receptors 

was extensively discussed iniseetions II+3 and I1.C of the prkmble of the 

proposed rule. Thus, FDA believes that its intention to a~$Iy the standard to 

these types of x-ray system components was made clear. No comments were 

received concerning this addition to § lQ20.3Q(a); therefore, FDA has retained 

this proposed paragraph in the final rule. 

The application of solid-state x-ray imaging devices as the image reee”ptors 

for both radiographic and fluoroscopic x-ray systems requires additional 

clarification in the performance standard.regarding the specific requirements 
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that apply to these componeslts and systems containing them. ~reviousfy, the 

requirements of § 1020.31 for radiograpbm systems were understood to apply 

to systems when x-ray film *as used to obtain static radiographic images. The 

requirements of § 1020.32, applied to fluoroscopic x-ray systems, including 

when the fluoroscopic image receptor, primarily the x-ray image intensifier 

tube, was used to record images such as during cineradiography or when 

photospot images were made. With the introduction. of solid-state x-ray 

imaging devices, we now have the situation where im.age receptors with the 

same or very similar technolegy may be trsed in both radiographic and 

fluoroscopic x-ray systems. The solid-state x-ray imagingdevice used for 

fluoroscopy may also producie digital radiographic images that are essentially 

equivalent to images produced by sol-id-state x-ray imaging ‘devices used as 

the image receptor in digital radiographic x-ray systems. Such.simi-2arities can 

raise questions about when the requirements of §§ 1020.31 or-X02Q;32 apply 

to a system using a solid-state x-ray ‘imaging device to produce~dig~ta~ images. 

To date, this question has not received very much, if any, discussion in 

the radiology community. Contrary to the situation involving x-ray.fiIm and 

intensifying screens in an imaging cassette, the introduction of solid-state x- 

ray imaging devices, which are integral parts of the electronic x-ray system, 

raises questions as to what are appropriate performance r~q~ireme~~ for these 

systems. FDA notes that there has been no consensus developed about how 

requirements such as x-ray system linearity, reproducibihty, and x-ray field 

indication and alignment may need to be’modified to appropriately assure the 

radiation safety performance of systems using a solid-state x-ray imaging 

device. FDA did not specifically raise these issues in the preamble to the 

proposed rule. 
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As discussed previously in section IE1.A of this document [comment 51, 

two of the organizations commenting on the proposed rule suggested that 

additional action may be needed to.. determine appropriate performance 

requirements for solid-state x-ray imaging d,evices. FDA agrees that further 

investigation and development of consensus on appropriate, requirements for 

systems using solid-state x-ray imaging devices is needed and will pursue 

further discussions and intetiactions with the radiology ~omrn~njty to better 

define what these requirements should be. However, inthe meantime, 

clarification is needed regarding~how the requirements of the curren% standard 

apply to systems using new types of x-ray image receptors. FDA has modified 

the introductory applicability statements of $$1020.31 and. 3020.3i to clarify 

how these requirements app\y to such systems. 

In the proposed rule, the. applicability statements of33 2OZO.31 and 

1020.32 were revised to repl;gce the reference to the x-ray image in%ensifier 

tube with a reference to the fhroroscopic image receptor. 

In this final rule, the ap$icabiIity statements have been tither revised 

to use the new definitions of jradiography and fluoroscop.y and to indica%e that, 

when images are recorded us$ng%he fhroroscopic image receptor, the 

requirements of § 1020.32, ndt $j 1020.31,. will apply. Thus, if an image receptor 

is used for fluoroscopic imaging, %he reqpirements of 5 ~&XEE? apply even 

when radiographic-images are produced using the fluoroscopic image receptor. 

When the image receptor “in’espective of whether it is film-based, computed 

radiographic, or solid-state x-ray imaging digital technology’” is used only for 

radiographic imaging, the requirements of § 1-020.32 will apply: FRA notes 

that, if new combination radiographic and fluoroscopic system designs are 

developed that use the same image receptor for both fluoroscopie and all 
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conventional radiographic images, the modified applicability statements would 

apply only the requirements of 5 3020.32 to these types of systems. FDA 

recognizes that this particulai application of requirements may not be’ the 

optimum approach or the most appropriate control for systems using new types 

of image receptors. However; until a consensus is developed, regarding a 

different approach or different requirements, FDA has coricluded that this 

approach to applying the requirements of $$$$1020.3$ and 1029.32 is 

appropriate. FDA will initiate efforts to &velop a consensus in”the radiology 

community regarding the ap$ropriate requirements that should: be :applied to 

systems using solid-state x-ray imaging devices and, if warranted,. propose 

future revisions to the performance-standard established by this final rule, 

FDA also notes that a typographical error regarding the, statement of 

effective date in the introductory paragraph of § rTO20.31 has been corrected 

to read November 29,2984, rather than November 28,1984. This date was 

originally established as November 29, 1984 in the final r&e published in the 

Federal Register of August 31, 2984.(49 FR 34698) but was i~~o~~~tly printed 

as November 28,1984, in the :revision of the standard published on May 3, 

1993 (58 FR 26386). 

In addition, there was a t$pographic$ error in the text’ of proposed 

$$1020,32(k)(5)(ii), which was intended to describe the a&err&e location for 

the reference location that manufacturers might choose to designate. This text 

has been corrected, so that +$ @20*32(k)(4)(ii) now reads a,s intended,’ 

“Alternatively, the reference location shall be at a point specified by-the 

manufacturer to represent the location of,the intersection. of the x-ray beam 

with the patient’s skin.” 
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V. Environmental Impact I 

The agency has determined under 22 CFR 25.30(i) and 25.34(c.)‘that this 

action is of a type that does not individually or cumulatively,have a significant 

effect on the human environment. Therefore, neither an environmental 

assessment nor an environmental impact statement is required. 

VI. Paperwork Reduction A& of 3995 

A. Summary 

This final rule contains information, collection provisions that are subject 

to review by the Office of Management and Budget (OMl3) under the Paperwork 

Reduction Act of 1995 (44 U&C. 3501-3502), The title, description, and 

respondent description of the information collection provisiona are shown in 

the following paragraphs with an estimate of the annual reporting burden. 

Included in the estimate is the time for reviewing instructions, searching 

existing data sources, gather&g and maintaining the d&a needed, and 

completing and reviewing each colkctian of information.. 

FDA received no comments related to the information collectioti 

requirements or the estimate iof burden in response to. the proposed rule. FDA, 

therefore, concludes that readers of the proposed rule recognized the necessity 

of the information to be colleFted, did net disagree With FDA’s estimate of 

the burden, and had no suggestions of altsrnate approaches to accomplishing 

the goals of the proposal. : 

Performance Standard for Diagnostic X-Ray Systems and Their 
Componeizts (23 CFR 1080.30 an@ 1020.$3 Amended) 

Description: FDA is amending the performance standard for diagnostic x- 

ray systems by establishing, among other things, requirements for several new 

equipment features on all. new fluoroscopic xiray systems. In the current 

performance standard, $j 1020.30(h) requires that manufa~~r~rs provide to 



purchasers of x-ray equipment, and to others upon request, marmals or 

instruction sheets that contajn technical and safety information. This required 

information is necessary for all purchasers (users of the equipment) to have 

in order to safely operate the; equipment, Section 1~%.3~jh) curtently 

describes the information that must be provided. 

The rule established by this document will add to § $o20,3f1 paragraphs 

(h)(s) and (h)(G) describing additional information that must be in~~~d~d in 

these manuals or instructions. In addition, 5 1020~3Z~j~(4) specifies additional 

descriptive information to be included in the user manuals for”fl.uoroscapic 

x-ray systems required by § lO2@.3o{h). This ~dditio~al,i~fo~matio~ contains 

descriptions of features of the x-ray equipment required by the amendments 

and information determined to be appropriate and necessary for safe. operation 

of the equipment. 

Description of Respondents: Manufacturers of fluoroscopic x-ray systems 

that introduce fluoroscopic x-ray systems into commerce following the 

effective date of these amendments. FDA, estimates the burden of this 

collection of information as follows: 
TABLE 1 .-ESTIMATED AvEycx ANNUAL REPORTING BUADEN FOR THE FIRST YEAR’ 

21 CFR Section 

1 There are no capital costs or operating and mainterkmce costs ass.aciatarMfth tf@s wUactfon of inf~tfon. 

TABLE 2.--E%fiMATED AVERAGE ANNUAL REPOF@!G BURDEN FOR I?% SECOW AND FoLLWlffi YEAR’ 

3 There are no capital costs or operating and rnaintenbce cixts associated with this wllectfon of information; 

B. Estimate of Burden 

As described in the assesbment of the cost impact of the,a,men ent (Ref. 

5), it is estimated that there are about 20 -manufacturers of fluoroscopic x-ray 

systems who market in the U&ted States. a& of these m~~fa~t~rers is 
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estimated to market about 10; distinct models of fluoroscopic x-ray systems. 

Immediately following the effective date.of the amendments, for each model 

of fluoroscopic x-ray system that.manufacturers continue to market, each 

manufacturer will have to supplement the user instructions to include the 

additional information required by the amendments. 

Manufacturers already develop, produce, and provide x-ray system user 

manuals‘ or instructions cont$ning the information necessary to operate the 

systems, a-s well as the specific information required,to be provided by the 

existing standard in fj 1020.3@(h). Therefore, it is assumed that no significant / 
additional capital, operating,;or maintenance costs will be incurred by the 

manufacturers in connection iwith the provision of th,e newly required 

information. The manufacturers already have procedures an &&f&s for 

developing and producing the user’s manuals, and the additional information 

required by the amendments is expected to only add a.few print&pages to 

these already extensive manu,als or documents. 

The burden that will be imposed on xnanufacturers by the new’ 

requirements for information :in the user’s manuals will be the effort required 

to develop, draft, review, and! approve the new information. The information 

or data to be contained within the new user instructions wi~~,al~e~dy be 

available to the manufacturers from their design, testing, validation., or other 

product development documents. The burden will consist-of ga~e~i~g the 

relevant information from these documents and preparing the additional 

instructions from this inform&ion. 

It is estimated that about p weeks of professional staff time (120, hours) 

will be required to gather the required information for a single model of an 

x-ray system. It is estimated that an additional 6 weeks f240 hours) of 
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professional staff time will be required to draft, edit, design, layout, review, 

and approve the new portions of the user’s manual or inforrn~~~~~-required 

by the amendments. Hence, FDA estimates a total of 360,hours to prepare the 

new user information that will be required for each model. 

For a given manufacturer, FIN anti&pates that.every distinct model of 

fluoroscopic system will not :require a separate development of.this additional 

information. Because it is thought highly likely that several models of 

fluoroscopic x-ray systems from a given manufacturer will share common 

design aspects, it is anticipated that simiiar means for meeting tie requirement 

for display of exposure time,.AKR, and cumulative air kerma and the 

requirement for the last-image-hold feature will exist on multiple models of 

a single manufacturer’s products. Such common design aspects for-multiple 

models will reduce the burden on manufacturers to develop-new uses 

information. Hence, the average time required to prepare-new user information 

for all of a manufacturer’s models w,ilX be correspondingly reduoedl”. FDA 

expects that the average burden will be reduced from 368 hours to about 180 

hours per model, under the aksumption that each set of,user information for 

a given equipment feature design will be applicable to at least two different 

models of a manufacturer’s fluoroscopic systems. Under this assumption, the 

total estimated time for prep+ing the new us.er information that will be 

required is 36,000 hours, as shown in table 1 in the preamble of this dclicument. 

In each succeeding year the burden will be less, as the reporting 

requirement will apply only to the new models developed and introduced by 

the manufacturers in that specific year. FDA assumes that ew.ery 2 years each 

manufacturer will replace eac;h of its models with a newer model requiring 

new user information. The multiple system applicability of this information 
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is accounted for by also assuming.that each new model only requires 180 hours 

of effort to develop the required infurmation. These assumptions result in an 

estimated burden of 18,000 hours for each of the years following the initial 

year of applicability of the amendments, as shov\m in tabl2 of this. document. 

The information collection burden of the current performance standard at 

$5 1020.30 and 1020.324s approved and reported under au existing 

information collection cleamnce (OMB control number ~~9~-~~~). 

The information collect&r requirements in this final rule have been 

approved under OMB contror number 0920-0564. This approval expires 

December 31,2006. An agen$y may not conduct or sponsor,-and a person is 

not required to respond to, a icollection af information unless it, displays a 

currently valid OMB control inumber. 

VII. Analysis of Impacts : 

FDA has examined the impacts of this final ru?e under Executive Order 

12866 and the Regulatory Flexibility A& (5 U.S,C. 60~-6i2)x~aad the Unfunded 

Mandates Reform Act of 199!$ (UMRA) (Public Law IO&&) . Executive Order 

12866 directs agencies to assess all costs and benefits of avaikble regulatory 

alternatives and, when regulatian is necessary, to select regulatory approaches 

that maximize net benefits (incfuding potential economic, environmental, 

public health and safety, andi other advantages; distrkbutive impacts; and 

equity). The agency believes that this fin@ rule is consistent with, 

regulatory philosophy and pr@ciples identified in the Executive order. En 

addition, the final rule is a significant regulatory action as defined by Executive 

Order 12866 and, therefore, is subjectto review. 
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The Regulatory Flexibility Act requires agencies to analyze regulatory 

options that would minimize any significant impact on small entities, An. 

analysis of available information suggests that costs to small entities are likely 

to be significant, as described in the following analysis. FDA believes that this 

regulation will likely have a significant impact on a substantial number of 

small entities, and it conductzed an initial regulatoryflexibility analysis (IRFA) 

to ensure that any such impacts were assessed and to alert any Potentially 

impacted entities of the opportunity to submit comments. No comments were 

received regarding the impact on small entities, and the IRFA became the final 

regulatory flexibility analysis without further revision (see ,section VII. J of this 

document). 

Section ZOZ(a) of the IJMRA sequires that agencies psepare,a written 

statement, which includes an assessment of anticipated costs and. b,enefits, 

before proposing any rule that includes any Federal mandate thatmay result 

in an expenditure by State, local, and tribal governments, in the aggregate, or 

by the private sector, of $100 million (adjusted annually for inflation) in any 

one year. The current threshold after adjustment for inflation is $115 million, 

using the most current (21)03), Implicit Price Deflator for, the Gross Domestic 

Product. FDA does not expect this final rule to result in any l-year expenditure 

that would meet or exceed this amount. 

The agency has conducted analyses of the final rule,, including’s 

consideration of alternatives, and has determined that the final rule is 

consistent with the principles set,forth in the Executive order and in these 

statutes. The costs and benefits of the rule have been assessed in two separate 

analyses that are described in this section of the document and that were made 

available for review at the Division of Dockets Management ( A-305), Food 



and Drug Administration, 5630 Fishers Ume, rm. 1063, Rockville, ‘MD 20852. 

As reviewed in the following paragraphs, these analyses have an estimated 

upper limit to the annual cost of $30.8 million during the first 10 years after 

the effective date of the amendments using a 7-percent annual discount rate 

and $30.1 million using a 3-percent annual discount rate. The anafysis of 

benefits projects an average annual amortized pecuniary savings .in the first 

10 years after the effective date of at least $320 million, with an estimated 

90 percent confidence interval spanning-a range between $88.3 million and 

$1.160 billion using a 7-percent annual, dkcount rate. The same arralysis of 

benefits using a 3-percent annual discount rate resulted in annualized benefits 

of $715 million, with a go-percent confidence interval of between $197.3 

million and $2.593 billion. Table 2a of this document shows the annualized 

costs, benefits, and net benefits of the fin&l regulation, FDA~believes this 

analysis of impacts complies with Executive Order 12866 and OMB Circular 

A-4, and that the rule is a significant regulatory action as defined by the 

Executive order. Because of the preliminary nature of theinitial cost and 

benefit analyses and estimates, FDA requested comments on any aspect of their 

methodologies, assumptions, and projections in the proposed rnVIe. The only 

comments received on any aspect of these analyses were two ~o~rne~ts that 

suggested, for two different reasons, that FDA had underestimated the benefits 

that will result from the amendments. FDA considered these compacts and 

determined, due to the inherent uncertainty in the benefits cited, that revision 

of the estimated benefits analysis is not warranted. 
TABLE Za.-SUMMARY 0~ ANNUALIZED Cam+ 5riw~rs, AND NET BEwms 0F 7-t-& FINAL RJLIZ 

(in mtlli0n.s of dol,krs} 

Discount Rate Annuelized Costs Annualized Benefns Range d Annualized Benefits Net Annualized 
Etenefks &bdet) 

3% Annual discount rare $30.1 $715.8 $197.4 to $2,592.8 $885.5 

7% Annual discount rate $30.8 $320.3 $88.4 to $1 ,160s $289.5 
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B. Objective of the Rule 

The primary objective of the rule. is to improve the public ,health by 

reducing exposure to and detriment associated with unnecessary ionizing 

radiation from diagnostic x-ray systems, while maintaining the diagnostic 

quality of the images. The rule will-meet this objective by requiring features 

on newly manufactured x-ray systems thet physicians may use to minimize 

unnecessary or unnecessarily large doses of radiation that could result in 

adverse health effects to patients and health care personnel. Such adverse 

effects from x-ray exposure can include acute skin injury and an increased 

potential for cancer or genetic damage. The secondary objectives of this rule 

are to bring the performance standard up to date with recent and emerging 

technological advances in the design of fluoroscopic and radiographic x-ray 

systems and to assure appropriate radiation safety for these designs. The 

amendments will also align the performance standard with ~erfo~a~~e 

requirements in current international standards th!at were developed after the 

original publication of the performance standard in 1,972. In sever81 instances, 

the international standards contain more stringent requirements on aspects of , 
system performance than the current U.S. performance standard, The changes 

will ensure that the different safety. standards are ~~~~iz~ to 

that systems meeting one standard will not he in conflict with’ the other. Such 

harmonization of standards lessens the regulatory burdens on manufacturers 

desiring to market systems in the global market. 

The amendments will require particular x-ray equipment features reducing 

unnecessary radiation exposure. FDA believes the amendments are necessary 

because the private market may not ensure that these equipment features will 

be adopted without a government mandate for such features. Purchasers in 
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health care organizations may have insufficient incentive to demand the more 

expensive x-ray equipment that will be required by these new amendments 

because benefits accrue mainly to patients and health care providers m,any 

years in the future. Patients may not demand this equipment because they lack 

information and knowledge about long-term radiation risk and about the highly 

technical nature of x-ray equipment. Hence, FDA behev& these amendments 

are necessary to realize the net ‘betiefits described in the fo~~~w~~g.ana~ysis. 

C. Risk Assessment 

The risks to health that are addressed, by these ~endrnents’~r~ the adverse 

effects of exposure to ionizing radiation that can result from procedures 

utilizing diagnostic x-ray equipment. These adverse effects are well-known and 

have been extensively studied and documented. They are generally categorized 

into two types- “deterministic” and “stochastic.” Deterministic effects are 

those that occur with certainty in days or weeks or months following 

irradiation whose cumulative dose exceeds a threshold characteristic of the 

effect. Above the threshold, the severity of the resulting injury increases as 

the radiation dose increases. Examples of such effects are the development of 

cataracts in the lens of the eye and skin ‘“burns.” Skin is the tissue that often 

receives the highest dose from external radiation sources such as diagnostic 

or therapeutic x-ray exposure. Depending on the magnitude of the 

injuries from radiation can range in severity from reddening of ‘the skin and 

hair loss to more serious,burn-like effects including locahzed tissue death that 

may require skin grafts for treatment or may result in permanent impairment. 

Stochastic effects are those that do not occur with certainty, but if they appear, 

they generally appear as leukemia or cancer one or several decades after.the 



6 

radiation exposure. The probability of the effect occurring is proportional to 

the magnitude of the radiation dose in the tissue. 

The primary risk associated with radiation is the possibility of patients 

developing cancer years after exposure, and the magnitude of this Gancer risk 

is generally regarded to increase with increasing radiation .dtise. Consistent 

with the conservative approach to risk ass.essment described by the National 

Council on Radiation Protection and Measurements (Ref. 6); we assume a linear 

relationship between cancer risk and dose. The slope of this re~a~i~ns~ip 

depends on age at exposure and on gender. Our benefits analysis presented 

in section VKH of this document is based on linear interpo~.~tions of cancer 

mortality risk per whole-body equivalent dose derived from table 4-3 of the 

fifth report of the Committee on the Biological Effects of Ionizing Radiations 

(BEIR) of the National Research Council (Ref. 7). fThis,report i,s commonly 

known as “BEIR V” and henceforth will be abbreviated that way in this 

document.) For reasons detailed in section VILH of this document, in the 

estimations of cancer mortality risk these interpolated values are reduced by 

a dose-rate effectiveness factor (DREF) of 2 for solid canners (Ref. &i), The values 

used in our analysis are represented in the following graph of the-excess 

lifetime probability of death per sievert of whole-body eqtlivatent dose (figure 

1 of this document). Equivalent dose is determined f3.~rn the average radiant 

energy absorbed per mass of tissue or organ exposed; w&x-e this average is 

multiplied by a dimensionless radiation weighting factor whose magnitude 

accounts for the detrimental biological effectiveness of the type of radiation; 

the value of the radiation weighting factor is unity for x rays emitted 

equipment covered in these regulations (Ref. 13). In the International System 

of Units, the unit of measurement of equivalent dose is joule per kilogram (J/ 



kg) and is given the special name “sievmt” (Sv) [Ref. 7). “Whob-body” means 

that all of the organs and tissues of the body receive the same dose. 
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Based on Science Panel Report No. 9 (Ref, 8) of the Committee on 

Interagency Radiation Research and Policy (CXRRPC) of the Office of S&ace 

Technology and Policy of the Executive Office of the President; FDA 

underscores the overarching uncertainty in these projections with the 

following statement: 

The estimations of radiation-associated cancer deaths were derived from 

linear extrapolation of nominal risk estimates for lifetime total cancer mortality 

from doses of 0.1 Sv. Other methods of extrapolation to the low-dose region 

could yield higher or lower numerical estimates of cancer deaths. 

studies of human populations exposed at low doses are inadequate to 

demonstrate the actual level of risk. .There is scientific uncertainty about cancer 

risk in the low-dose region below the range of epidemiologic observation, and 

the possibility of no risk .cannot be excluded. 

We project that the equipment features that will be required by three of 

the amendments will promote the bulk of radiation dose reduction and hence 

cancer risk reduction: (1) Displays of irradiation time, rate, and air kerma 

values; (2) more filtration of lower-energy x rays; and (3) impproved geometrical 

efficiency of the x-ray field achieved through tighter collimation. We assume 

that the display amendment, will reduce dose on the order of 16 percent. This 

assumed value is one-half of a %-percent dose redncti~~.~bse~v~d for several 

x-ray modalities in the United Kingdom (UK) between 1985 and I$.M% We 

assume that one-half of the UK dose reduction was due to technology 

improvements alone, whereas the other half stemmed from the quality 

assurance use of reference dose levels and patient dose ev&luation. The 16- 

percent dose reduction that we project for the display amendment thus 

presumes facility implementatian of a quality assurance program making use 



of the displayed values. This analysis and other assumptions-6 percent dose 

reduction for the fihration amendment, 1 to 3 percent dose.reduction for the 

collimation amendment-are detailed in Ref. 9. We invited comment on these 

assumptions in the proposed rule and received no objections to this approach. 

One comment suggested, based on a State’s experience, that greater dose 

reductions would result from facilitating quality assurance programs by the 

requirement for air kerma display, Until recently, the principal radiation 

detriment for patients undergoing x-ray procedures was the risk of inducing 

cancer and, to a lesser extent, heritable genetic malformations. Since 1992, 

however, approximately 80 reports of serious radiation-induced skin injury 

associated with fluoroscopically-guided interventional therapeutic procedures 

have been published in the medical-literature or reported to FDA.-Meny of 

these injuries involved significant morbidity for the affected patients. FDA’s 

experience with reports of such adverse events leadsthe agency to.believe that 

the number of these injuries is very likely underreported, given the total 

number of interventional procedures currently performed. Additionally, there 

is the lack of any clearly understood requirement or incentive for health care 

facilities to report such injuries. With the advance of fhroroscopic technology 

and the proliferating use of intervention& procedures by practi~~~~rs not 

traditionally specializing in the field, and therefore not completely familiar 

with dose-sparing techniques, FDA expects an increasing risk of radiation 

burns that warrants the changes to the x-ray equipment perform&ce standard 

obtained through the amendments. 

D. Constraints on the Impact Analysis 

It is FDA’s opinion that the amendments will offer pnblic health benefits 

that warrant their costs. However, the. agency had difficulty accessing pertinent 
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information from stakeholders to help quantify the impact of the proposal and 

alternatives. In view of the limited information available with which to 

develop estimates of the costs and benefits, FDA solicited comments, data, and 

opinions about whether the potential health benefits of t,he amendments would 

justify their costs. FDA received only the two limited comments cited 

previously on this question and, therefore, has reached a. final affirmative 

determination as to the appropriateness of the amendments based on the earlier 

analyses. 

The principal costs associated with the amendments will be the increased 

costs to produce equipment that will have the features required by the 

amendments. FDA has made an estimate of potential cost. The cost estimate, 

is based on a number of assumptions designed to assure,that the potential cost 

is not underestimated. FDA antic&pates that the actual costs of these 

amendments may be significantly less than the upper-limit estimate developed. 

Manufacturers of diagnostic x-ray systems were urged to-provide detailed 

comments on the anticipated costs of these amendments that would enable 

refinement of these cost estimates. No additional information ,was received on 

this topic during the comment period. 

The benefits that are. expected to result from these amendments are 

reductions in acute skin injuries and rad~atio~-~du~ed cancers, These benefits 

will result from two types of changes to the performance standard that should 

reduce patient dose and associated radiation .detriment v@hout compromising 

image quality. 

The first type of change involves several new equipment features that will 

directly affect the intensity or size o$ the x-ray field. ,These are the requirements 

addressing x-ray beam quality, x-ray field limitation, limits on maximum 
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radiation exposure rate, and the minimum source-skin distance for rnini C-arm 

fluoroscopic systems. Almost all of the changes that,directly affect x-ray field 

size or intensity will bring the performance standard requirements into 

agreement with existing international voluntary standards; To the extent that 

these requirements are included in voluntary standards that have a growing 

influence in the international market$ace, the radiological community has 

already recognized their benefit and appropriateness. Moreover, harmonization 

within a single international framework will eliminate the need for 

manufacturers to produce more than one line of products for a single global 

marketplace. 

The second type of change that will. be required by these amendments 

involves the information to be provided by the manufacturer or directly by 

the system itself that may be utilized by the operator to mor~,ef~ci~ntly use 

the x-ray system and thereby reduce patient dose. These new features are 

widely supported and anticipated by many knowledgeable ugers of 

fluoroscopic systems. Similar r.equirements were recently include 

international voluntary standard. 

There is a third type of change being made to the standard. These changes 

will not have a direct benefit in terms of a reduction in radiasion dose. Rather, 

they clarify the applicability of the standard, lclarify ~e~~~tio~s~, and facilitate 

the application of the standard to new technology-and x-ray system designs. 

E. Baseline Conditions 

The cost of the amendments to the x-ray equipment performance standard 

will be borne primarily by manufacturers of fluososcopic systems. The cost 

for one of the nine amendments will also-affect manufacturers of radiographic 

equipment and is discussed in detail in Ref. 5. Therefore, this discussion will 



focus primarily on fluoroscopy (i.e., the process of obtaining dyrramic, real- 

time images of patient anatomy). 

X-ray imaging is used in medicine to obtain diagnostic information on 

patient anatomy and disease processes or to visualize the delivery of 

therapeutic interventions. X-ray imaging almost always involves a tradeoff 

between the quality of the images needed to do the imaging task and the 

magnitude of the radiation exposure required to produce the image. 

imaging tasks may require increased radiation exposure to produce the images 

unless some significant technological change provides the needed’image 

quality. Therefore, it is important that usersof x-ray systems have information 

regarding the radiation exposures required for the images t.hat are being 

produced in order to make the appropriate risk-benefit decisions. 

Equipment meeting the new standards in the amendments will provide 

image quality and diagnostic information identical to equipment meeting 

current standards. Therefore, the clinical usefulness, of the images provided 

will not change. The amendments will not affect the delivery of x-ray imaging 

services because the reasons for performing procedures, the number of patients 

having procedures, and the manner in which procedures,are scheduled and 

conducted would not be ‘changed as a result of the amendments. [In addition, 

nothing in these amendments will adversely affect the cltinical information or 

results obtained from these procedures. These amendments will result in x- 

ray systems having features that automAtically provide for more. efficient use 

of radiation or features that provide the physicians using the equipment with 

immediate information related to patient dose, thus enabling more informed 

and efficient use of radiation. These amendments will provide physicians 

using fluoroscopic equipment with the means to actively monitor the amount 
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of radiation incident on patients and minimize unnecessary exposure or avoid 

doses that could result in radiation injury. 

Estimates of the annual numbers of certain fluoroscopic praced~.~res 

performed in the United States during the years 19% or 2997 were 

as described in Ref. 9, using ,data from several sources. These numbers of 

specific procedures were used in the estimates of benefit-from the 

amendments. To keep the estimations relatively simple an@ conservative, no 

attempt was made to project the future growth in the numbers of procedures 

suggested by some of the literature (Ref. 9, note 27, and Ref- 25). A estimates 

that over 3 million fluoroscopic&y guided .interveritional procedures are 

performed each year in the United States. These procedures are described as 

“interventional procedures” because they accomplish some form of ,therapy for 

patients, often as an alternative Tao more invasive and risky surgical procedures. 

Interventional procedures may result in patient radiation doses in some 

patients that approach or exceed the threshold doses known to cause adverse 

health effects. The high doses occur because-physicians utilize the fhroroscopic 

images throughout the entire procedure+ and such procedures often require 

exposure times significantly longer than conventional d~a~o~tic 

to guide the therapy. 

FDA records indicate that about 12,000 medical di o&k x-ray systems 

are installed in the United States-each-year. Of these, about 4,200.a~ 

fluoroscopic system installations. The amendments will appJy only to those 

new systems manufactured after the effective date, therefore affecting the 4,200 

new fluoroscopic systems installed annually and a small fraction of current 

models of radiographic systems that do not meet the standard for x-r&y beam 

quality. 
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In modeling the x-ray equipment market in the United States for the 

purpose of developing estimates of the cost of these amendments, FDA 

estimates that there are approximately a -total of 40 manufacturers “of diagn’ostic 

x-ray systems in the United States and half of these (20) ma&et fluoroseopic 

systems and radiographic systems. It is assumed that manufacturers of 

radiographic systems typically market 20 models of radiographic systems, 

while manufacturers of fluoroscopic systems market 10 ,different models of 

fluoroscopic systems. These estimates were developed-by FDA in 2000, These 

estimates have not been updated since publication c&the proposed rule as the 

size of the radiographic and fluoroscopic x-ray equipment is not expected to 

have changed significantly in the period since 2000 and in view of the 

uncertainty in the original estimates. 

F. The Amendments 

The changes to the regulations may be considered as, nine significant 

amendments to the current performance standard for diagnostic x-ray systems 

and other minor supporting changes to the standard/The nine princiqal 

amendments may be grouped into three major impact areas: (2) Amendments 

requiring changes to equipment design and performance that would facilitate 

more efficient use of radiation and provide means for reducing patient 

exposure, (2) amendments improving the use of fluoroscopic systems. through 

enhanced information to users, and (3) amendments’facili~~ti~g. the application 

of the standard to new features and technologies associated with fluoroscopic 

systems. 

Amendments requiring equipment changes include the following: Changes 

in x-ray beam quality; provision of a means to add additional filtration; 

changes in the x-ray field limitation requirements; provision of displays of 
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values of irradiation time, AKR, and cumulative air kerma; the. display of the 

last fluoroscopic image acquired last-image-hold feature; specification of the 

minimum source-skin distance for mini C-arm systems; and,changes to the 

requirement concerning maximum limits on. entrance AKR. Amendments that 

would result in improved information for users are those requiring additional 

information to be provided in user instruction manuals. Amendments 

facilitating the application of the standard to new technologies include the 

recognition of SSIX devices, revisions of”the applicability sections, and 

establishment of additional definitions. 

G. Benefits of the Amendments 

The amendments will benefit patients by enabling physicians to reduce 

fluoroscopic -radiation doses and associated detriment and, hence, to use the 

radiation more efficiently to achieve medical objectives. The heal 

of lowering doses are reductions in the potential for radiation induced cancers 

and in the numbers of skin burns associated with higher levels of x-ray 

exposure during fluoroscopically-guided therapeutiq procedures. FDA believes 

that the amendments will not degrade the quality of fhroroscopic images 

produced while reducing the radiation doses. 

There is widespread agreement in the radiological community that 

radiation doses to patients and staff should be kept “as low as reasonebly 

achievable” (ALARA) as a general principle of radiation protection. The 

introduction of an increasing variety of new, ~uoros~op~ca~~y-~~ 

interventional procedures, as alternatives to more invasive surgical procedures 

or as totally new therapies, and the use of a variety of new -devices and 

therapies that are used with fluoroscopic guidance are resulting in significant 

increases in the number of fluoroscopically-guided interventional procedures 
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with long irradiation times. Thus, the growing number of patients that are 

potentially at risk for acute and long-term radiation injury makes it important 

to provide fluoroscopic systems with features that will assist in reducing the 

radiation to patients while continuing to accomplish the’medi&l 

of the needed procedures. 

The amendments will require that fluoroscopic x-ray systems provide 

equipment features that directly enable the user to reduce radiation doses and 

maintain them ALARA. Furthermore, the amendments will require provision 

of information to the user of the equipment in the form of additional 

information in the user’s manual or instructions to enable improved use in 

a manner that minimizes patient exposurks and, by extensio>n, occupational 

exposures to medical staff. 

There also is widespread agreement that radiation exposures during 

fluoroscopy are not optimized. For example, data from the 2991 Nationwide 

Evaluation of X-Ray Trends NEXT) surveys of fluoroscopic x-ray systems used 

for upper gastrointestinal tract examinations (upper GI exam) indicate that the 

mean entrance AKR is typically 5 cGy/min for an adult patient (Ref. 10). 

Properly maintained and adjusted fluoroscopic systems are expected to be able 

to perform the imaging tasks associated with-the upper G:f exam with an 

entrance AKR of 2 cGy/min or less (Ref. ll),~ The I$BXT survey ‘data indicate 

significant room for improvement -in this aspect of fhroroscopic system 

performance. The total patient dose could be significantly reducedwere the 

entrance AKR lowered to what is currently reasonably achievable, and the 

features required by the amendments ~31 facilitate this reduction. 

The new, required features of last-image-hold and reel-time display of 

entrance AKR and cumulative entrance air kerma va-hres are intended to 



provide fluoroscopists with means to better limit the patient radiation 

exposure. The last-image-hold feature will permit d~cis~,on~~ing regarding 

the procedure underway while visualizing the anatomy without continuing to 

expose the patient. The air kerma- and NCR-value displays will provide real- 

time feedback to the fluoroscopists and are anticipated to result in improved 

fluoroscopist performance to limit radiation dose based on the immediate 

availability of information regarding that dose. Realization of the potential dose 

reduction benefits will require fluoroscopists to take advantage of these new 

features and optimize the way they use fluoroscopic systems. 

The potential impact of the change in the beam quality” requirement, which 

will apply to most radiographic and all fluoroscopic systems, can be seen from 

the data on beam quality obtained from FDA’s Complian,ce Testing Program 

for the current standard. Between January 1,1996, and December $1, 2000, 

FDA conducted 4,832 tests of beam quality, that is, measurement of the HVL 

of the beam for newly-installed x-ray systems. Of these tests, only 15 systems 

did not meet the current HVL or beam quality requirement. If the requirements 

for HVL contained in these amendments had been used as the criteria for 

compliance, only 698 systems or 14.4 percent of the systems tested would have 

been found not to have complied. This result, suggests that, at a rn~~~~rn, 

approximately 15 percent of recently installed medical x-ray systems would 

have their beam quality improved and patient exposnres reduced were the new 

requirement in place and applicable to them. 

Numerous examples are available in the literature that illustrate the 

potential reduction in patient dose, while preserving image quality, that can 

result from increased x-ray beam. filtration. Reference 12 demonstrates that the 

addition of 1.5 to 2.0 mm Al as additional filtration, which is tipchange 
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required to enable systems that jvst meet the current requirement to meet the 

new HVL requirement, will result in about a 30-percent reduction in entrance 

air kerma and about a 15 percent reduction in the integral dose,for the 

fluoroscopic examination modeled in the paper at 80 kVp tube potential. 

Reduction in entrance skin dose (entrance air kerma) is relevant to reducing 

the risk of deterministic injuries to the skin, while a reduction in the integral 

dose is directly related to a reduction in the risk of stochastic efftxts such as 

cancer induction. Other authors have described dose reductions of a similar 

magnitude from increasing filtration for radiographic systems. 

The requirements in these amendments implement many of the 

suggestions and recommendations developed by member% of the radiological 

community at the 1992 Workshop on Fluoroscopy sponsored by the American 

College of Radiology and FDA (Ref. 11). The recommendati6ns from this 

workshop stressed the need to provide users of ffuoroscopy with improved 

features enabling more informed use of this increasingly complex equipment. 

In addition, three radiological professional organizations -indicated their 

opinions to FDA that radiologists would use the new features ta better manage 

patient radiation exposure. 

H. Estimation of Benefits 

Projected benefits are quantified in table 3 of this document in terms of: 

(I) Collective dose savings, (2) numbers of lives spared prematr~e death 

associated with radiation-induced cancer, (3) collective fears of life spared 

premature death, (4) numbers of reports of fluoroscopic skin burns precluded, 

and (5) pecuniary estimates associated with the preceding four items. The 

estimates represent average annual benefits projected to ramp up during a lo- 

year interval in which new fluoroscopic systems conforming to the new rules 
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are phased-into use in the United States. (FDA assumes that 10 years after 

the effective date of the new rules all fluoroscopic systems then in use will 

conform to those rules and that associated recurring benefits will dontinue to 

accrue at constant rates.) Annual pecuniary estimates that a,ke avemged over 

the lo-year ramp-up interval, and that are associated with preventkm of cancer 

incidence, preclusion of premature mortality, and obviation af caecer 

treatment are based on the projected numbers of lives spared premature death. 

These pecuniary estimates are valued in current dollars using a ?-percent and, 

separately, using a s-percent discount rate covering &he ideritical lo-year 

evaluation period used in the cost analysis. (See section vlI.1 of this 

document.) Life benefits would be realized 20 years fclltiwing exposure (after 

a period of 10 years of cancer latency followed by a period of 10 years of 

survival). 
TABLE 3.-Pmmx1o~s OF ANNUAL Emem IN THE UmEo STATES 

FOR DISPLAY, COLLIMATION, AN5 FILTRATION RUlES APPLIED TO PERCUTANEOlk Tl%NSLW@AL CORoNAf%Y ANGKW”lJc3Y (f%%}, CAfWAC CAT+i~FiRAT~ON wrr+l CORC+JARY 
ARTEAIOGRAPW OR ANGIOGRAPHY (CA), AND UPPER GASTROINTESTWA~ FCUOR~scOpV’(~~~) PRO&WJRES 

1 5thPeroeMile 1 Mode 1 95th Percentile 

Average Annual Dose and Life Savings in the First IO Years After Effective Date of Rule 

Collective dose savings (person-sievert) 
1 I I 

,3,202 7,231 16,330 

Number of lies spared premature death from cancer 

Years of life spared premature death from cancer 

Number of reported skin bums precluded ‘0.5 1.1 

Average Annual Amortized Pecuniary Savings in the First 10 Years After Effective Date of Rule 7% Discount Rate 

24 

Prevention of premature death from cancer (6 millions) 76.61 285.03 1,032.75 

Obviation of cancer treatment ($ millions) 9.71 35.21 127.56 

Obviation of radiition burn treatment artd loss precluded ($ millions)* 

Total ($ milliins) 
I 0.03 O-07 0.16 

86.35 320.31 1,160.00 

Obviation of radiation burn treatment and loss precluded ($ rnillions)~ 

Total ($ miltion’s) 197.36 715.61 2.592.77 

1 There is no amortization for savings associated with obviation of radiation burn treatment and loss bac&se the interval fur latancy, presentation, and treatment of 
skin injury generally occurs within a year of radiation exposure. 
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Columns in table 3 of this document labeled “Mode,‘” “‘5th Percentile,” 

and “95th Percentile” categorize the results of a sensitivity analysis performed 

to account for uncertainties in the principal variables used to com”pute the data 

contained in the rows of table 3, The columns correspond to the expected 

(mode) and extremum va’lues of go-percent confidence intervals associated 

with the estimated benefits. Estimation of these uncertainties is discussed 

following descriptions of the row categories in table 3. 

Collective dose savings [quantified in units of person-Sv) are the estimated 

reductions in radiation dose to the U.S. population proj,ected to result 

following implementation of the amended regulations. Collective dose s.avings 

are evaluated in terms of the number of persons receiving a procedure [Ref. 

9, notes 26 and 29, and Ref. &%) multiplied by the associated effective dose 

reduction (quantified in units of Sv) per procedure [Ref. 9, notes 28 and 42), 

The unit “personSv” is a product of the number of persons receivin 

procedure and the number of Sv per procedure, where Sv is the unit of 

measurement of effective dose as well as equivalent dose’j defined previously, 

Effective dose is the weighted sum of equivahmt doses in aH of the organs; 

it represents a level of radiation detriment equal to that for whole-body 

irradiation (Ref. 13), and we use ,it as an approximation of whole-body 

equivalent dose. Estimates of effective dose reduction, from current levels that 

will result from the amendments are 16 percent for the a.&-kerma rate and 

cumulative air-kerma display requirement, 6 percent for the r~uir~rn~nt for 

increased minimum x-ray filtration, and I to 3 percent for the requirement that 

would improve collimation of the x-ray field (Ref. 9, notes 9 through 13 and 

18 through 25, and Refs, 12 and 15 through 23). 
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The number of lives spared premature death is the number of-statistical 

deaths projected to be avoided as a result of the collective dose savings. It 

is essentially the product of the estimated collective dase.savings described 

in the preceding paragraph and the radiation-associated mortality risk per Sv, 

represented in figure 1 of this document, summed for each gender .over all 

ages at exposure. As illustrated in the Ref. 9 slide entitled “Annual Life Benefit 

Projections in the U.S.,” age a&gender dependences are incorpatiated into 

the estimation of the number of lives spared premature death as well as into 

the estimation of collective dose savings and years of life spared premature 

death from cancer. 

The years of life spared premature death from cancer is a projection 

evaluated as the product of the number of fives spared premature death from 

cancer and the difference between the actuarial number of years of life 

remaining and the X&ye&r combihed interval of cancer latency and survival. 

The number of skin burns precluded is projected as the percentage dose 

reduction multiplied by the number of skin burns re‘ported to FDA annually, 

which averages approximately 8.6 reports. It is assumed that the fraction of 

skin doses exceeding the threshold for skin injury wouXd ba reduced.in 

proportion to the effective-dose reduction: (approximately 25 percepts projected 

for procedures of PTCA and CA and that‘therefore ee nwber of&in burns 

would be reduced in the same proportion. 

Estimates of average annual amortszed pecuniary savings in the first 1.0 

years after the effective date of the rule are evaluated. as the respective products 

of two factors: (1) The projected numbers of lives spared premature death from 

cancer (with which obviation of cancer treatment is also as-so&ate 

the monetary savings per single case assodiated with either prevention of 
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premature death from cancer or obviation of cancer treatment. ,Pecuniary 

savings associated with obviation of rad,iation burn treatment and.loss are 

evaluated simply as the product of the projected number.of reported skin burns 

precluded and the estimated pecuniary savings associated with each case of 

radiation burn treatment and: loss precluded; although the savings associated 

with radiation burns are averaged over the first 10 years,after the effective date 

of the rule, they are not amortized because-the interval for latency, . 

presentation, and treatment of skin injury generally occurs within a year of 

radiation exposure. 

Based on an economic model of society’s willingness to pay ~(WTP) a 

premium for high-risk jobs, FDA associates a value of-$5 million for each 

statistical death avoided (Ref. 9, notes 54 through 56 and,Refs. 26 through 28). 

Savings of $25,000 for preclusion of each cancer treatment are estimated 

as follows: According to data of the U.S. National Cancer Institute (Ref. 9, note 

59, and Ref. 29), 75 percent of all cancers are either stage 1 or 2 at the time 

of presentation. Per Ref. 9, note 60 (Ref. 30), these cancers have annual 

treatment costs of $23,090 to $26,000. In situ cancers are less expensive, and 

stage 3 and 4 cancers cost $59,600 to $60,000 annually to treat. (Also see Ref. 

9, note 61, and Ref. 31.) For the FDA analysis, the annual reagent cost is 

estimated to be that associated tii& the modal stage.and was estimated to be 

$25,000. 

Savings of $5,000 for precluding each c&e of cancer’s psychological 

impact are estimated as follows: Psychological impact of dread, anxiety, or 

depression has long been noted in cancer treatment research (e.g., see Ref. 9, 

notes 63 through 65, a&Refs. 32 through 34), This literature indicates that 

symptoms associated with mental well-being contribute as much as 8 percent 
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to one’s overall sense of health. Of the sense of psychological w&being, 

depression scales have shown that worries about personal he&h account for 

approximately one sixth of the 8 percent contribution, where other contributors 

include factors associated with family, finances, work, relationships, etc. 

Therefore, worries and concernsabout personal health contribute. 

approximately 1.3 percent to one’s sense of personal we&being. Another way 

to put it is that society’s .WTP to avoid such worries is a~~r~ximat~ly 1.3 

percent of overall health costs. The WTP for,overall health is derived from 

the estimated annual WTP of $5 million to avoid a statistical death ( 

notes 54 through 56, and Refs. 26 through 28). This vahre was derived from 

blue-collar males of about 30 years of age whose life expectancy is 42.3 years 

(adjusted for future expekted bed and nonbed disability per Ref. 9, notes 66 

and 67, and Refs. 35 and 36).. Amortization of $5 million across 41.3 years 

at a discount rate of 7 percent implies a WTP of $373,009 per quality adjusted 

life-year (QALY). 1.3 percent of this QALY is approximately $!&O.OO per year 

for society’s WTP to avoid the sense of psychological dread associated with 

concerns about personal’health generated by cancer treatments. ? 

Savings of $67,600 for each case of radiation burn treatment 

precluded are estimated as follows: Survey data on radiation burne indicate 

an average medical treatment cost of $23,009 and an average work-loss cost 

of $20,700 (Ref. 9, note 69, and Ref. 37). Costs of pain and suffering are 

estimated from an index of the quality of well-being, where ~.~~~~ indicates 

perfect health, 0.0000 death (Ref. 9 notes 63,66, and 70,'md Refs. 32, 35, 

and 38). Relative functionality is first based on mo.bility dragging from driving 

a car without help to being in a special care unit), social activity (r 

working to needing help with self-care), and physical activity (ranging from 



walking without problems to staying in bed). Each state has been assigned a 

relative wellness and is adjusted according to the cause of the state [e.g.,, 

bedridden with a stomach ache versus bedridden with a broken leg). For the 

purpose of this analysis, FDA assigns two functional states to radiation burns: 

(1) Two weeks of serious debilitation [relative wellness valu’e 0.3599) and (2) 

four weeks of functional distress with some activity [relative -weMess value 

0.5108). An annual amortized average value of $373,0OO~for the soGieta1 WTP 

for a QALY equals about $7,200 per week for a quality Adjusted life week, 

which corresponds to the base ~~006 in the well-being index. The estimate 

of the expected WTP to avoid a radiation burn is [Z x $7,200 x [Z.OOOO - 

0.3599)] + [4 x $7,200 x (1.0000 - 0.5108z)] = $23,200. Addi~ng this value to 

medical treatment and work-loss costs results in a cost per burn of $67,606. 

For the most part, these projections are based on a benefits an 

9, available at http://~.fdu.g~v/~drh/~~dh~t~/s~jf~rUl~pdf or http:// 

www.fda.gov/cdrh/radhlth/O22 !%?l-xi.ay&ml) whose do.main is intended to be 

representative but not exhaustive of prospective savings. To keep the analysis 

finite and manageable, it is limited to the three amendments [see sectioris IIE, 

IIF, and ILK of the proposed rule) that would most reduce radi.ation dose in 

several of the most common fluoroscopic, procedures.. The procedures 

considered are those of PTCA, CA, and UGI. There are other.very’highly- 

utilized fluoroscopic procedures, for example, the barium enema examination, 

whose dose savings might be of comparable magnitude to those ofUG1, that 

are not included at all in this analysis. The three amendments considered 

would require new fluoroscopic x-ray systems to: (37) Display the rate, time, 

and cumulative total of radiation emission; (2) collimate,the x-ray beam more 

efficiently; and (3) filter out more of the low energy x-ray photons from the 



x-ray beam. New requirements for the source-skin distance for small C-arm 

fluoroscopes (see section 1I.f of the proposed rule) and for provision of the 

last-image-hold feature on all Ruoroscopic systems (see section ILL of the 

proposed rule) will also -directly reduce dose, but their dose reductions are 

expected to be much smaller than those associated with ~the preceding changes, 

The remaining amendments can be characterized as clarifications of the 

applicability of the standard, changes in definitions, corrections of errors, and 

other changes that contribute generally to the effectiveness- of implementation 

of the standard. 

Most of the assumptions, rationales, and data sources underlying the 

benefit projections are explicitly detailed in Ref. 9 and its notes. That analysis, 

however, is incomplete insofar as it refers’ only to a single set of point estimates 

employing the BRIR V mortality risk estimates, which presume a dose-rate 

effectiveness factor (DREF) equal to unity; the DROEF is defined as “a factor 

by which the effect caused by a specific dose of radiation changes at low as 

compared to high dose rates” (Ref. 7). For the sensitivity analysis whose~results 

are tabulated in table 3 of this document, several additional assumptions are 

invoked. Among the most important of the underpinnings of the analysis are 

the projected percentage dose reductions corresponding t@rs three 

amendments considered .and the dependence on the risk e~t~ate~.for cancer 

mortality from BEIR V (Ref. 7). For the former, FDA &sumes a relative 

uncertainty of a factor of z (lower or’higher) to represent ,tie range in projected 

dose reductions consistent with a range of confidence of about 90 percent in 

the findings and assumptions (Ref. 9). 

With respect to the dependence on the BEIR V estimates., FDA follows two 

recommendations of the Office of Science ~.and Technology Policy (QSTP) 



CIRRPC Science Panel Report No. 9 (RefWF,- 8) that represent the Federal 

consensus position for radiation risk benefit evaluation: Firsts, we apply a value 

of z as the DREF in the projections of numbers of solid, non-leukemia cancers. 

Adopting a DREF vafue of 2 in the analysis nearly halves the- Ref. 9 modal 

point projections of the numbers of lives and years of life s,pared premature 

death from cancer. A DREF value of 2 implies that diagnostic: or irrterventionaf 

fluoroscopy is a relatively low dose-rate modality. There are ambiguous 

assessments of that proposition: Although BEIR V (Ref. 7, pp. 371 and 220) 

considers most medical x-ray exposures to correspond to-high-dose rates (for 

which the DREF is assumed to equal 1 for, solid’ cancers), International 

Commission on Radiological:Protection @CR?) Publication 73 (Ref. 13, p. 6) 

states just as unequivocally that risk fact,ors reduced-by a DREF 1 er than 

1 (i.e., for low dose-rate modalities) “are appropriate for \a11 d~a~~ost~~ doses 

and to most of the doses in tissues remot‘e from the target tissues in 

radiotherapy.” Recognizing these contra&y views of the detriment&l biological 

effectiveness associated with the rates of delivery of ‘fluorotieopi.c radiation, we 

assume a factor of 2 uncertainty in the DREF to span a go-percent range of 

confidence and incorporate that uncertainty into the ,sensitivity analysis. The 

second recommendation that FDA adopts from CIRPPG Panel Report No. 9 

(Ref. 8) is the interpretation that a factor of 2 relative un.certainty represents 

the BEIR V Committee’s estimation of the W-percent co~fi~e~~e interval for 

mortality risk estimates (Ref. 7). The latter vahre also agrees. with 

recent review of the United Nations Scientific Committee on the Effects of 

Atomic Radiation in the “UNSCEAR 2000 Report” (Ref. 14). 

All of the contributions of relative uncertainty appropriate for the 

projections of collective dose savings, lives and years of life spared, premature 



death associated with radiation-induced cancer, numbers of reports of 

fluoroscopic skin burns precluded, and associated pecuniary estimates are 

summed in quadrature. For the projected-collective dose savings, the root 

quadrature sum yields an overall. estimated relative uncertainty- of a factor of 

2.3 lower and higher than the modal point estimates of the projected savings. 

These values represent, respectively, the 5th and 95th percentile psints of a 

90 percent confidence interval. For the projected number of lives and years 

of life spared premature death, the overall estimated relative uncertainty is a 

factor of 3.6 lower and higher spanning a 90 percent confidence interval. 

Hence, these factors account for.the principal sources of uncertainty in the 

projected dose reductions, in DREF, and in the mortality risk estimates. 

Applied to the sensitivity analysis, these relative factors of uncertainty 

comprise, the bounds of variability within which the true vahres of table 3 

quantities reside, at a 99”percent ,confidence level and under the modeling 

assumptions and discount rates indicated in preceding para~aphs of this 

document. 

I. Costs of Implementing the Regulation 

Costs to manufacturers of fluoroscopic and radiographic systems will 

increase due to these proposals. FDA will also experience costs for increased 

compliance activities. Some costs represent one-time expenditures to develop 

new designs or manufacturing processes to incorporate the reguhttory-changes. 

Other costs are the ongoing costs of providing improved eq~~~m~~t 

performance and features with each installed unit. FDA developed unit cost 

estimates for each required activity and multiplied the respective unit cost by 

the relevant variables in the affected industry segment. One-time costs are 

amortized over the estimated usefuf life of a fhroroscopy system (10 years) 



using a ‘i-percent discount rate. This allows costs to be analyzed as average 

annualized costs as well as f&t-year expenditures. FDA developed these cost 

estimates based on its experience with the industry and its knowledge 

regarding design and manufacturing practices of the industry.” Initially, gross, 

upper-bound estimates were selected to ensure that expected costs were 

adequately addressed. The initial assumptions and estimates were posted on 

FDA’s Web site and circulated to the affected industry for comment in July 

2000. FDA received no comments on these initial, upper-bound estimates and 

therefore believes that they were ,generally in line with industry expectations. 

Since then, in order to refine, the :estimates to provide a more accurate 

representation of the upper-bound costs of the amendments; FDA reexamined 

its estimating assumptions and reduced some unit cost figures based on the 

expectation that future economies of scale would reduce the expense of some 

required features, This section presents a brief discussion of the cost estimates. 

A detailed description of this analysis is given in Ref. 5. 

FDA has no information, inc$ication, or economic presumption on whether 

costs estimated to be borne by manufacturers would be passed on to 

purchasers. The cost analysis therefore is limited to those parties who would 

be directly affected by the adoption of the.amendmer& namely, manufa@urers 

and FDA itself. In the proposed rule, FDA requested info~~ti~~ on the costs 

that would be imposed by these new requirements that would aid in refining 

the cost estimates. FDA received,.no comments or additional information on 

these costs. 

1. Costs Associated With Requirements Affecting Equipment Design 

The agency estimates that approximately one-half [Z-O) of the 

manufacturers of x-ray systems will have to make design,and manufacturing 
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changes to comply with the revised beam quality requirements. It is estimated 

that a total of 200 x-ray models wi31 be affected, with a one-time cost of at 

most $20,000 per model. These numbers result in an estimated first year 

expenditure of $4.0 million to redesign systems to meet the new beam quality 

requirement. 

It will be necessary for manufacturers of fluoroscopic systems equipped 

with x-ray tubes with high heat capacity to redesign some systems ~to provide 

a means to add additional beam filtration. FDA estimates a~design cost of 

$50,000 per model. A total of 100 models are likely to be affected for a one- 

ti.me cost of $5.0 million to fluorsscopic system manufacturers. In addition, 

each system will cost more to manufacture because of the increased costs for 

components to provide the added feature. The increased, cost of this added 

feature is estimated at $l,OOOi perfluoroscopic system. A total of 650 

fluoroscopic systems are estimated to be installed annuaaXIy with high heat 

capacity x-ray tubes, resulting in a total of $0.65 million in increased annual 

costs. 

Modification of x-ray systems to meet the revised req~~~erne~t for field 

limitation will entail either changesin installation and adjustment procedures 

or redesign of systems. Each fluoroscopic system will need either modification 

in the adjustment procedure for the collimators (for tihi-ah new i~~~al~ation 

and adjustment procedures will. be developed at an estimated one-time cost 

of $20,000 per model) or collimators will need to be,~edesi~e at an estimated 

cost of $50,000 per model. FDA has assumed that half of all fluoroscopic x- 

ray system models (5 models, each for 20 manufacturers] ‘till need 

modifications to meet the new requirement, while the remainder ~331 either 

meet the new requirement or”could meet it through very minor modifications . 
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in the collimator adjustment procedureFor those system models not meeting 

the new requirement, it is assumed that a redesign of the collimator system 

is required at a cost of about $~O,OQO per model, leading to an upper-bound 

estimate of the total redesign. cost of $5.O:milfion (2O.manufacturers x 5 models 

x $50,000). All stationary fluoroscopic systems will most likely need 

redesigned collimators that will add an estimated addition&l $2,000 per new 

system due to increased complexity of the collimator. An annual industry cost 

increase of $5.0 million accounts for all 2,500 annual i~sta~~atio~s of systems 

with these more expensive collimators. 

The modification of the requirement. limiting the m~imum entrance AKR 

and removal of the exception to the limit during recording of images will only 

affect the adjustment of newly-installed systems hav,ing such recording 

capability. This requirement is not expected to,impose signEicant costs. 

FDA is requiring that all fluoroscopic systems include displays of 

irradiation time, AKR, and cumu]ative air kerma to assist operators in keeping 

track of patient exposures and avoiding overexposures. Each model of 

fluoroscopic system will need to be redesigned (at a maximum estimated cost 

of $50,000 per model) for an estimated one-time cost of $10.0 million (200 

models x $50,000). Accessory or add-on equipment for ~~~s~ng,~~ros~op~~ 

systems that provide similar mformation are currently available for an 

additional cost of over $30,000 per system. However, FDA ,expects the average 

manufacturing cost of including such a feature as an integral feature of a 

fluoroscopic system to be less than $4,000 per system, due to achiev 

economies of scale and integration with other system computer capabilities. 

This assumption produces an annual cost increase of $16,8 million (4,200 

annual installations x $4,000). 
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The amendments will require that aff Dewey-m~ufa~t~red fkuoroscopic 

systems be provided with LIH capability. FDA expects that 10 fluoroscopic 

system manufacturers will need to redesign their system* to include this 

technology at a maximum cost of $100,000 per manufacturer. Total one-time 

design costs will equal $2.0 million for the industry (10 rn~~fa~tu~ers x 

$100,000). It is estimated that about half of the new systems installed will 

already be equipped with this feature. Thus, about half of the newly-installed 

systems that currently do not; provide this feature will need,it. FDA estimates 

that the cost will be an additional $2,000‘ for each system required to have 

this feature. Thus, annual costs wifli increase by $42 million [Z,lOO annual 

systems x $2,000). 

The clarification of the requirement for minimum source-skin distance for 

small C-arm systems is anticiipated to require redesign of.several of these 

systems. As there are only three manufacturers of these systems, and the 

redesign costs are estimated to be no more than $50,006 per system, the total 

one-time cost for this changeIwill. be $0.2, million. The average annual+ed cost 

of this change will be negligible. 

In summary, total industry costs for compliance with-~e,~e~dments in 

the area of equipment design include onetime costs of $25.2~ ~~~1~~~. This total 

equals an average annualized cost f7-percent discount rate over lO.years) of 

$3.6 million. The average annualized cost using a 3-percent-discount rate over 

10 years equals $3.0 million, ,In addition, annual recurring costs for new 

equipment features associated with these provisions .are expected to equal 

$26.7 million. 
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2. Costs Associated With Additional Information for Users 

The amendments will require that additional information be provided in 

the user instructions regarding fluoroscopic systems. FDA has estimated that 

each model of fluoroscopic system will need a revised and augmented 

instruction manual at a cost of less than $5,000 per model. This is equal to 

a maximum one-time cost of $l.Osmi&ion (ZOO models of fluoroscopic systems 

x $5,000) and implies maximum average annualized‘costs of $%I& million {I’- 

percent discount rate) or $0.12 million (J-percent discount rate). In addition, 

each newly-installed system will include an improved instruction manual. 

FDA estimates a cost of $20 per manual for printin@nd distribution of the 

required additional information Each of the 4,200 installed fluoroscopy 

systems will include a revised manual for an annual cost of approximately 

$0.1 million. 

Related to the requirements for additional information is the change of the 

quantity used to describe the radiation produced by the x-ray system. Because 

the change to use of the quantity air kerma does not require any-changes or 

actions on the part of manufacturers or users, there is no significant cost 

associated with it. 

3. Costs Associated With Clarifications and Adaptations to New Technologies 

The new definitions and, clarifications of app~icabi~~~ for, 

standard do not pose any significant new 03: additional costs on manufacturers. 

4. FDA Costs Associated With Compliance Activities 

FDA costs will increase due to the increased compliance aotivities that 

will result from these regulations. In addition, FDA will experience 

implementation costs in developing and publicizing: the new requirements. 

FDA has estimated that approximately five full-time. equivalent employees 



(FTEs) will be required to implement the regulations and conduct training of 

field inspectors. Using the current estimate of $117,000 per FTE, the one-ti,me 

cost of implementation to FDA is approximately $0.6 million. Amortizing this 

cost over a lo-year evaluation period using 7- and 3-~erce~t.dis,co~nt rates 

results in average annualized costs of about $0.1 million., Ongoing costs of 

annual compliance activities’are expected to require about three FTEs, or a 

little more than $0.3 million per year.. 

5. Total Costs of the Regulation I 

The estimated costs of the amendments identified as having any significant 

cost impact are summarized in table 4 of this document. The costs are 

identified as nonrecurring costs that must be met initially or as annual costs 

associated with continued production of systems meeting the requirements or 

additional annual enforcement of the amendments. The total annualized cost 

of the regulations (averaged over 10 years using a 7-percent discount rate) 

equals $30.8 million, of which $30.4 million will be borne by manufacturers. 

The annualized estimate of $30.8 million represents amortization of first year 

costs of $53.8 million and expenditures from years 2 through 310 of $27 million 

annually. If costs are amortized using a 3-percent discount-rate, annualized 

costs equal $30.1 million. The sections listed in the left-hand column of table 

4 of this document refer to sections of the proposed rule. 
TABLE 4.--SUMMARY OF COSTS OF AMENDMENTS 

Section of the Propos~mb.t&~amble Describfng4he 
I 

Nonrecuning Costs Jo 
Manufa~;fets ($ mtC 

I 
Nonre*ming Coats to 

FDA ($ tniSions) I 
Annual Gaats to Manu- 

faqmw{~ milons) t ““t% m F0A m I 



TABLE 4.-SUMMARY OF ~Cws OF AM~~~M~NT~~~ntin~ed 

Therefore, during the first 10 years after the effective date of the 

amendments, using a 7-percent discount rate, the average annual cost is 

estimated to be $30.8 m illion; compared to projected average annual benefits 

of $320 m illion, within a range estimated between $68 m illion~and $1.2 billion. 

A  comparison of costs and benefits using a 3-percent discount rate results in 

annualized costs of $30.1 m iUion and average annual benefits of about $716 

m illion, within an expected sange of $197 m illion to $2.6 bilEon. 

J. Cost-Efjectl’veness of the Rqp?afion‘ 

We evaluated the cost-effectiveness of the final regulation using the cost 

per incidence of cancer avoided due to lower exposure~over the IO-year 

evaluation period. The annual numbers of future-avoided cancers due to 

reduced radiation doses are compared to the present values of the costs for 

the evaluation period. We used projections of the annual numberof cancer 

cases that would be avoided i3ue to%  the final regulation. The cases that would 

be avoided because of exposure reductions during the first year (as improved 

systems are installed) are assumed to pr~ent themselves, after a 1Gyea.r latency 

period. We expect the overall exposure reduction at~ibu~a~le to this -final 

regulation to increase by IQ percent ‘each year as cu~en~y,~~stal~ed x-ray 

systems are replaced by systems meeting the new performance standards. The 

most likely estimate for reductions in the number of premature cancers 

resulting from  reduced unnecessary exposures during the first campKant year 

is 66 fewer incidents of cancer. 3y the 30th year, the exposure reductions are 



expected to preclude 664 annual cancers according to the modal dose-response 

relationship. Table 5 of this document shows the annual decrease in cancer 

incidence expected for the modal, relationship, as well as for the low and high 

range of estimated reductions. 
TABLE L-EXPECTED ANNUAL REDUCTIONS IN CANCER ~NCIDENGES BY YEAR 

@fQClAL, LOW, AND XlGH E.sTIMA~~~~ 

Compliance 
Year 

Modal 
Estimate 

Low Range Hi 
Estimate I! 

h Range 
stima!e 

1 86 18 241 

2 133 37 462 

3 I 199 I 55 I 722 

4 266 73 963 

5 332 92 5,204 

Although the reductions in cancers would continue beyond I-he evaluation 

period, we have analyzed only through the 10th year. 

While the dose reduction attributable to the final regulatikm during the 

first year is expected to avdid 66 future cancers, those cancers have an assumed 

latency of 10 years and would not be discovered until the 11th year. Therefore, 

while reduced exposures during year 1 are expected to avoid 66 cancers, those 

avoided cancers would not have occurred until year 11. Each year’s expected 

number of future avoided cancers is discuunted to arrive at an equivalent 

number of avoided cancers during the first year. The present equivalent 

number of annual cancers avoided are estimated using both 7- and, J-percent 

annual discount rates. These equivalent numbers are shown in table 6 of this 

document. 
TABLE 6.-EXPECTED EQUIVALENT NUMBER OF CANERS AVOIDED l3ltjcou~ED ro YEAR 1 DUE To REGWCATIO~~ 

Annual Discount Rate I Modal Estimate I LOW Estimate I 
High Estimate 

3 Percent 2,217 612 8,034 
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TABLE 6.-EXPECTED EOUIVALENT NUMBER OF CANCERS AVOIDED DisCOUNTED TO YEAR 1 DUE TO REGULATION--Continued 

Annual Discount Rate Modal Estimate Low Estimate I High Estimate 

7 Percent 1,173 324 4,252 

The present value of the regulatory costs, when divided by the equivalent 

number of avoided cancers, will result in the expected cost “per cancer avoided. 

Annualized costs using a Spercent discount rate equaled $30.1 million and 

result in a present value of $256.8 million for the evaluation period. Using 

a Y-percent annual discount rate, ~annualized costs of $30.8 million result in 

a present value of $216.3 million. The cost per avoided cancer is shown in 

table 7 of this document. 
TAEILE 7.-REGULATORY COST-EFFECTIVENESS PER INCKYENCE OF CANCER AVOIDED DUE TQ REGULATION 

3 Percent 

Annual Discount Rate Modat Estimate I Low Estimate I High Estimate 

I $115,800 f $419,600 $32,000 

7 Percent I $184,400 $667,600 $50,900 

The cost-effectiveness of $the final re ulation using a T-percent discount 

rate has a modal value of $184,400 within an estimated range of between 

$50,900 and $667,600 per cancer avoided. If a 3-percent annual discount rate 

is used, the regulation will cost an. estimated $$15,800 per avoided cancer 

within an estimated range of $32,000 to $419,600. 

K. Small Business Impacts 

FDA believes that it is likely that the rule will have a significant impact 

on a substantial number of small entities and has conducted an @WA. This 

analysis was designed to assess the impact of the rule on small entities and 

alert any impacted entities of the .expected impact. 

1. Description of Impact 

The objective of the regulation is to reduce the likelihood of adverse events 

due to unnecessary exposure to radiation during diagnostic x-ray procedures, 
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primarily fluoroscopic procedures. The amendments wills accomplish this by 

requiring performance features on all fluoroscopic x-ray systems that will 

protect patients and healthcare personnel while maintaining i,mage quality. 

Manufacturers of diagnostic x-ray systems, including fluoroscopy 

equipment, are grouped within the North American Industry Classification 

System (NAICS) industry code 334517 (Irradiation Apparatus Manufacturers)~. 

The Small Business Administration (SBA) classifiesas “‘small” any entity with 

500 or fewer employees within this industry. Relatively small numbers of 

employees typify firms within this NAICS code group. About one-half of the 

establishments within this industry employ fewer than 26 workers, and 

companies have an average of 1.2 establishments per company. The 

manufacturers are relatively specialized, with about 84 percent of company 

sales coming from within the,affected industry. In addition, 97 percent of all 

shipments of irradiation equipment.originate by manufacturers classified 

within this industry. 

The Manufacturing Industry Series report on Irradiation Apparatus 

Manufacturing for NAICS code 334517 from the 1997 Economic Census 

indicates 136 companies having 154 establishments for this industry in the 

United States. This report also indicates that only 15 of these est 

have 250 or more employees; with only 5 establishments having more than 

500 employees. Therefore, this industry sector is .predominately composed of 

firms meeting the SBA description of a “small entity,” Of the total value of 

shipments of $3,797,837,00O,for this industry, 73 percent are from the 15 

establishments with 250 or more employees. Thus, for the purposes of the 

f NAICS has replaced the Standard Industrial Classification (SE) codes. NAICS Industry 
Group 334517 (Irradiation Apparatus) coincides with SIC Group 3844 (X-Ray Apparatus and 
Tubing]. 



. IRFA, most of the diagnostic x-ray equipment manufacturing firms that will 

be affected by these amendments are small entities. 

The impact of the amendments will be similar on manufacturers of 

diagnostic x-ray systems, whether or not they are small entities. This impact 

is the increased costs to design and manufacture x-ray systems that meet the 

new requirements. For those marmfacturers that produce smaller numbers of 

systems per year, the impact of the cost of system redesign to meet the new 

requirements will result in a greater per unit cost impact than for 

manufacturers with a high volume of unit sales over which the-development 

costs may be spread. This may have a disproportionate impact on the very 

small firms with a low volume of sales. 

FDA considered whether there were approaches that could be taken to 

mitigate this impact on the ‘firms producing the smaller numbers of systems. 

FDA, however, identified no feasible way to do this and also accomplish the 

needed public health protection The radiation safety-related requirements are 

appropriate for any x-ray system, independent of the circumstances of the 

manufacturer. FDA considers it appropriate for any firm producing x-ray 

systems to provide the level of radiation protection that will be afforded by 

the revised standard. Patients receiving x-ray.examinations or procedures 

warrant the same degree of radiation safety regardless of the circumshnces of 

the manufacturer of the equipment, 

2. Analysis of Alternatives 

FDA examined and rejected several alternatives to proposing amendments 

to the performance standard. One alternative was to take no actions to modify 

the standard. This option was rejected because it would not permi &hfication 

of the manner in which the standard should be applied to the t~~h~ologi~al 
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changes occurring with fluoroscopic x-ray system design and function. This 

option was also rejected as, failing to meet the public expectation that the 

federal performance standard assures adequate radiation-safety performance 

and features for radiographic and f’luoroscopic x-ray systems. The changes that 

have occurred since the standard was developed in the early 1970s necessitate 

modification of the standard to reflect current technalogy and to recognize the 

increased radiation hazards posed by new fluoroscopic techniques and 

procedures. 

The alternative of no action to amend the performance standard was also 

rejected because that alternative would continue the current situation in which 

the U.S. standard has some performance requirements that differ from those 

in several of the standards established by the IEC for diagnostic x-ray systems. 

Several IEC radiation-safety performance requirements are slightly more 

stringent than those of the U.S. standard, which has not, to date, reflected a 

number of changes in x-ray system technology recognized by the IEC standards. 

The proposed amendments will harmonize the US. performance standard with 

several of the requirements of the IEC standards where differences ‘currently 

exist. Such harmonization will reduce the necessity for manufacturers to 

comply with different requirements for products marketed in the 

versus internationally where the IEC standards are used: The no-action 

alternative would continue these discrepancies between the U.S. dIEC 

standards. 

FDA considered various alternatives for each amend‘ment that would 

require new equipment features or, potentially, system redesign. The 

assessment of the cost of each pr’oposed amendment (listed~in the first column 

of table 4 of this document) included consideration of alternatives to the 
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specific amendment (Ref. 5). For amendments requiring equipment changes, 

consideration was given to the following factors: (I) The options or choices 

for specific limits or tolerances when such are imposed; (2) whether the 

amendment requirement should be limited to certain types of equipment or 

applied to all types of radiographic or fluoroscopic systems; 13) the need, 

where possible, to align the U.S. standard with the IEC standards and remove 

conflicts among the standards; and (4) whether the requirement could 

contribute to improved, safer use of the equipment, FDA concluded that the 

amendments are needed to obtain the radiation dose-reduction features 

necessary to facilitate safer use of fluoroscopy. 

One alternative considered would be to implement only certai-n of the 

proposed amendments and omit others, as a way of reducing- the overall. costs 

of the amendments. FDA rejected this approach as inappropriate for two 

reasons. First, it would not result in the desired harmonization between the 

U.S. and international standards, one of the main goals of these amendments. 

Furthermore, implementing only a portion of the separate amendments would 

not result in the anticipated public health benefits that will result from 

providing users with the full range of additional system-performance 

information and dose-reduction features, 

In the notice of proposed rulemaking (67 FR 76056, December 10,2002) 

FDA requested comments on alternatives to these amendments that would 

accomplish the needed public health protection and, in,~~t~cul~~ any 

alternatives that could mitigate the impact on small businesses. No responses 

to this request were received. 

A portion of the unnecessary radiation exposure resulting from current 

fluoroscopic practices might be addressed through the establishment of 
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controls on the qualifications and training of physicians permitted to use 

fluoroscopic systems. Contrary to the current situation, such requirements 

could help assure that all physicians using fhroroscopy were adequately 

trained regarding radiation-safety practices, proper fhroroscopic system use, 

and methods for maintaining patient doses as low as reasonably achievable. 

Under current law FDA does not have the authority to establish such 

requirements. To be effective, such a program would have to be, established 

by States or medical professional societies or certification bodies. While 

recognizing that encouragement of such activities by FDA isworthwhile, 

reliance on such encouragement alone will not result in the neede 

performance improvement of fluoroscopic x-ray systems, 

3. Ensuring Small Entity Participation in Rulemaking 

FDA believes it is possible that the new regulations could have a 

significant impact on small entities, The impact will occur due to increased 

design and production costs for fhroroscopy systems. FDA solicited co.mment 

on the nature of this impact and whether there are reasonable,alt~~ativ~s that 

might accomplish the intended public health goals. 

The proposed regulations were available on the Internet at 

www.fda.gov for review by all interested parties. FDA communicate 

proposed regulatory changes to the x-ray equipment rn~ufa~tnre~~’ 

organization as well as to parties that had previously indicated an interest in 

amendments to the diagnostic x-ray equipment performance standard. The 

proposed amendments were also brought to the attention of relevant medical 

professional societies and organizations whose members are likely to use 

fluoroscopic x-ray systems. 
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L. Reporfing Requirements and Duplicate-Rules 

FDA has concluded that the rule imposes new reporting and other 

compliance requirements on small businesses. In addition, FDA has identified 

no relevant Federal rules that may duplicate, overlap, or conflict with the rule. 

M. Conclusion of the Analysis of Impacts 

FDA has examined the impacts of the amendments to the performance 

standard. Based on this evaluation, an upper-bound ~estimate has been made 

for average annualized costs amounting to $30.8 million, of w&h $30.4 

million will be borne by the manufacturers of this equipment. FDA believes 

that the reductions in acute and long-term radiation injuries to patients that 

will be facilitated by the amendments will appreciably outweigh the upper- 

bound costs estimated for compliance wi,tb the rules. Finally, FDA has 

concluded that it is likely that this proposal will have a s&nificant impact 

on a substantial number of small entities, FDA solicited comment on all 

aspects of this analysis and all assumptions used. As noted previous 

document, only two comments were received that directly addressed the 

analyses and these suggested, qualitatively, that FDA ha underestimated 

either the amount of dose reduction that will result or the benefit of such dose 

reduction. These comments, however, do not provide a basis for revising the 

estimates of costs and benefits. 

VIII. Federalism 

This final rule has been reviewed under Executive Order 13132, 

Federalism. This Executive order requires that agencies issuing regulations that 

have federalism implications follow certain fundamental federalism principles 

and provide a federalism impact statement that: [I) Demonstrates the agency 

consulted with appropriate State and local officials before developin 
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rule, (2) summarizes State concerns, (3) provides the agency’s position 

supporting the need for regulation, and (4) describes the extent to which the 

concerns of State and local officials have been met. Regulations have 

federalism implications whenever they have a substantial direct effect on the 

States, on the relationship between the National Government and the States, 

or on the distribution of power and responsibilities among various~levels of 

government. 

The Executive order indicates that, where National standards are required 

by Federal statutes, agencies shall consult with appropriate State an 

officials in developing those standads. It also directs agencies to cotisult with 

State and local officials, to the extent practicable and permitted by’law, before 

issuing any regulation with federalism implications that preempts State law. 

In enacting the provisions of the RCHSA [which were later transferred 

from the PHS Act to the act by the SMDA), Congress recognized that separate 

State standards alone were insufficient to achieve the type of consistent and 

comprehensive protection that was needed. For this reason, Congress 

established a National radiation control program and authorized FDA (by 

delegation of authority from the Secretary of the Depa~rtment of Health and 

Human Services) to develop and administer Federal,perfo~~~e standards for 

radiation-emitting electronic products to. more effectively protect t 

health and safety (21 U.S.C. 360hh-360ss). To ensure that State standards 

would not be inconsistent with Federal performance standards for electronic 

products, Congress included explicit preemption language in the act. Section 

542 of the act states the following: 

Whenever any standard prescribed pursuant to section 534 with respect to an 

aspect of performance of an electronic product is in effect, no State or political 
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subdivision of a State shall have any authority either to establish, or to continue in 

effect, any standard which is applicable to the same aspect of performance of such 

product and which is not identical to the Federal standard. Nothing in this 

subchapter shall be construed to prevent the Federal Governmentor the government 

of any State or political subdivision thereof from establishing a requirement with 

respect to emission of radiation from electronic products procured for its own use 

if such requirement imposes a more restrictive standard than that required to comply 

with the otherwise applicable Federal standard (21 U.S.C. 366s~)~ 

Although States may not establish a performance standard for an aspect 

of performance of an electronic product that is not identkaf to the Federal 

standard, State and local governments do have authority to regulate the use 

of radiation-emitting electronic products, including diagnostic x-ray systems. 

Under this division of responsibility, the Federal performance standards assure 

that electronic products introduced into commerce possess the necessary 

radiation safety features. State and local governments, in turn, may prescribe 

who will be permitted to purchase or use such products. They may also 

establish requirements for facilities using these products in order to assure the 

safe function and operation of the products over their useful life. This division 

of authority and responsibility has ensured the safe use of diagnostic x-ray 

systems since the Federal performance standard was est~blisbed in 1972. 

FDA has reached out to the States and actively sought their input 

throughout the entire process of developing this rule, In December. 1997, FDA 

issued an ANPRM and invited interested parties to express ,opinions regarding 

the need for amendments to the existing -performance standard for diagnostic 

x-ray products, W ith the assistance of the Conference of Radiation Control 

Program Directors [CRCPD), a professional association whose membership 

includes the directors of State radiation control agencies, the ANP was 



brought to the attention of all of the State agencies responsible for radiation 

control. In response to the ANPRM, FDA received 12 comments, including 

comments from three States, one local radiation control agency, and comments 

from the CRCPD. In addition, beginning as early as April 1997, FDA provided 

opportunities for comment and discussion about the development of this rule 

at public meetings of FDA’s TEPRSSC committee. In fact, the TEPRSSC’s 

membership during this period included representatives of several State or 

local radiation control programs. Information regarding the proposed 

amendments was also posted on the agency’s Internet Web site, and FDA 

informed the CRCPD of these postings. 

The States also had several opportunities to participate in the development 

of this final rule during various CRCPD meetings at which FDA representatives 

were in attendance. These meetings include: The May 1998 and April 2001 

National meetings, during which FDA made presentations; the May 2000 

National meeting, which provided an opportunity for discussion about the 

amendments during the a special interest session at that’meeting; and the May 

2004 National meeting, during which FDA provided an update on the 

amendments. FDA also discussed the proposed amendments at two FDA 

regional meetings with State radiation control officials held in July and August 

of 2002. 

Finally, the States had an additional opportunity to participate in the 

rulemaking process by submitting comments on the proposed rule, FDA 

specifically directed a mailing of the proposed rule to. St&e health officials 

in order to encourage them to submit comments. 

We received no comments from State or local officials regarding the 

federalism section of the proposed rule. The two states that commented on . 



the proposed rule were generally supportive of the rule. The comments from 

these States have already been addressed previously in section In of this 

document. (See comments 1,34, and 47.1 

FDA believes that this final rule is consistent with the federalism 

principles expressed in Executive Order 13132. The n&only preempts State 

law to the extent required by statute and only on the limited aspects of 

performance of fluoroscopic and radiographic x-ray systems covered by this 

rule. In addition, FDA is not aware of any existing State or local re$.rirements 

that will be displaced by this rule. The purpose of this final rule is to amend 

the Federal performance standard to accaunt for changes in technology and 

use of fluoroscopic and radiographic x-ray systems. FDA believes these 

amendments are vital to ensuring the kind of consistent and effe&ve radiation 

control protection Congress envisioned when it enacted the radiation control 

provisions of the act. 
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List of Subjects in 21 CFR Part 1020 

Electronic products, Medical devices, Radiation protection, Reporting and 

recordkeeping requirements, Television, X-rays. 

m Therefore, under the Federal Food, Drug, and Cosmetic Act, and under 

authority delegated to the Commissioner of Food and Drugs, 21 GFR part 1020 

is amended as follows: 

PART 1020-PERFORMANCE STANDA DS FOR ~~Nf~~~G ~RA~~ATI~N 

EMITTING PRODUCTS 

q 1. The authority citation for 22 CFR part 1020 continues to read as follows: 

Authority: 21 U.S.C. 351,352,360e360j,360gg-360ss, 371,381, 

n 2. Revise § 1020.30 to read as follows: 

5 1020.30 Diagnostic x-ray systems and their major c~rn~~~e~~s, 

(a) Applicability. (1) The provisions of this section are applicable to: 

(i) The following components of diagnostic x-ray systems: 

(A) Tube housing assemblies, x&ray controls, x-ray high-voltage generators, 

x-ray tables, cradles, film changers, vertical cassette holders mounte 

location and cassette holders with-front panels, and beam-limiting devices 

manufactured after August 1, 1974. 

(B) Fluoroscopic imaging assemblies manufactured after August 1,1974, 

and before April 26, 1977, or after [insert d&e 2 year after date o~-pu~Iication 

in the Federal Register].. 
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(C) Spot-film devices and image intensifiers manufactured after April 26, 

1977. 

(D) Cephalometric devices manufactured after February 25,1978. 

(E) Image receptor support devices for mammographic x-ray systems 

manufactured after September 5, 1978. 

(F) Image receptors that are electrically powered or connected with the 

x-ray system manufactured on or after [insert date z year after 

publication in the Federal Register]. 

(G) Fluoroscopic air kerma display devices manufactured on-or after [insert 

date 1 year after date of publication in the Federal R 

(ii) Diagnostic x-ray systems, except computed tomography x-ray systems, 

incorporating one or more of such tiomponents; however, such x-ray systems 

shall be required to comply only with those provisions of this section and 

§§ 1020.32 and 2020.32, which relate to the components certified in 

accordance with paragraph (c) of this section and installed into the systems. 

(iii) Computed tomography (CT) x-ray systems manufactured 

November 29,1984. 

(iv) CT gantries manufactured after September 3,1985. 

(2) The following provisions of this section and s 1020.33 are ap 

to CT x-ray systems manufactured or remanufactured on or after November 

29,1984: 

(i) Section 1020,30(a); 

(ii) Section 1020.30(b) “Technique factors”; 

(iii) Section 1020.30(b) “CT,” “Dose,‘” “Scan,” “Scan time,“’ and 

“Tomogram”; 

(iv) Section 1020.3O(hf(3)(vi) through (h)(3-z)(viiiI; 

(v) Section 1020.30(n); 
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(vi) Section 1020.33(a) and (b); 

(vii) Section 1020.33(c)(1) as it affects 5 1020.33[~)(23; and 

(viii) Section 1020.33(c)(Z). 

(3) The provisions of this section and § 1020.33 in its entirety, including 

those provisions in paragraph (a)(Z) of thjs section, are applicable to CT x- 

ray systems manufactured or remanufactured on or after September 3, 1985. 

The date of manufacture of the CT system is the date of manufacture of the 

CT gantry. 

(b) Definitions. As used in this section and $5 1020.31,lO20.32, and 

I 020.33, the following definitions apply: 

Accessible sur$ace means the external surface of the enclosure or housing 

provided by the manufacturer. 

A ccesso~ component means: 

(I) A component used with diagnostic x-ray systems, such~as a cradle or 

film changer, that is not necessary for the compliance of the system with 

applicable provisions of this subchapter but which requires an initial 

determination of compatibility with the system; or 

(2) A component necessary for compliance of the system with applicable 

provisions of this subchapter but which may be ~nterch~ged with similar 

compatible components without affecting the system’s ~~rnpli~n~e, such as one 

of a set of interchangeable beam-limiting devices; or 

(3) A component compatible with afl x-ray systems with which it may be 

used and that does not require compatibility or installation instructions, such 

as a tabfetop cassette holder. 

Air kerma.means kerma in air (s’ee definition of Kerma). 

Air kerma rate (AKR) means the air karma per unit time. 
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Aluminum equivalent means the thickness of aluminum (type 1 

affording the same attenuation, under specified conditions, as the material in 

question. 

Articulated joint means a joint between two separate sections of a tabletop 

which joint provides the capacity far one of’the sections to pivot on the line 

segment along which the sections join. 

Assembler means any person engaged in the business of assembling, 

replacing, or installing one or more components into a diagnostic x-ray system 

or subsystem. The term includes the owner of an x-ray system or his or her 

employee or agent who assembles components into an x-ray system that is 

subsequently used to provide professional or commercial services. 

Attenuation block means a block or stack of type Ia@3 aluminum alloy, 

or aluminum alloy having equivalent attenuation, with dimensions 20 

centimeters (cm) or larger by 20 cm or larger by 3.8 cm, ~that is large enough 

to intercept the entire x-ray beam. 

Automatic exposure control (AEC) means a device which automatically 

controls one or more technique factors in order to obtain at a preselected 

location(s) a required quantity of radiation. 

Automatic exposure rate control (A@K) means a deyic,e which 

automatically controls one or more technique factors in order to tain at a 

preselected location(s) a required quantity of radiation per unit time. 

Beam axis means a line from the source through the centers of the x-ray 

fields. 

Beam-limiting device means a device which provides a meaus to restrict 

the dimensions of the x-ray fiel 

1 The nominal chemical composition of type 1100 aluminum aUoy is 99.OQ percent 
minimum aluminum, 0.12 percent copper, as given in “Al~~~‘Sta~d~ds and Data” 
(1969). Copies may be obtained from The Aluminum Association, Weti York, NY, 
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C-arm fluoruscupe means a fhroroscopic x-ray system in which the image 

receptor and the x-ray tube housing assembly are connected or coordinated 

to maintain a spatial relationship. Such a system allows a change in the 

direction of the beam axis with respect to the patient without moving the 

patient. 

Cantilevered fablefup means a tabletop designed such that the 

unsupported portion can be extended at least 100 cm beyond the support. 

Cassette holder means a device, other than a spot-film device, that 

supports and/or fixes the position of an x-ray film cassette during an x-ray 

exposure. 

Cephalomefric device means a device intended for the radiographic 

visualization and measurement of the dimensions of the human. head. 

Coeficienf of variation means the ratio of the standard. deviation to the 

mean value of a population of observations. It is estimated using the following 

equation: 



l/2 

C 



where: 
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s = Estimated standard deviation of the population. 

ii: = Mean value of observations in sample. 

Xi = ith observation sampled. 

n = Number of observations sampled. 

Computed tomography (CT) means the production of a tomogrem by the 

acquisition and computer processing of x-ray transm.ission data. 

Control panel means that part of the x-ray control upon which are 

mounted the switches, knobs, pushbuttons, and other hardware necessary for 

manually setting the technique factors. 

Cooling curve means the graphical relationship between.heat units stored 

and cooling time. 

Cradle means: 

(1) A removable device which supports and may restram .a paCent above 

an x-ray table; or 

(2) A device; 

(i) Whose patient support structure is interposed between the patient and 

the image receptor during normal use; 

(ii) Which is equipped with means for patient restraint; and 

(iii) Which is capable of rotation about its long 

CT gantry means tube housing assemblies, beam-limiting devices, 

detectors, and the supporting structures, frames, and covers which hold and/ 

or enclose these components. 

Cumulative air kerma means the total air kerma accrued from 

beginning of an examination or procedure and includes all contributions from 

fluoroscopic and radiographic irradiation. 



Diagnostic source assen?bly means the tube housing ass-embly with a beam- 

limiting device attached. 

Diagnostic x-ray system means an x-ray system ‘designed for irradiation 

of any part of the human body for the purpose of diagnosis or visualization. 

Dose means the absorbed dose as defined by the International Commission 

on Radiation Units and Measurements. The absorbed dose, D, is the 

of de by dm, where de is the mean energy imparted to matter of mass dm; 

thus D=de/dm, in units of J/kg, where the special name for the-unit of absorbed 

dose is gray (Gy). 

Equipment means x-ray equipment. 

Exposure (X) means the quotient of dQ by dm where dQ is the absolute 

value of the total charge of the ions of one sign produced in air when all the 

electrons and positrons liberated or created by photons in air of mass dm are 

completely stopped in air; thus X=dQ/dm, in units of G/kg. A second meaning 

of exposure is the process or condition dari,ng which the x-ray tube produces 

x-ray radiation. 

Field emission equ@rzent means equipment which uses~an x-ray tube in 

which electron emission from the cathode is due solely. to action of an electric 

field. 

Fluoroscopic air kerzna display device means a device, subsystem, or 

component that provides the display of AKR and cumulative air kerma 

required by § 202&32(k), It includes radiation detectors,,if any, electronic and 

computer components, associated software, and data dis 

Fluoroscopic imaging assembly means a subsystem in which x-ray photons 

produce a set of fluoroscopic images or radiographic images recor 

fluoroscopic image receptor. It includes the image receptor(s), electrical 



interlocks, if any, and structural material providing linkage between the image 

receptor and diagnostic source assembly. 

Fluoroscopic irradiation time means.the cumulative duration during an 

examination or procedure of operatorfapplied continuous pressure to the 

device, enabling x-ray tube activation in any fluoroscopic mode of operation. 

Fluoroscopy means a technique for generating x-ray images and 

them simultaneously and continuously as visible images. This term has the 

I same meaning as the term “radioscopy” in the standards of the.International 

Electrotechnical Commission. 

General purpose radiographic x-ray system means any radio~~phic x-ray 

system which, by design, is not limited to radiographic examination of sp.ecific 

anatomical regions. 

Half-value layer (HWJ means the th,ickness of specified material which 

attenuates the beam of radiation to an extent such that the AKR is reduced 

to one-half of its original value. In this definition the contribution of all 

scattered radiation, other than any which might be present initially in the beam 

concerned, is deemed to be excluded. 

Image intensifier means a device, installed in its housing, which 

instantaneously converts an x-ray pattern into a corresponding light image of 

higher energy density. 

Image receptor means any device, such as -a fluorescent screen, 

radiographic film, x-ray image intensifier tube, solid-state detector, or gaseous 

detector, which transforms incident x-ray photons either into a visible image 

or into another form which can be made into a visible~ image by further 

transformations. In those cases where means are provided to preselect a portion 
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of the image receptor, the term “image receptor” shall mean the preselected 

portion of the device. 

Image receptor support device means, for mammography x-ray systems, 

that part of the system designed to support the image receptor during a 

mammographic examination and to ,provide a primary protective barrier. 

Isocenter means the center of the smallest sphere through. which the beam 

axis passes when the equipment moves through a full range of rotations about 

its common center. 

Kerma means the quantity as defined by the International Commission on 

Radiation Units and Measurements The kerma, K, is the quotientof dE, by 

dm, where dE, is the sum of the initial kinetic energies of all the charged 

particles liberated by uncharged particles in a mass dm of material; thus 

K=dE,,/dm, in units of J/kg, where the special name for the unit of kerma is 

gray (Gy). When the material is air, the quantity is referred to as “air kerma.” 

Last-image-hold &.ZH] radiograph means an image obtained either by 

retaining one or more fluoroscopic images, which may be temporally 

integrated, at the end of a fluoroscopic exposure or by in~t~ati~~ a separate 

and distinct radiographic exposure automatically and i~ed~at~~y in 

conjunction with termination of the fluoroscopic exposure. 

Lateral fluoroscope means the x-ray tube and image receptor combination 

in a biplane system dedicated to the lateral projection. It ‘consists of the lateral 

x-ray tube housing assembly and the lateral. image receptor ‘that are fixed in 

position relative to the table with the x-ray beam axis parallel to the plane 

of the table, 

Leakage radiation means ra’diation emanating from the diagnustic source 

assembly except for: 



(1) The useful beam; and 
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(2) Radiation produced when the exposure switch or timer is not activated. 

Leakage technique fact&s means the technique factors associated with the 

diagnostic source assembly which are used in measuring leakage radiation 

They are defined as follows: 

(1) For diagnostic source assemblies intended for capacitor energy storage 

equipment, the maximum-rated peak tube potential and the maximum-rated 

number of exposures in an hour for operation at the.maximum-rated peak tube 

potential with the quantity of charge per exposure being 10 mi~lico~lombs (or 

10 mAs) or the minimum obtainable from the unit, whichever is larger; 

(2) For diagnostic source assembliesintended for field emission equipment 

rated for pulsed operation, the maximum-rated peak tube potential and the 

maximum-rated number of x-ray pulses in an hour for’o~eration at the 

maximum-rated peak tube potential; and 

(3) For all other diagnostic source assemblies, the m~imnm-rated peak 

tube potential and the maximum-rated continuous tube tzurrent for the 

maximum-rated peak tube potential. 

fight field means that area of the intersection of the light beam from the 

beam-limiting device and one of the set of planes parallel to and including 

the plane of the image receptor, whose perimeter .is the locus of points at which 

the illuminance is one-fourth of the maximum in the intersection. 

Line-voltage regulation means the difference between the. no-loa 

load line potentials expressed as a percent of the load line poten~a~; that is, 

Percent line-voltage regulation = l.f.MIfV, - Vi)/Vi 

where: 

V, = No-load line potential and 
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Vi = Load line potential. 

Maximum line current means the root mean square current in the supply 

line of an x-ray machine operating at its maximum rating. 

Mode of operation means, for fluoroscopic systems, a distinct method of 

fluoroscopy or radiography provided by the manufacturer and selected with 

a set of several technique factors or other control settings uniquely associated 

with the mode. The set of distinct technique factors and control, settings for 

the mode may be selected by the operation of a single control. Examples of 

distinct modes of operation include normal fhroroscopy (analog or digital), 

high-level control fluoroscopy, cineradiography lanaJog or-digital), digital 

subtraction angiography, electronic radiography using the fluoroscopic image 

receptor, and photospot recording. In a specific mode of operationj‘certain 

system variables affecting air kerma, AKR, or image quality, such as image 

magnification, x-ray field size, pulse rate, pulse duration, nu 

source?image receptor distance (SID), or optical aperture, may be adjustable 

or may vary; their variation per se does not comprise a mode of,operation 

different from the one that has been selected. 

Muvable tabletop means a tabletop which, when assembled for use, is 

capable of movement with respect to its supporting structure within e plane 

of the tabletop. 

Non-image-intensified fluuroscopy,neans ffuoroscopy using only a 

fluorescent screen. 

Peak tube potential means the maximum value of the potential difference 

across the x-ray tube during an exposure. 

Primary protective barrier means the m*aterial, excluding filters, placed in 

the useful beam to reduce the radiation exposure for protection purposes. 
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Pulsed mode means operation of the x-ray system such that the x-ray tube 

current is pulsed by the x-ray control to produce one or more exposure 

intervals of duration less than one-half second. 

Quick change x-ray tube means an x-ray tube designed for use in its 

associated tube housing such that: 

(1) The tube cannot be insert‘ed in its housing in a manner that would 

result in noncompliance of the system with the requirementa of paragraphs 

fk) and (m) of this section; 

(2) The focal spot position will not c,ause noncompliance with the 

provisions of this section or § 1080.31 or:l020.32; 

(3) The shielding within the tube housing cannot be displaced; and 

(4) Any removal and subsequent replacement of a beam-limiting device 

during reloading of the tube in the tube housing will not result in 

noncompliance of the x-ray system with the applicable field limitation and 

alignment requirements of §§ 1020.31 and 1020.32. 

Radiation therapy simulation system means a radiogra%phic or fluoroscopic 

x-ray system intended for localizing the volume to be exposed during radiation 

therapy and confirming the position and size of the therapeutic irradiation 

field. 

Radiography means a technique for generating and recording\ an x-ray 

pattern for the purpose of providing the user withan ~mage~s] after termination 

of the exposure. 

Rated line voltage means the range of potentials, in volts, of the supply 

line specified by the manufacturer at which the x-ray machine is designed to 

operate. 

Rated output currenj means the maximum allow;lble load current of the 

x-ray high-voltage generator. 
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Rated output voltage means the allowable peak potential, in volts, at the 

output terminals of the x-ray high-voltage generator. 

Rating means the operating limits specified by the manufacturer, 

Recording means producing a retrievable form of an image resulting from 

x-ray photons. 

Scan means the complete process of collecting x-ray transmission data for 

the production of a tomogram. Data may be collected sim~~t~eous~y during 

a single scan for the production of one or more tomograms. 

Scan time means the period of time between the beginning and end of 

x-ray transmission data accumulation for a single scan. 

Solid state x-ray imaging device means an assembfy,,typically in a 

rectangular panel configuration, that intercepts x-ray photons and converts the 

photon energy into a modulated electronic signal representative of the x-ray 

intensity over the area of the imaging device. The electronic signal is then used 

to create an image for display and/or storage. 

Source means the focal spot of the x-ray tube. 

Source-image receptor distance (SD] means the distance from-the source 

to the center of the input surface of the image receptor. 

Source-skin distance (SSD) means the distance from the source to the 

center of the entrant x-ray field in the plane tangent to the patient skin surface. 

Spot-film device means a device intended to transport ‘and/or 

radiographic image receptor between the- x-ray s0urc.e and fluoroscopic image 

receptor. It includes a device intended to hold a cassette Qves ,the input end 

of the fluoroscopic image receptor for the purpose of producing a radiograph. 

Stationary tabletop means a tabletop which, when assembled for use, is 

incapable of movement with respect to its supp~~i~~,str~ct~re within the 

plane of the tabletop. 
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Technique factors means the following conditions of operation: 

(1) For capacitor energy storage equipment, peak tube patentiaf, in kil.ovolts 

(kV) and quantity of charge in milliampere-seconds [m&J; 

(2) For field emission equipment rated for pulsed operation, peak tube 

potential in kV and number of x-ray pulses; 

(3) For CT equipment designed for pulsed operation, peak tube potential 

in kV, scan time in seconds, and either tube current in milhamperes fmA), 

x-ray pulse width in seconds, and the number of x-ray pulses per scan, or the 

product of the tube current, x-ray pulse width, and the number of x-ray pulses 

in mAs; 

(4) For CT equipment not designed for pulsed operation, peak tube 

potential in kV, and either tube current in mA and scan time in seconds, or 

the product of tube current and exposure! time in mAs and the scan time when 

the scan time and exposure time are equivalent; and 

(5) For all other equipment, peak tube potential in kV, and either tube 

current in mA and exposure time in seconds, or the product of tube current 

and exposure time in mAs. 

Tomogram means the depiction of the x-ray attenu&on ~rope~ies of a 

section through a body. ’ 

Tube means an x-ray tube, unless otherwise specified. 

Tube housing assembly means the tube housing with tube installed. It 

includes high-voltage and/or filament transformers and other apprcpriate 

elements when they are contained within the tube housing. 

Tube rating chart means the set of curves which specie the rated limits 

of operation of the tube in terms of the technique factors. 
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Useful beam means the radiation which passes through the tube housing 

port and the aperture of the beam-limiting device when the exposure switch 

or timer is activated. 

Variable-aperture beam-limiting device means a beam-limiting 

which has the capacity for stepless adjustment of the x-ray field‘ size at a given 

SID. 

Visible area means the portion of the input surface of the image‘receptor 

over which incident x-ray photons are producing a visible image. 

X-ray control means a device which controls input power to the x-ray 

high-voltage generator and/or the x-ray tube. It includes equipment such as 

timers, phototimers, automatic brightness stabilizers, and similar devices, 

which control the technique factors of an x-ray exposure. 

X-ray equipment means an x-ray system, subsystem, ar component thereof. 

Types of x-ray equipment are as follows: 

(1) Mobile x-ray equipment means x-ray equipment mounted’on a 

permanent base with wheels and/or casters for moving while compl.etely 

assembled; 

(2) Portable x-ray equipment means x-ray equipment designed to be hand- 

carried; and 

(3) Stationary x-ray equipment means x-ray equipment whit 

in a fixed location. 

X-ray field means that area of the intersection ofthe useful beam and any 

one of the set of planes parallel to and including the plane of the image 

receptor, whose perimeter is the locus of points at which theAICJ3 is one-fourth 

of the maximum in the intersection. 

X-ray high-voltage generator means a. device which transforms electrical 

energy from the potential supplied by the-x-ray control to the tube operating 
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potential. The device may also include means for transforming alternating 

current to direct current, filament transformers for the x-ray tube(s), 

voltage switches, electrical protective devices, and other appropriate elements. 

x-ray subsystem means any combination of two or more. components of 

an x-ray system for which there are requirements specified in this section and 

§§ 1020.31 and 1020.32. 

X-ray system means an assemblage of components fo& the controlled 

production of x-rays. It includes minimally an x-ray high-voltage generator, 

an x-ray control, a tube housing assembly, a. beam-limiting device, and the 

necessary supporting structures. Additional components which function with 

the system are considered integral parts of the system. 

X-ray table means a patient support device with its patient support 

structure (tabletop) interposed between the patient and the image receptor 

during radiography and/or fluuroscopy. This includes, but is not limited to, 

any stretcher equipped with a radiolucent panel and any table equipped with 

a cassette tray [or bucky), cassette tunnel, fluoroscopic image receptor, or spot- 

film device beneath the tabletop. 

X-ray tube means any electron tube which is designed for the conversion 

of electrical energy into x-ray energy. 

(c) A4anufacfurers’ responsiltifity. Manufacturers of products subject to 

§§ 1020.30 through 1020.33 shall certify that each o:f their productsmeet all - 

applicable requirements when installed into a diagnotitic x-ray system 

according to instructions. This certification shall be made under the format 

specified in § 1010.2 of this chapter. Manufacturers may certify a combination 

of two or more components if they obtain. prior authorization in writing from 

the Director of the Office of Compliance of the Center for Devices and 
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Radiological Health (CDRH). Manufacturers shall not be held respomzible for 

noncompliance of their products if that noncompliance is due solely to the 

improper installation or assembly of that product by another person; however, 

manufacturers are responsible for providing assembly, instructions adequate to 

assure compliance of their components with the applicable provi.sions of 

5s 1020.30 through 1020.33. 

(d) Assemblers’ responsibility. An assembler who installs one or more 

components certified as required by paragraph (c) of this section shaEl install 

certified components that are of the type required by § ~O20.31,1020.32, or 

1020.33 &d shall assemble, install, adjust, and test e,certified components 

according to the instructions of their respective manufacturers,. Assemblers 

shall not be liable for noncompliance of a certified component if 

of that component was according to the component manufacturer’s, instruction. 

(1) Reports of assembly. All assemblers who install certified components 

shall file a report of assembly, except as specified in paragraph (d)(z) of this 

section. The report will be construed as the assembler’s certification and 

identification under 5s 1010.2 and 1030.3 of this chapter. The assembler shall 

affirm in the report that the manufacturer’s instructions were followed in the 

assembly or that the certified components as assembled into the system meet 

all applicable requirements of §Q 1020.30 through 1~&0.33. All assembler 

reports must be on a form prescribed by the Director, CD . Completed reports 

must be submitted to the Director, the purchaser, and, where applicable, to 

the State agency responsible for radiation protection within $5 days following 

completion of the assembly. 

(2) Exceptions to reporting requirements. Reports of assembly need not be 

submitted for any of the following: 



132 

(i) Reloaded or replacement tube housing assemblies that are reinstalled 

in or newly assembled into an existing x-ray system; 

(ii) Certified accessory components,that have been identified a~ such to 

CDRH in the report required under. 15 1002.10 of this “chapter; 

(iii) Repaired components, whether or not removed from the system and 

reinstalled during the course of repair, provided the origmal installation into 

the system was reported; or 

(iv)(A) Components installed temporarily in an x-ray system in place of 

components remaved temporarily for repair, provided the tempo 

component is identified by a tag or label bearing the following information: 

Temporarily Installed Component 

This certified component has been assembled, installed, adjusted, and tested by me 

according to the instructions provided ,by the manufacturer, 

Signature 

Company Name 

Street Address, P.O. Box 

City, State, Zip Code 

Date of Installation 

(B) The replacement of the temporarily installed component by a 

component other than the component originally removed for repair s 

reported as specified in paragraph [d)(l) of this section. 

(e) Identification of x-ray cumpments, In addition to ~e~ident~fi~a~on 

requirements specified ‘in § 10~~ of this‘ chapter, manufaacturers o 

components subject to this section and $5 ~020.31,1020.32, and X020.33, 

except high-voltage generators contained ‘within tube housings and;beam- 

limiting devices that are integral parts of tube housings, shall prudently 
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inscribe or affix thereon the model number and serial number of the product 

so that they are legible and accessible to view. The word ‘“model” or “type” 

shall appear as part of the manufacturer’s required identification of certified 

x-ray components. Where the certification of a system or subsystem, consisting 

of two or more components, has been authorized under paragraph (cl of this 

section, a single inscription, tag, or label bearing the model number and serial 

number may be used to identify the product. 

(1) Tube housing assemblies. In a similar manner, manufacturers of tube 

housing assemblies shall also inscribe or affix thereon the name of the 

manufacturer, model number, and serial number of the x-ray tube which the 

tube housing assembly incorporates. 

(2) Replacement of tubes. Except as specified in para ph ~e~[3) of this 

section, the replacement of an x-ray tube in a previously manufactured tube 

housing assembly certified under paragraph (c) of this section constitutes 

manufacture of a new tube housing assembly, and the m~ufacture~ is subject 

to the provisions of paragraph (e}(l) of this section. The manufacturer shall 

remove, cover, or deface any previously affixed inscriptions, tags,, or labels that 

are no longer applicable. 

(3) Quick-change x-ray tubes, The requirements of paragraph (s)(2) of this 

section shall not apply to tube housing assemblies designed and designated 

by their original manufacturer to contain’ quick change x-ray tubes. The 

manufacturer of quick-change x-ray tubes shall include with each replacement 

tube a label with the tube manufacturer’s name, the model, end serial number 

of the x-ray tube. The manufacturer of the tube shall instruct the assembler 

who installs the new tube to attach the label to the tube housing assembly 
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and to remove, cover, or deface the previously affixed inscriptions, tags, or 

labels that are described by the tube manufacturer as no longer applicable. 

(f) [Reserved] 

(g) Information to be provided to assemt-rlers. M~nuf~~~urers o,f components 

listed in paragraph (a)(l) of this section shall provide to assemblers subject * 
to paragraph (d) of this section and, upon request, to others at a cost not to 

exceed the cost of publication and distribution, instructions .for assemblly, 

installation, adjustment, and testing of such components adequate to assure 

that the products will comply with appli-cable provisi0n.s of this section and 

§§ 1020.31,1020.32, and 1020~13, when assembled, installed, adjusted, and 

tested as directed. Such instructions shall include specifications of other 

components compatible with that to be installed when compliance of the 

system or subsystem depends on their compatibility. Such s~~~i~cations may 

describe pertinent physical characteristics of the components and/or may list 

by manufacturer model number the components which are comp,atible. For x- 

ray controls and generators manufactured after May 3, $994, xnaqufacturers 

shall provide: 

(1) A statement of the rated line voltage and the range of line-voltage 

regulation for operation at maximum line.current; 

(2) A statement of the maximum line current of-the x-say system- based 

on the maximum input voltage and current characteristics of the tube housing 

assembly compatible with rated output voltage and rated output ~~~~~t 

characteristics of the x-ray control and associated high-voltage generator. If the 

rated input voltage and current-characteristics of the tube housing assembly 

are not known by the manufacturer of the x-ray control and ;associated high- 

voltage generator, the manufacturer shall provide information necessary to 
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allow the assembler to determine the maximum line current for the particular 

tube housing assembly(ies); 

(3) A statement of the technique factors that constitute the maximum line 

current condition described in paragraph (g)(2) of this section. 

(h) Information to be provided to USWS. Manufacturers of x-ray equipment 

shall provide to purchasers and, upon request, to others at a cost‘not to exceed 

the cost of publication and distribution, manuals or instruction sheets which 

shall include the following technical and safety information: 

(1) AI1 x-ray equipment. For x-ray equipment to which this section and 

§§ 1020.31,1020.32, and 1020.33 are applicable, there shall be provided: 

(i) Adequate instructions concerning any radiological safety procedures 

and precautions which may be necessary because of unique features of the 

equipment; and 

(ii) A schedule of the maintenance necessary to keep the equipment in 

compliance with this section and $5 1020.31, 1020.32, and 1020.33. 

(2) Tube housing assemblies+ For eac;h tube housing assembly, there shall 

be provided: 

(i) Statements of the leakage technique factors for all combinations of tube 

housing assemblies and beam-limiting devices for which the tube housing 

assembly manufacturer states compatibility, the minimum ~~~atio~ 

permanently in the useful bearn expressed as millimeters (mm) of ~~~rninurn 

equivalent, and the peak tube potential at which the aIu~i~um equivalent was 

obtained; 

(ii) Cooling curves for the anode and tube housing; and 

(iii) Tube rating charts. If the tube is designed to operate from di rent 

types of x-ray high-voltage generators (such as single-phase- self rectified, 

single-phase half-wave rectified, sin@e-phase full-wave rectified, $-phase 6- 
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pulse, S-phase l&pulse, constant potential, capacitor energy storage) or under 

modes of operation such as alternate focal spot sizes or speeds of anode 

rotation which affect its rating, specific identification of the difference in 

ratings shall be noted. 

(3) X-ray controls and generators. For the x-ray control and associat,ed x- 

ray high-voltage generator, there shall be provided: 

(i) A statement of the rated fine voltage and the range of line-voltage 

regulation for operation at maximum line current; 

(ii) A statement of the maximum line current of the x-ray system based 

on the maximum input voltage and output current characteristics of the tube 

housing assembly compatible with rated output voltage and rated current 

characteristics of the x-ray control and associated high--voltage generator. If the 

rated input voltage and current characteristics of the ,tube housing assembly 

are not known by the manufacturer of the x-ray control and associated high- 

voltage generator, the manufactuser shall’ provide necessary information to 

allow the purchaser to determine the maximum line current for his, particular 

tube housing assembly(ies); 

(iii) A statement of the technique factors that constitute the maximum line 

current condition described in paragraph (h)(@(ii) of this section; 

(iv) In the case of battery-powered generators, a ~Fec~f~cati~n of the 

minimum state of charge necessary for proper operation; 

(v) Generator rating and duty cycle; 

(vi) A statement of the maximum deviation from the prenrdication given 

by labeled technique factor control settings or indicators during any 

radiographic or CT exposure where the equipment is connected to a power 

supply as described in accordance with this paragraph. In the case of fixed 
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technique factors, the maximum deviation from the nominal fixed value of 

each factor shall be stated; 

(vii) A statement of the maximum deviation from the continuous 

indication of x-ray tube potential and current during any ffuoroscopic exposure 

when the equipment is connected to a power supply,as d>escribed in 

accordance with this paragraph; and 

(viii) A statement describing ,the measurement criteria for all tee 

factors used in paragraphs (h)@)(iii), (h)(3)(vi), and fh)(3)(vii) of this section; 

for example, the beginning and endpoints of exposure time measured with 

respect to a certain percentage of the voltage waveform. 

(4) Beam-limitli7g device. For each variable-aperture beam-l~rn~ti~g device, 

there shall be provided; 

(i) Leakage technique factors for all combinations of tube housing 

assemblies and beam-limiting devices for which the.,beam-limiting device 

manufacturer states compatibility; and 

(ii) A statement including the minimum aluminum equivalent of that part 

of the device through which the useful beam passes and including the x-ray 

tube potential at which the aluminum equivalent was obtained. When~two ur 

more filters are provided as part of the device? the statement shall include the 

aluminum equivalent of each filter. 

(5) Imaging system information. For x-ray systems m~ufactured on or 

after [insert date I year afier date of publication in t&e F&de& Register], that 

produce images using the fluoroscopic image receptor, 

information shall be provided in a separate, single section of the user% 

instruction manual or in a separate manu.al devoted to this information: 



(i) For each mode of operation, a description of the mode and detai.led 

instructions on how the mode is engaged and disengaged. The description of 

the mode shall identify those technique factors and system controls that are 

fixed or automatically adjusted by selection of the mode of operation, 

including the manner in which the automatic adjustment is controlled. This 

information shall include how the operator can recognize which mode of 

operation has been selected prior to initiation of x-ray production. 

(ii> For each mode of operation, a descriptive exampfeIs) of any specific 

clinical procedure(s) or imaging task(s) for which the,mode is recommended 

or designed and how each mode should be used. Such recommendations do 

not preclude other clinical uses. 

(6) Displays of values of AKB atid cumulative air kema.. For ffuoroscopic 

x-ray systems manufactured on or after [insert date rf, year after date of 

publication in the Federal Register];, the following shall be provided: 

(i) A schedule of maintenance for any system instrumentation associated 

with the display of air kerrna information necessary to maintain the displays 

of AKR and cumulative air kerma within the limits of allowed uncertainty 

_ specified by § 1020.32(k)(6) and, if the capability for.~s~r,ca~~brat~o~ of the 

display is provided, adequate instructions for such calibration; 

(ii) Identification of the distances along the boamaxis: 

(A) From the focal spot to the isocenter, and 

(B) From the focal spot to the reference location’@ which disp 

of AKR and cumulative air kerma refer according to 5 lOZ-O.~2(k]~4~: 

(iii) A rationale for specification of a reference irradiation loca 

alternative to 15 cm from the isocenter toward the x-ray source along the beam 



axis when such alternative specification is made according to 

§ 1020.32(k)(4)[ii). 

(i) [Reserved] 

(j) Warning label. The control panel containi.ng the main power switch 

shall bear the warning statement, legible and accessible to view: 

“Warning: This x-ray unit may be dangerous to patient and operator unless safe 

exposure factors, operating instructions and maintenande schedules ‘are observed.” 

(k) Leakage radiation from the diugm&c source assembly* The leakage 

radiation from the diagnostic source assembly measured at a distance of I 

meter in any direction from the source shall not exceed 0.88 rn~~~i~a~ fmGy) 

air kerma (vice 100 milliroentgen fmR) exposure) in 1 hour when the x-ray 

tube is operated at the leakage technique factors. If the maximum rated peak 

tube potential of the tube housing assembly is greater than the rn~jrn~rn rated 

peak tube potential for the di>agnostic source assembly, positive means shall 

be provided to limit the maximum x-ray tube potential to that of the diagnostic 

source assembly. Compliance shall be determined by -meas~em,ents averaged 

over an area of 100 square cm with no linear dimension-greater than 20 cm, 

(1) Radiation from components othex than the diagnostic source assembly. 

The radiation emitted by a component other than the .diagnostic source 

assembly shall not exceed an air kerma of 18 microGy (vice 2 mR exposure) 

in 1 hour at 5 cm from any accessible surface of the c orient when it is 

operated in an assembled x-ray system under any conditions for which it was 

designed. Compliance shall be determined by measurements. averaged over an 

area of 100 square cm with no linear dimension greater than 20 cm, 

(m) Beam quality-(l) Half-value Iayier (WL]. The HVL of the useful beam 

for a given x-ray tube potential shall not be less than the appropriate value 
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shown in table 1 in paragraph (m)(I) of this section under.the heading 

“Specified Dental Systems,” for any dental x-ray system designed for use with 

intraoral image receptors and manufactured after December 2,2980; under the 

heading “I-Other X-Ray Systems,” for any dental x-ray system designed for 

use with intraoral image receptors and manufactured before December 1, 1980, 

and all other x-ray systems subject to this section and manufactured before 

[insert date 1 year after date of publication in the Federal IR erJ; and under 

the heading “II-Other X-Ray Systems,” for all x-ray systems, except dental 

x-ray systems designed for use with intraoral image receptors, subject to this 

section and manufactured on or after [insert date I ye& after date of 
publication in the Federal Register]. If it‘is necessary to determine such HVL 

at an x-ray tube potential which is not listed in table 1 in paragraph (m)(l) 

of this section, linear interpolation or extrapolation may be made, Positive 

means2 shall be provided to ensure that at least the minimum filtration needed 

to achieve the above beam quality requirements is in the useful beam during 

each exposure. Table 1 follows: 
TABLE 1. 

I I 100 I 2.7 I 2.7 I 3.6 
J 

2 In the case of a system, which is to be operated with more than one thicbess of 
filtration, this requirement can be met by a filter interlocked with the ~~ovolt~ge selector 
which will prevent x-ray emissions if the minimum required filtration iS not in-place., 
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TABLE 1 .--Continued 

I I 120 I 3.2 I 3.2 I 4.3 

1 Dental x-ray systems designed for use with Intraoral image receptors and manufactured after December 1, 1988. 
December 1, 1980, and all other x-ray systems subject to 

to thii section and manufactured on or after [insert date f 

(2) Optional filtration. Fluoroscopic.systems manufa&ued on or after 

[insert date 1 year after date of publication in the Federal R~~s~~~~, 

incorporating an x-ray tube(s) with a continuous output of 1 kilowatt or more 

and an anode heat storage capacity of 1 million heat units or more shall 

provide the option of adding x-ray filtration to the diagnostic source assembly 

in addition to the amount needed to meet the HVL provisions of 

$j 1020.30(m)(l). The selection of this additional x-ray filtration shall be either 

at the option of the user or automatic as part of the selected mode of operation. 

A means of indicating which combination of additional filtration is in the x- 

ray beam shall be provided. 

(3) Measuring compliance. For capacitor energy storage equipment, 

compliance shall be determined with the maximum selectable quantity of 

charge per exposure. 

(n) Aluminum equivalent of materrid between patienr and image receptor. 

Except when used in a CT x-ray system, the aluminum equivalent of each of 

the items listed in table 2 in paragraph (n) of this section, which are used 

between the patient and image receptor, may not exceed the indicated limits. 

Compiiance shall be determined by x-ray measurements made at a potential 

of 100 kilovolts peak and with an x-ray beam that has an HVL specified in 
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table 1 in paragraph (m)(l) of this section for the potential. This requirement 

applies to front panel(s) of cassette holders and film changers provided by the 

manufacturer for patient support or for prevention of foreign object intrusions, 

It does not apply to screens and their associated mechanical support panels 

or grids. Table 2 foliows: 
TABLE 2. 

1 8. Tabletop, cantilevered I 2.3 ----I 

1 9. Tabletop, radiation therapy simulator I 5.01 

(0) Battery charge indicator. On battery-powered generators, visual means 

shall be provided on the control panel to indicate whether the battery is in 

a state of charge adequate for proper operation. 

(p) (Reserved J 

(q) Modification of certified diagnost.ic x-ray compommts and systems. (3) 

Diagnostic x-ray components and systems ~certified in accordance with § 1010.2 

of this chapter shall not be modified such that th.e component or system fails 

to comply with any applicable provision of this chapter unless a variance in 

accordance with § 1010.4 of this chapter or an exemption under section 

534(a)(5) or 538(b) of the Federal Food, Drug, and CoSmetic Act has been 

granted. 

(2) The owner of a diagnostic x-ray system who uses the system in a 

professional or commercial capacity may modify the system, provided the 

modification does not result in the failure of the system or ~ornp~~~~t to 



comply with the applicable requirements of this section or of s IQZ?O,~~, 

1020.32, or 1020.33. The owner who causes such modification need not submit 

the reports required by subpart B of part 1002 of this chapter, provided the 

owner records the date and the details of the modification in the system 

records and maintains this information, and provided the mod~~~ation of the 

x-ray system does not result in a failure to comply with § ~~20.32,1820.32, 

or 1020.33. 

m 3. Revise § 1020.31 to read as follows: 

9 1020.31 Radiographic equipment. 

The provisions of this section apply to equipment for r~iography, except 

equipment for fhroroscopic imaging or for recording images from the 

fluoroscopic image receptor, or computed tomography x-ray systems 

manufactured on or after November 29, 19‘84, 

(a) Control and indication of technique facto.rs---=~~) Visual kdkafion. The 

technique factors to be used during an exposure shall be indicated before the 

exposure begins, except when automatic exposure controls are used, in which 

case the technique factors which are set prior to the exposure shall be 

indicated. On equipment having fixed technique factors, this requirement may 

be met by permanent markings. Indication of technique factors shall 

from the operator’s position except in the case of spot films made by the 

fluoroscopist. 

(2) Timers. Means shall be provided to terminate the exposure at a preset 

time interval, a preset product of current and time, a preset number of pulses, 

or a preset radiation exposure to the image receptor. 

(i) Except during serial radiography, the operator shall be able io terminate 

the exposure at any time during an exposure of greater than one-h&f second. 



Except during panoramic dental radiography, termination of exposure shall 

cause automatic resetting of the timer to 3s initial setting or to zero. It shall 

not be possible to make an exposure when the timer is set to a zero or off 

position if either position is provided. 

(ii) During serial radiography, the operator shall beable to terminate the 

x-ray exposure(s) at any time, but means may be provided to permit completion 

of any single exposure of the series in process. 

(3) Automatic exposure con&&. When an automatic exposure control is 

provided: 

(i) Indication shall be made on the control panel when this mode of 

operation is selected,; 

[ii) When the x-ray tube potential is equal to or greater than 5% kilovolts 

peak fkVp), the minimum exposure time. for field emission .equipment rated 

for pulsed operation shall be equal to or less than a time interval -equivalent 

to two pulses and the minimum exposure time for all other equipment shall 

be equal to or less than l/60 second or a time interval required to deliver 5 

milliampere-seconds (mAs), whichever is greater; 

(iii) Either the product of peak x-ray tube potential, current, and exposure 

time shall be limited to not more than 60 kilowatt-seconds &Ws) per exposure 

or the product of x-ray tube current and exposure time- shall be limited to not 

more than 600 mAs per exposure, except when the x-r.ay tube potential is less 

than 51 kVp, in which case the pfoduct of x-ray tube current and exposure 

time shall be limited to not more than 2,QOO mAs per exposure; and 

(iv) A visible signal shall indicate when an exposure has been 

at the limits described in paragraph ta)(3)[iii) of this section, and manual 



resetting shall be required before further automatic’~~ly timed exposures can 

be made. 

(4) Accumcy. Deviation of technique factors from indicated. values shall 

not exceed the limits given in the information provided i,n accordance with 

$j lozo.3o(h)f3). 

(b) Reproducibility. The folllowing requirements shall apply when the 

equipment is operated on an adequate power supply as specified by the 

manufacturer in accordance with the requirements of $1~2~.3~~h)~3)~ 

(I) Coefficient of variation, For any specific combination of selected 

technique factors, the estimated coefficient of variation of the air kerma shall 

be no greater than 0.05. 

(2) Measuring compliance. Determination of compliance shall be based on 

10 consecutive measurements taken within a time period uf 1 hour, Equipment 

manufactured after September 5,1978, shall be subject to the additional 

requirement that all variable controls for technique factors shall be adjusted 

to alternate settings and reset to tha test setting after each,me~sure~e~t. The 

percent line-voltage regulation shall. be determined for each measurement. All 

values for percent line-voltage regulation ,shall be within 21 of the mean value 

for all measurements. For equipment having au-tomatic exposure c 

compliance shall be determined with a sufficient thickness-of att~~nating 

material in the useful beam such that the technique factors.can be adjusted 

to provide individual exposures of a min~‘mum of 12 pulses on Eel 

equipment rated for pulsed operation or no less than one-tenth second per 

exposure on all other equipment. 

(c) Linearity. The following requirements apply when the equipment is 

operated on a power supply as specified by the manufacturer in accordance 
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with the requirements of 5 IOZUO(h)(3) for any fixed x-ray tube potential 

within the range of 40 percent to 100 percent of the ,miutimum rated. 

(1) Equipment having independent s&cti;an ofx-ray tube curre$ (mA). 

The average ratios of air kerma to the indicated mil~~~~er~-sec~~ds product 

(mGy/mAs) obtained at any two consecutive tube current se’ttings shall not 

differ by more than 0.10 times their sum.. This is: 1x1 - X,1 5 Q.$O{Xr -I- X2); 

where X1 and X2 are the average mGyJmAs values obtain~ed.at each of two 

consecutive mAs selector settings or at two settings differing by nd‘ more than 

a factor of z where the mAs selector provides continuous selection. 

(2) Equipment having selection of x-ray tube current-exposuwtime 

product (mAs). For equipment manufactured after May 3; 1994, the average 

ratios of air kerma to the indicated milliampere-seconds product (mGy~mAs) 

obtained at any two cons,ecutive mAs seltjctor settings shall not differ by more 

than 0.10 times their sum. This is: 1x1 - X,1 d 0.10 (Xl -+ X2); where X1 and 

X2 are the average mGy/mAs valuesobtajaed at each of two consecutive mAs 

selector settings or at two settings differing by no more th&n a factor of z where 

the mAs selector provides continuous se2ection. 

(3) Measuring compliance. Determination of compliance will be 

10 exposures, made within 1 hour, at each of the two settings. These two 

settings may include any two focal spot sizes except where one is equal to 

or less than 0.45 mm and the other is greater than OS45 mm. For purposes 

of this requirement, focal spot size is the focal spot size specified .by the x- 

ray tube manufacturer. The percent line-voltage regulation shall be determined 

for each measurement, All values for percent line-voltage reputation at any one 

combination of technique factors shall be within k-1 of the mean value for all 

measurements at these technique. factors. 
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(d) Field limitation and alignment f& mobile, potiaktk, and stationary 

general purpose x-ray systems. Except when spot-film devices are in service, 

mobile, portable, and stationary general purpose radiograph,ic x-ray systems 

shall meet the following requirements: 

(1) Variable x-rayfield limifafion. A means for stepless adjustment of the 

size of the x-ray field shall be prov,ided. Each dimension of the minimum~field 

size at an SID of 100 centimeters fern) shall be equal to Cjr 1eSs than 5 cm. 

(2) Visual definition. (i) Means for visually defining the perimeter of the 

x-ray field shall be provided. The total m,isalignment of the ‘edges of the 

visually defined field with the respective edges of the x-ray field ahmg either 

the length or width of the visually defined field shall not exceed 2 gercent 

of the distance from the source.to the center of the visually define 

the surface upon which it appears is perpendicular to the axis of,the x-ray 

beam. 

(ii) When a light localizer is used.to define the x-ray field, it shall provide 

an average illuminance of not less than .I,60 lux (15 f~otc~~d~es) at 100 cm 

or at the maximum SID, whichever is less. The average ~l~u~rn~~~~~ shall be 

based on measurements made in the approximate center of each quadrant of 

the light field. Radiation therapy simulation systems. are ~x~rnpt 

requirement. 

(iii) The edge of the light field at 100. cm or at the maximum SID, 

whichever is less, shall have a contrast ratio, corrected for anrbient lighting, 

of not less than 4 in the case of beam-limiting devices designed for use on 

stationary equipment, and a contrast ratio of not less than 3 in the case of 

beam-limiting devices designed for use on mobile and portable equipment. The 

contrast ratio is defined as I&, where Ir is the illuminancce 3 mm fiorn the 



edge of the light field toward the center of the field; and I2 is the illumi~an~e 

3 mm from the edge of the light field away from the center of the field. 

Compliance shall be determined with a measuring aperture of 2 mm, 

(e) Field indication an d alignment on stationary general purpose x-ray 

equipment. Except when spot-film devices are in service, stationary general 

purpose x-ray systems shall meet the following requirements in addition to 

those prescribed in paragraph (d) of this section: 

(1) Means shall be provided to indicate when the axis of the x-ray beam 

is perpendicular to the plane of the-image receptor, to align the center of the 

x-ray field with respect to the center of the image receptor to within 2 percent 

of the SID, and to indicate the SID to within 2 percent; 

(2) The beam-limiting device shall numerically indicate the fiel 

the plane of the image receptor to which ‘it is adjusted; 

(3) Indication of field size dimensions and SIDs shali be specified~in 

centimeters and/or inches and shall’be such that aperture adjustments result 

in x-ray field dimensions in the plane of the irnage.receptor which-correspond 

to those indicated by the,beam-limiting device to within 2 percent of the SID 

when the beam axis is indicated -to be perpendicular to the plane of the image 

receptor; and 

(4) Compliance measurements wiNbe made at.discrete SIDs ark3 image 

receptor dimensions in common clinical use (such as SIDs eof 100,X5 

200 cm and/or 36,40,48, and 72 inches and nominal image receptor 

dimensions of 13, 18, 24, 30,35,40, and 43 cm and/or 5,7,&, 9,10,11,12, 

14, and 17 inches) or at any other specific dimensions atwhich the beam- 

limiting device or its associated diagnostic x-ray system is uniquely designed 

to operate. 
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(fj Field limitation on radiographic x-ray equipment other thasl general 

purpose radiographic systems-( 1) Equipment far we with infracrral image 

receptors. Radiographic equipment designed for use with an intraoral image 

receptor shall be provided with means to limit the x-ray beam. such that: 

(i) If the minimum source-to-skin distance (SSD3 is 16 cm or more, the 

x-ray field at the minimum SSD shall be containable in a circle having a 

diameter of no more than 7 cm; and 

(ii) If the minimum SSD is less than 1.8 cm, the x-rayfield at ;theminimum 

SSD shall be containable in a circle having a diameter of no more than 6 cm. 

(2) X-ray systems designed fQr one image receptor size. Radio~a~hic 

equipment designed for only one image receptor size at a fixed SXD shall be 

provided with means to limit the field at the plane of the image receptor to 

dimensions no greater than those of the image receptor, and to ahgn the center 

of the x-ray field with the center of the image receptor to within 2 percent 

of the SID, or shall be provided with means to both size and align the x-ray 

field such that the x-ray field at the plane of the image receptor does not extend 

beyond any edge of the image receptor. 

(3) Systems designed for .mammogruphy---(i) Rad~?~~~hic systems 

designed only for mammography and general purpose radiography systems, 

when special attachments for mammography ‘we in service, ~,~u~ac~~~d on 

or after November 2, ~977, and before September 30,1999, shall be-provided 

with means to limit the useful beam such that the x-ray &M at the plane of 

the image receptor does not extend beyond any edge of the image receptor 

at any designated SID except the edge ,of the image receptor designed to be 

adjacent to the chest wall where the x-ray field may not extend beyond this 

edge by more than 2 percent of the SID. This requirem,ent can be met with 



a system that performs as prescribed in paragraphs ~~~4~~~~, (~~~)~i~~, and 

(f)(Q)(iii) of this section. When the beam-limiting device and image receptor 

support device are designed to be used to immobilize the breast during a 

mammographic procedure and the SID may vary, the SID indication specified 

in paragraphs (f)(d)(ii) and (f)(a)(iii).of this section shall be the maximum SID 

for which the beam-limiting device or aperture is designed. 

(ii) Mammographic beam-limiting d-evices manufactured on or after 

September 30,1999, shall be provided with a means,to limit the useful beam 

such that the x-ray field at the plane of the image receptor does not extend 

beyond any edge of the image receptor by more than 2 percent .of the SID, 

This requirement can be met with a system that performs as prescribed in 

paragraphs tfkOWt (f)14N ii , and (f#)(iii) of this section For systems that 1 

allow changes in the SID, the SID indication specified in par~gra~bs (f)(Q)(ii) 

and (f)(B)(iii) of this section shall be the maximum SID for,urhich the beam- 

limiting device or aperture is designed. 

(iii) Each image receptor support device manufactured on or after 

November 1,1977, intended for installation on a system designed for 

mammography shall have clear and permanent markings to indicate the 

maximum image receptor size for which it is designed. 

(4) Other x-ray systems. Radiographic systems not specifically-covered in 

paragraphs W, (d, OW), KW9 and (h) of this section and systemscovered 

in paragraph (f)(l) of th is section, which are also designed for -use with 

extraoral image receptors and when used with an extraoral image receptor, 

shall be provided with means to limit the x-ray fie&n, the .plane -of the image 

receptor so that such field does not exceed each dimension~of the image 

receptor by more than 2 percent of the SfD, when the axis ofthe x-ray beam 



is perpendicular to the plane: of the image receptor. In addition, means shall 

be provided to align the center of the x-ray field with the center of the image 

receptor to within 2 percent of the SID, or means shall be provided to both 

size and align the x-ray field such that the x-ray field at the plane of the image 

receptor does not extend beyond any edge of the image receptor. These 

requirements may be met with: 

(i) A system which performs in accordance with paragraphs (d) and (e) 

of this section; or when alignment means are also provided, may be met with 

either; 

(ii) An assortment of removable, fixed-aperture,‘beam-limiting devices 

sufficient to meet the requirebent for each combination of image receptor size 

and SID for which the unit is designed. Each such device shall have clear and 

permanent markings to indicate the image receptor size and SID for which it 

is designed; or 

(iii) A beam-limiting device,having multiple fixed apertures sufficient to 

meet the requirement for each combination of image receptor size and SID for 

which the unit is designed. Permanent, clearly legible markinga shall indicate 

the image receptor size and SlD for which each aperture.is designed and shall 

indicate which aperture is in. position for use. 

(g) Positive beam lhitatjon (FB..]. The requirements-of this paragraph 

shall apply to radiographic sjrstems which contain PBL. 

(1) Field size. When a PBL system is provided, it shall- prevent x-ray 

production when: 

(i) Either the length ur width of the x-ray field in the plane of the image 

receptor differs from the corresponding image receptor dimension by more 

than 3 percent of the SID; or 
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(ii) The sum of the length and width differences. as stated in paragraph 

(g)(l)(i) of this section without regard to sign exceeds 4 percent of the SID. 

(iii) The beam limiting device is at an SID for whichPBL is nat designed 

for sizing. 

(2) Conditions for PBL. When provided, the PBL system shall function as 

described in paragraph (g)(l),of this section whenever all the following 

conditions are met: 

(i) The image receptor is inserted into a permanently mounted cassette 

holder; 

(ii) -The image receptor length and width are less than 50 cm; 

(iii) The x-ray beam, axis is within 3-3 degrees of vertical and the SID is 

90 cm to 130 cm inclusive; or the x-ray beam axis is within 3-3 degrees of 

horizontal and the SID is 90 cm to 205 cm inclusive; 

(iv) The x-ray beam axis is perpendicular to the plane of the image receptor 

to within +3 degrees; and , 

(v) Neither tomographic nor stereoscopic radiography is being performed. 

(3) Measuring compliance. Compliance with the requirements of paragraph 

(g)(l) of this section shall be determined ‘when the equipment indicates that 

the beam axis is perpendicular to the plane of the image receptor and the 

provisions of paragraph (g)(2) of this section are met. Compliance shall be 

determined no sooner than 5 seconds after insertion of the image receptor. 

(4) Operator initiated undersizing. The PBL system shall be capable of 

operation such that, at the discretion of the operator, the size of the field may 

be made smaller than the size of the image receptor through stepless 

adjustment of the field size. Each dimension of the &i&mum field size at an 

SID of 100 cm shall be equal to or less than 5 cm. Return to PBL fUnction 
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as described in paragraph (g)(l) of this section shall occur automatically upon 

any change of image receptor size or SID. 

(5) Override o.fPBL. A capability may be provided for overriding PBL in 

case of system failure and for servicing the system. This override may be for 

all SIDs and image receptor sizes. A key shall be required’for any-override 

capability that is accessible to the operator. It,shall not b-e possible to remove 

the key while PBL is overridden. Each such key switch or key shall be clearly 

and durably labeled as follows: 

For X-ray Field Limitation System Failure 

The override capability is considered accessible to the operator ifit is,referenced 

in the operator’s manual or in other material intended for the operator or if its 

location is such that the operator would consider it part of the operational controls. 

(h) Field limitation and qlignmentfor spot-film devjces. The following 

requirements shall apply to spot-film devices, except when the spot-film 

device is provided for use with a- radiation therapy simulation system: 

(1) Means shall be provided between the source and the patient for 

adjustment of the x-ray field size in the plane of the image receptor to the 

size of that portion of the image receptor which has been selected on the spot- 

film selector. Such adjustment shall be accomplished automatically when the 

x-ray field size in the plane of the imagereceptor is greater than the selected 

portion of the image receptor. If the x-ray field size is less than the size of 

the selected portion of the image receptor, the field ,size shall not open 

automatically to the size of the selected portion of th.e image receptor unless 

the operator has selected that mode.of operation. 

(2) Neither the length nor the width of the x-ray field in the plane of the 

image receptor shall di.ffer ffom the corresponding dimensions of t-he selected 
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portion of the image receptor by more than 3 percent of the SID when adjusted 

for full coverage of the selected portion of the image receptor. The sum, 

without regard to sign, of the length and width differences shall not exceed 

4 percent of the SID. On spot-film devices manufactured after February 25, 

1978, if the angle between the plane of the image receptor and beam axis is 

variable, means shall be provided to indicate when the axis of the x-ray beam 

is perpendicular to the plane of the image receptor, and corn~liance shall be 

determined with the beam &is indicated’ to be perpendicular to the plane of 

the image receptor. 

(3) The center of the x-my field. in the plane of the image< receptor shall 

be aligned with the center of,the selected portion of the image receptor to 

within 2 percent of the SID. 

(4) Means shall be provided to reduce the x-ray field. size in the plane 

of the image receptor to a size smaller tha,n the selected portion of the image 

receptor such that: 

(i) For spot-film devices used on fixed-SID fluoroscopic systems which are 

not required to, and do not provide stepkss adjustment of the x-ray field, the 

minimum field size, at the greatest SID, does not exceed 12% square cm; or 

(ii) For spot-film devices used on fluoroscopic systems at have a variable 

SID and/or stepless adjustment of the field size, the minimum field size, at 

the greatest SID, shall be containable in a square of 5 cm by 5 cm. 

(5) A capability may be provided for overriding the automatic x-ray field 

size adjustment in case of system failure. If it is so provided, a signal visible 

at the fluoroscopist’s position shall indicate whenever the automatic x-ray field 

size adjustment override is engaged. Ea~ch such system f~~nre.ove~ide switch 

shall be clearly labeled as folIows: 
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For X-ray Field Limitation System Failure 

(i) Source-skin distance--(1) X-ray systems desi ed far use with an 

intraoral image receptor shall be provided with means to limit the source-s-kin 

distance to not less than: 

fi) Eighteen cm if operable above 50 kVp; or 

(ii) Ten cm if not operable above 50 kVp. 

(2) Mobile and p,ortable $-ray systems other than dental shall be provided 

with means to limit the source-skin distance to not less than 30 cm. 

(j) Beam-on indicators. The x-ray control shall. provide visual indication 

whenever x-rays are produced. In addition, a signal audible to the operator 

shall indicate that the exposure ,has terminated. 

(k) Multiple tubes. Where two or more radiographic:tubes are controlled 

by one exposure switch, the tube or tubes which have.been selected shall be 

clearly indicated before initiation of the exposure. This indication shall be both 

on the x-ray control and at or near the tube housing assembly which has been 

selected. 

(1) Radiation from capac.$or energy storage equipment, Radiation emitted 

from the x-ray tube shall not exceed: 

(1) An air kerrna of 0.26 microGy (vice 0.03 mR exposure) in 1 minute 

at 5 cm from any accessible surface of the diagnostic suurca a~e~b~y, with 

the beam-limiting.device fully open, the system fully charged, and 

exposure switch, timer, or any discharge mechanism not,~~tiva~e *- Compliance 

shall be determined by measurements averaged over an area of IO@ square cm, 

with no linear dimension greater than 20 cm; and 

(2) An air kerma of 0.88 mGy (vice 100 mR exposure) ‘in 1 hour at 100 

cm from the x-ray source, with the beam-limiting device fully open, when the- 
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system is discharged through the x-ray tube either manually ‘or automatically 

by use of a discharge switch or deactivation of the input power. Compliance 

shall be determined by measurements of the maximum air kerma per discharge 

multiplied by the total number of discharges in 1. hour (duty cycle]. The 

measurements shall be averaged.over an area of 200 squ&re cm w$h no linear 

dimension greater than 20 cm. 

(m) Primary protective bbrrkr for mammography x-ray systems--(l) For 

x-ray systems manufactured after September 5,1978, and before S~~~ernber 30, 

1999, which are designed only for mwography, the transmission of the 

primary beam through any image receptor support p~ovided’w~~ the system 

shall be limited such that the air kerma 5 cm from any accessible surface 

beyond the plane of the image receptor supporting device does not exceed 0.88 

microGy (vice 0.1 mR exposure) for each activation of the tube. 

(2) For mammographic x-ray systems manufactured on or after September 

30, 1999: 

(i) At any SID where exppsures can be made, the image recerjtar suppart 

device shall provide a primary protective barrier that intercepts the cross 

section of the useful beam along every direction except at .the chest wall edge. 

(ii) The x-ray system shall not permit exposure unless the appropriate 

barrier is in place to intercept the useful beam as required in paragraph 

(m)(2)(i) of this section. 

(iii) The transmission of he usef&beam through the pri-mary pr.otective 

barrier shall be limited such that the air kerma 5 cm from, any accessible 

surface beyond the plane of the primary protective barrier does not exceed 0.88 

microGy [vice 0.1 mR exposure) for each activation of the tube. 
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(3) Compliance with the~requirements of paragraphs (m)(l) and [m)(z)fiii) 

of this section for transmission shall be determined uvith the x-ray system 

operated at the minimum SID for which it is designed, at the maximum rated 

peak tube potential, at the maximum rated product of x-ray tube current and 

exposure time (mAs) for the maximum rated peak tube potential, and by 

measurements averaged over an area of 1.00 square cm with no linear 

dimension greater than 20 cm. The sensitive volume of the radiation measuring 

instrument shall not be positioned beyond the edge of the primary protective 

barrier along the chest wall side. 

q 4. Revise $j 1020.32 to read as follows: 

5 -I 020.32 Fluoroscopic eqgipment. 

The provisions of this section apply to equipment for. fluoroscopic imaging 

or for recording images from the fluoroscopic image receptor, except computed 

tomography x-ray systems manufactured on or after November 29, P484. 

(a) Primary protective bqrier-(1) Lhitathm of usefgl beam. The 

fluoroscopic imaging assembly shall be provided with a primary protective 

barrier which intercepts the entire cross section of the useful beam at any SID, 

The x-ray tube used for fluoros~opy shal;l not produce x-rays unless the barrier 

is in position to intercept the entire useful beam. The AICR due to transmission 

through the barrier with the -attenuation block in the useful beam combined 

with radiation from the fluorosc.opic image receptor shall notexce 

10-3 percent of .the entrance AKR, at a distance of 10 cm from any accessible 

surface of the fluoroscopic imaging assembly beyond the plane of the image 

receptor. Radiation therapy simulation systems shall be, exempt from this 

requirement provided the syStems are intended only for remote control 

operation and the manufacturer sets forth in&u&ions for as~~m~l~rs with 
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respect to control location as part of the information required in 5 1@20.3O(g). 

Additionally, the manufacturer shall provide to users, under § ~~2~.3O[h)(l)ti), 

precautions concerning the importance of remote control operation. 

(2) Measuring compliance. The’AKR shall be measured in accordance with 

paragraph (d) of this section.,The AKR du.e to transmission throng the primary 

barrier combined with radiation from the fluoroscopic image receptor shall be 

determined by measurements averaged over an area of 100 square &n with no 

linear dimension greater than 20 cm. If the source is below the tabletop, the 

measurement shall be made with the input surface of thefluoroscopic imaging 

assembly positioned 30 cm above the tabletop. If the sourceis above the 

tabletop and the SED is variable, the measurement shall bye made with the end 

of the beam-limiting device or spacer as close to the tabletop as it can be 

placed, provided that it shall: not be closer than 30 cm. Movable grids and 

compression devices shall be removed from the useful beam during the 

measurement. For all measurements, the attenuation block shall be positioned 

in the useful beam 10 cm from the point of measurement of entrance AKR 

and between this point and the input surface of the fluoroscopie imaging 

assembly. 

(b) Field limitation-(1) Angulation, For fhoroscopic equipmtmt 

manufactured after February 25,1978, when the angle between the image 

receptor and the beam axis of the x-ray beam is variable, meansshisll be 

provided to indicate when the axis of the x-ray beam is per~~~di~~l~ to the 

plane of the image receptor. Compliance with paragraphs ~,)~4),~d (b)(5) of 

this section shall be determined ‘with the beam axis indicated to be 

perpendicular to the plane of the.image receptor. 



(2) Further means for limitation. Means shall be provided to permit further 

limitation of the x-ray field to sizes smaller than the’limits of paragraphs (b)(4) 

and (b)(5). Beam-limiting devices manufactured after May 22,1879, and 

incorporated in equipment W ith a variable SID and/or the capability of a visible 

area of greater than 300 squ.are cm, shall be provided with means for-stepless 

adjustment of the x-ray field. Equipment with a fixed SID and the capability 

of a visible area of no greater than 300 square em shall be provide 

stepless adjustment of the x-ray field or with a means to further limit the x- 

ray field size at the plane of the image receptor to 125 square cm or less. 

Stepless adjustment shall, at the greatest SID, provide continuous field sizes 

from the maximum obtainable to a field size containable in ZL square of 5 cm 

by 5 cm. This paragraph does not apply to non-image-intensified fhroroscopy. 

(3) Non-image-intensified j2uoroscopy. The x-ray fief-d produced by non- 

image-intensified fluoroscopic equipment shall not extend,beyond the entire 

visible area of the image receptor. Means shall be provided for stepless 

adjustment of field size. The minimum field size, at the greatest SID, shall be 

containable in a square of 5 cm by 5 cm. 

(4) Fluoroscopy and radicgraphy using thefluarascapic imagkg assembly 

with inherently circular image receptors, (i)For fluoroscopic equipment 

manufactured before [inseti date 1 year after date of~u~~~ca~~a~ in the Federal 

Register], other than radiation therapy simulation systems, the following 

applies: 

(A) Neither the length nor the width of the x-ray field in the plane of the 

image receptor shall exceed that of the visible area of theimage receptor by 

more than 3 percent of the SID. The sum of the excess l&rgth and the excess 

width shall be no greater than 4 percent of the SID. 



(B) For rectangular x-ray; fields used with circuiar image receptors, the 

error in alignment shall be determined along the length and width~dimensions 

of the x-ray field which pass lthrough the center of the visible area of the image 

receptor. 

(ii) For fluoroscopic equjpment manufactured on or after [inseti date I 

year after date ofpubkation in the-Federal Register], other than radiation 

therapy simulation systems, the maximum area of the x-ray field in the plane 

of the image receptor shall conform with one of the following requirements: 

(A) When any linear dimension of the visible area of the image receptor 

measured through the cent&of the visible area is less than or equal to 34 cm 

in any direction, at least 80 percent of the area of the x-ray field overlaps the 

visible area of the image receptor, or 

(B) When any linear dimension of the visible area of,the image receptor 

measured through the center of the visible area is greater”than 34 cm in any 

direction, the x-ray field measured along the direction of greatest misalignment 

with the visible area of the image receptor does not extend-beyond the edge 

of the visible area of the image receptor by more than z cm. 

(5) Fluoruscapy and md@graphy usijng the fluuruscupi~ iquging assembly 

with inherently rectangular @age receptms. For x-ray systems m 

on or after [insert date 1 year after date a~pu~~icatj~~ in the Fedwal Register], 

the following applies: 

(i) Neither the length nor the width of the x-ray field in the plane of the 

image receptor shall exceed $hat’of the visible area of the image receptor by 

more than 3 percent of the SkD. The sum of the excess length and the excess 

width shall be no greater than 4 percent of the SfD. 



(ii) The error in alignment shall be determined along the length and width 

dimensions of the x-ray, field which pass through the center of the visible area 

of the image receptor. 

(6) Override capability. If the fluoroscopic x-ray field size is adjusted 

automatically as the SID or image receptor size is changed, a capability may 

be provided for overriding the automatic adjustment in case of system failure. 

If it is so provided, a signal visible at the fluoroscopist’,s position shall indicate 

whenever the automatic field adjustment is overridden. Each such system 

failure override switch shall be clearly labeled as follows: 

For X-ray Field Limitation System Failure 

(c) Activation of tube. X-ray production in the fluoroscopic mode shall 

be controlled by a device which requires continuous pressure by 

for the entire time of any exposure. When recording serial radiographic images 

from the fluoroscopic image receptor, the operator shall be able to terminate 

the x-ray exposure(s) at any time, but means may be provided to permit 

completion of any single exposure of the series in process. 

(d) Air kerma rates. For fluososcopic equipment, the- followin 

requirements apply: 

(1) Fluoroscopic equipment mcmufactured before l&y 19, 3 995-(i) 

Equipment provided with automatic exposure rate control (AERC) shall not 

be operable at ,any combination of tube potential and current that will result 

in an AKR in excess of 88 mGy per minute (vice 10 R/min exposure rate) at 

the measurement point specified in.5 1026.32(df(3), except as specified in 

5 lozo.sz(d)(l)(v). 

(ii) Equipment provided without AERC shall not be operable at any 

combination of tube potential and current that will result in an AKR in excess 



of 44 mGy per minute (vice 5 R/min exposure rate] at the measurement point 

specified in § 1020.32(d)(3), except as specified in 5 ~0~~.32~d~~l~~v~- 

(iii) Equipment provided with both an AERG mode and a manual mode 

shall not be operable at any combination of tube potential and current that 

will result in an AKR in excess of 88 mGy per minute (vice 10 Rlmin exposure 

rate) in either mode at the measurement point specified in 3 1020,32(d)(3), 

except as specified in § 1020.,32(d)(J)(v). * 

(iv) Equipment may be modified in accordance with.5 ~0~0.3o-~q~ to 

comply with § 1020.32(d](~).:.IVhen the equipment is modified, it shall bear 

a label indicating the date of the modification and the statement: 

Modified to comply with 21 CFk 1&%,32(h)@). 

(v) Exceptions: 

(A) During recording of fluoroscopic images, or 

(B) When a mode of operation has an optional high-1,evel control, in which 

case that mode shall not be operable at any combination of tube potential and 

current that will result in an AKR in excess of the rates specified in 

§ 1020.%?(d)(l)(i), (d)(%)(ii), or (d)(l)(iii) at the measurement point specified in 

§1020.32(d)(3), unless the high-level control is activated. Special means- of 

activation of high-level controls shall be ,required. The high-level control shall 

be operable only when continuous manual activation is ovided by the 

operator. A continuous signal audible to the fluoroscopist shall indicate that 

the high-level control is being employed. 

(2) Fluoroscopic equipment manufactured on or after May 19,1995---(1) 

Shall be equipped with AERG if operable at any combination of tube potential 

and current that results in an.AKR greater than 44 mGyper minute-,(vice 5 



R/min exposure rate] at the measurement ,point specified in (s 1020.32(d)(3). 

Provision for manual selection of technique factors may be provided. 

(ii) Shall not be operable at any combination of tube potential and current 

that will result in an AKR in excess of 88 mCy per minute (vice 2.0 R/mm 

exposure rate) at the measurement point specified in f$ ia2a.3z(d~(~), except 

as specified in § 1%%.32(d)(Z)(iii): 

(iii] Exceptions: 

(A] For equipment manufactured prior to [insert da@ 2 year-aJter date af 
public&ion in the Federal Rcjgister], during the recording of images from a 

fluoroscopic image receptor using photographic film or a video camera when 

the x-ray source is operated in a pulsed mode. 

(B) For equipment manufactured on~or after [insert date 2 year after date 

of publication in the Federal~RtqjisterJ, during the recording of images from 

the fluoroscopic image receptor for the purpose of providing the user with a 

recorded image(s) after termination of the exposure. Such recording does not 

include images resulting from a last-image-hold feature that are not recorded. 

(C) When a mode of operation has an optional high-level central and the 

control is activated, in which case the equipment shall not be operable at any 

combination of tube potential and current that will result in an AKR in excess 

of 176 mCy per minute (vice 20 Rfmin exposure rate) at the measurement point 

specified in 5 ia2axz(d)(3). Special means of activation of high-level controls 

shall be required. The high-level control shall be operable only when 

continuous manual activation is provided by the operator, A, continuous signal 

audible to the fluoroscopist shall indicate that the hi’gh-level control~is being 

employed. 
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(3) Measuring compianbe. Compliance with paragraph (d) of this section 

shall be determined as follows: 

(i) If the source is below :the x-ray table, the AKR shall be measured at 

1 cm above the tabletop or cradle. 

(ii) If the source is above, the x-ray table, the AKR shall be measured at 

30 cm above the tabletop with the end of the beam-limiting device or spacer 

positioned as closely as possible to the point of measurement. 

(iii) In a C-arm type of fluoroscope, the AKR shall be measured at 30 cm 

from the input surface of the :fluoroscopic imaging assembly, with the source 

positioned at any available SID, provided that the end of~h~“~e~-limiting 

device or spacer is no closer than 30 cm from the input surface of the 

fluoroscopic imaging assembly. 

(iv) In a C-arm type of fluoroscope having an SID less than 45 cm, the 

AKR shall be measured at the minimum SSD. 

(v) In a lateral type of fluoroscope, the air kerma rate shall be measured 

at a point 15 cm from the centerline of the x-ray table and in the direction 

of the x-ray source with the end of the beam-limiting device or spacer 

positioned as closely as possible to .the point of measurement. If the tabletop 

is movable, it shall be positioned as closely as possible to the lateral x-ray 

source, with the end of the beam-limitin,g device or spacer no closer than 25 

cm to the centerline of the x-ray table. 

(4) Exemptions. Fluoroscopic radiation therapy sirn~la~o~ systems are 

exempt from the requirements set forth in paragraph (d) of this se&ion. 

(e) [Reserved) 

(fl Indication of potentiag and curre~#. During fluoroscopy and 

cinefluorography, x-ray tube potential and current shall be c~~i~~o~sly 

indicated. Deviation of x-ray itube potential and current ,from the indicated 
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values shall not exceed the maximum deviation as stated by the manufacturer 

in accordance with § %O.ZO.36(h)[3). 

(g) Source-skin distancei (1) Means shall be provided to limit the source- 

skin distance to not less than 38 cm on stationary fluoroscopes and.to not less 

than 30 cm on mobile and portable fluoroscopes. In addi-tion, for fluoroscopes 

intended for specific surgical application that would be prohibited at the 

source-skin distances specified in this paragraph, provisions may be made for 

operation at shorter source-skin distances but in no case less than 20 cm. When 

provided, the manufacturer must set forth precautions with respect to the 

optional means of spacing, in addition to other information as required in 

!j lozo.so(h). 

(2) For stationary, mobile, or portable C-arm fluoroscopic systems 

manufactured on or after [insert date z yem after date u~~~~~i~ati~~ in the 

Federal Register], having a maximum source-image receptor distance of less 

than 45 cm, means shall be provided to hmit the source-skin distance to not 

less than 19 cm. Such systems shall be labeled for extremity use only. In 

addition, for those systems intended for specific surgical’ a~~li~ati~n that 

would be prohibited at the source-skin distances specified in this 

provisions may be made for operation at-shorter source-skin distances but in 

no case less than 10 cm. When provided, the manufacturer must set forth 

precautions with respect to the optional ‘means of spacing, in addi 

information as required in § $02?.30(h). 

(h) Fluoroscopic irradi@iun time, &sprs1y, a& signaf. (l)(i). Fluoroscopic 

equipment manufactured before [tisert date 2 year after date o~~~~~j~atj~~ 

in the Federal Register], shall be provided with means to preset e cumulative 

irradiation time of the fluoroscopic tube. The maximum cumulative time of 
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the timing device shall not exceed 5 minutes without resetting. A signal 

audible to the fluoroscopist shall indicat,e the completion of any preset 

cumulative irradiation-time. Such signal shall continue,to sound while x-rays 

are produced until the timing device is reset. Fluoroscopic equipm~ent may be 

modified in accordance with’s 1626.36(q) to comply with the requirements of 

§ 1626.32(h)(2). When the equipment is modified, it shall bear a label 

indicating the statement: j 

Modified to comply with 21 6FP lWW32[h][!). 

(ii) As an alternative to the requirements of this paragraph, ra 

therapy simulation systems may be provided with a means. to indicate the total 

cumulative exposure time during which x-rays were produced, and which is 

capable of being reset between x-ray examinations. 

(2) For x-ray controls manufactured on or after [inseti date 2 ymzr after 

date of publication in the Federal Re@&er], there sh’all be provided for each 

fluoroscopic tube: 

(i) A display of the fluoroscopic irradiation time at the fluoroscopist’s 

working position. This display shall function independently of the audible 

signal described in 5 1026.32(h)(2)(G). The following requirements apply: 

(A) When the x-ray tube is activated,, the fluoroscopic irrad~~~~~~ time in 

minutes and tenths of minutes,shall be continuously displayed and updated 

at least once every 6 seconds, 

(B) Th e fl or u oscopic irradiation time shall also be displayed wi 

seconds of termination of an exposure and remain displayed until reset. 

(C) Means shall be provided to reset the display to zero prior to the 

beginning of a new examination or procedure. 



[ii) A signal audible to the fluorosc;crpist shall sound for each passage of 

5 minutes of fluoroscopic irradiation time during an examination or procedure. 

The signal shall sound until manually reset or, if automatically reset, for at 

least z second. 

(i) Mobile and portable fluoroscopes. In addition to ,the other reyuixements 

of this section, mobile and portable fluoroscopes shall provide an image 

receptor incorporating more than a simple fluorescent screen. 

(j) Display oflast-huge-hofd (LIH). Fluoroscopic equipment manufactured 

on or after [insert date 1 year afier date ofpublication in the FecEe~al Register], 

shall be equipped with means to display LIH image following termination of 

the fluoroscopic exposure. 

(1) For an LIH image obtained by retaining pretermi~ati~n fluoroscopic 

images, if the number of images and method of combining images are selectable 

by the user, the selection shall be indicated prior to initiation of the 

fluoroscopic exposure. 

(2) For an LIH image obtained by initiating a separate radiographic-like 

exposure at the termination of fluoroscopic imaging, the techniques factors for 

the LIH image shall be selectebleprior to the fluoroscopic exposure, and the 

combination selected shall be indicated prior to initiatiun of the fluoroscopic 

exposure. 

(3) Means shall be provided to clearly indicate to the user whether a 

displayed image is the LIH radiograph or fluorosc~py~ Display of the LIH 

radiograph shall be replaced ,by the fluoroscopic image coneurr>ehtly with re- 

initiation of fluoroscopic exposure, unless separate displays are provided for 

the LIH radiograph and fluoroscopic images. 
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(41 The predetermined or selectable .options for producing the LLH 

radiograph shall be described in the information required by 5 1QZD.30(h). The 

information shall include a description of any technique factors applicable for 

the selected option and the impact of the selectable options on image 

characteristics and the magnitude of radiation’ emissions. 

(k) Displays of values of>AKR and cumulative air &emu. Fluoroscopic 

equipment manufactured on ;or ,after [insert date I year after date af publication 

in the Federal Register], shall display at the fluoroscopist’s working position 

the AKR and cumulative air kerma. The following requiremems apply for each 

x-ray tube used during an examination or procedure: 

(1) When the x-ray tube is activated and the number of images produced 

per unit time is greater than six images per second, the AKR in mCyJmin shall 

be continuously displayed and updated at least once every second. 

(2) The cumulative air kerma in units of mGy sh.all be displayed either 

within 5 seconds of termination of an exposure or displayed continuously and 

updated at least once every’5 seconds. 

(3) The display of the AKR shall be clearly distinguishable from the 

display of the cumulative air kerma. 

(4) The AKR and cumulative air kerma shall represent the value for 

conditions of free-in-air irradiation at one of the following reference.location$ 

specified according to the type of fluoroscope, The reference location shall be 

identified and described specifically in the information provided to users 

according to fj 102&30(h)[6)(iii). 

(i) For fluoroscopes with x-ray source below the x-ray table, x-ray source 

above the table, or of lateral type, the reference locations shall be, the respective 
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locations specified in § 1020.32(d)@)(i), (d)(3){ ii , or ~d)~3)~v) for measuring ) 

compliance with air-kerma r&e limits. 

(ii) For C-arm fluoroscopbs, the reference location shall be 15 cm from the 

isocenter toward the x-ray source along the beam axis. Alternatively, the 

reference location shall be at ‘a paint specified by the manufacturer to represent 

the location of the intersection of the x-ray beam with the patient’s skin. 

(5) Means shall be provided to reset to zero the display of cumulative air 

kerma prior to the commencement of a new examination or procedure. 

(6) The displayed AKR and cumulative air kerma shall not deviate from 

the actual values by more than f35 percent over the range of,6 mGylmin and 

100 mGy to the maximum indication of AKR and cumulative air kerma, 

respectively. Compliance shall be determined with an irradiation time greater 

than 3 seconds. 

n 5. Amend 5 1020.33 by-revising paragraph (h)(Z) to read as follows: 

8 1020.33 Computed tomo@aphy (CT) equipment. 

* * * * * 

U-4 * * * 

(2) For systems that allo+ high voltage to be applied to the x-ray tube 

continuously and that controf the emission of x-my with a shutter, the 

radiation emitted may not exceed 0.88 mi]lligray [vice 100 mi~li~oe~tgen 

exposure) in 1 hour at any point 5 cm outside the external surface of the 

housing of the scanning mechanism when the shutter is closed. Compliance 

shall be determined by measurements average over an area of IO,0 square cm 

with no linear dimension greater than 20‘cm. 
* * * * * 
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